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INTRODUCTION 


The Burroughs B 500 Disk/Tape Master Control Program (MCP) II is a 
multiprogramming or batch processing operating system that provides 
control and maintenance of the User Program Library for tape and or 
disk configurated systems. MCP ITI provides Senctaod for the execution 
of one, two, or three independent user programs on a mul tiprogramming 


basis. 


The software and hardware requirements for the system are defined so 
that the user may better understand the Executive and Automatic 
System Control Functions. This includes memory sidooatien and auto- 
matic reassignment of actual to relative address at execution time, 
the creation of printer back-up tapes for the line printer, the 
ability to add or delete functions from the disk version of MCP TI, 


and program segmentation. 


MCP IT also provides Sort Generation Functions for customizing sort 
programs. Advanced and Basic Assemblers are also provided in both 
the disk and tape versions that can be initiated manually with an 


appropriate function call to the Executive. 


A section of the document emphasizes some of the programming tech- 
niques relating to MCP IT, and the capability of including the COBOL 


Compiler as part of the disk version. 


The Executive Routine is always resident in core memory when MCP II 
is in control of the system. The controller function maintains re- 
turn linkages between multiprogramming programs. Linkage to the 
Executive allows for programmatic roll-in/or roll-out, e.g., inter- 
ruption of processing, storage of the data in core memory on punch 
cards, disk or magnetic tape, loading of the called program into 
memory, or the recall and restoration of a stored program at the 


point of interruption. 


At the conclusion of a program the End-of-Job Function will output an 
End-of-Job message to the system operator. The Executive will then 
loop continuously through an Interrogate Routine waiting for another 
job to be initiated. 
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As an user option, the Data Communication System can be interrogated 
for an input or output ready status. When a terminal is found ina 
ready status, the terminal number is: stored within the Executive, and 
a user program. Either the DFT (Gapat) or DFO (output) is auto- 
matically called by the Executive. 


Peripheral assignment (when in the multiprogramming mode) is the res- 


ponsibility of MCP II and is of no concern to the programming staff. 
Programs should be written to handle files via READ and WRITE macros, 
and not specific peripheral units. When a program is retrieved into 
memory, the peripheral requirements for that program are reserved. As 
each file is programmatically opened, the MCP will specifically assign 
unit(s) from the System I/O Table. Programmers should take into con- 
sideration, the sequence that magnetic tape files are declared in 
their program, and document the operating instructions in such a way 


that the operator may pre-mount his tapes when preparing for that 


particular run. 


MCP II may be used in conjunction with the Supervisory Control Program 


(SCP) to provide control of On-Line Teller System installations. 
The following is a list of MCP II capabilities: 


a. Control for executing one, two, or three completely 


independent user programs in a multiprogramming mode. 
b. Control functions are provided to process the following: 


1) End-of-job. 

2) Date assignment and changes. 
3) Overlay loading. 

4) Systems duplication. 


5) Saving and restoring of memory. 
c. Executive routine control of the following I/O devices. 
1) Magnetic tape (BCL). 


2) Card reader. 
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3) Paper tape reader. 
4) Card punch. 

5) Paper tape punch. 
6) Line printer. 

7) Disk file. 


8) Supervisory printer. 


Memory allocation and automatic reassignment of actual 


address to relative address at execution time. 


Creation of printer back-up tapes for eventual line printer 


output is provided automatically if such action is specified. 
A function to print printer back-up tapes is also provided. 
User Program Library creation and maintenance. 


A capability of adding or deleting functions from the MCP 
disk version provides for minimizing disk storage require- 
ments. This allows the user to customize the MCP to his 


particular installation. 


ASOP Assembler Macros provide the user with multiprogramming 
T/O control and set-up procedures (includes blocking and un- 


blocking of records). The multiprogramming macros ares: 


1) Begin run. 

2) File descriptor. 

3) Record descriptor. 

4) Pile open. 

5) File close. 

6) Read. 

7) Write. 

8) Position (line printer and magnetic tape). 
9) ZIP (to execute another program or function). 
10) Accept (input from SPO). 
11) Display (output on the SPO). 
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12) Multiprogramming interrupt. 
13) Programmatic function call. 
14) Load relative overlay. 

15) Relative overlay. 

16) Stop run. 


Program segmentation based on macro statements. 


ASOP, Advanced Assembler II, and B 500 COBOL Compiler pro- 
vides for the automatic assignment of relative address codes, 


which allows the "floating" of programs within core memory. 


GENERAL. 


SECTION 1 
GENERAL SYSTEMS SPECIFICATIONS 


The MCP II is a software Operating System designed to provide the 


following capabilities: 


Systems control for the following areas. 

1) Tape system control. 

2) Disk file system control. 

3) Executive control for multiprogramming. 

4) Executive control of input/output devices. 


5) Reassignment of actual address to relative 


address at execution time. 
Creation and maintenance of a User Program Library. 


Utility functions to provide many standard functions required 
by a user. The routines may be initiated through a function 
call from the card reader, supervisory printer or user 


program. 
Sort functions that allows generating of specialized sorts. 


Programs used in conjunction with the COBOL Compiler that 


allow the user to compile a program under control of the MCP. 


Assembler functions that allow assembly of user programs 


under control of the MCP. 


HARDWARE SYSTEM REQUIREMENT. 


The following is the minimum hardware requirement for utilization of 


the operation system. 


Central Processor (9.6 or 19.2K). 


1) Transfer Branch (TCB) option. 
2) Interrogate Package. 


Supervisory printer. 
Card reader. 
Line printer. 


One disk file module (or systems memory) 


and two, or three magnetic tape units. 


NOTE 
B 500 COBOL Compiler 


requires 19.2K memory. 


SECTION 2 
EXECUTIVE AND MANUAL CONTROL FUNCTIONS 


GENERAL. 

MCP IIT is designed around an Executive routine that resides in memory. 
The Executive provides program linking to MCP functions, anda 
continuous interrogating loop through the card reader, Supervisory 


Printer, and selectively a Data Communications System. 
The functions are divided into two types: Executive and Manual. 


EXECUTIVE FUNCTIONS. 
The following functions are automatically called by the MCP to control 
the operation of a normal processing cycle. Executive functions 


cannot be called by the programmer, or operator. 
The Executive Call functions are listed in table 2-1. 


Table 2-1 


Executive Calls 


Description 


Disk Version Executive 


Magnetic Tape Version Executive 


End-of-Job Function 


Date Check Function 


Numeric Date Assignment Function 


Alphanumeric Date Assignment Function 


Interrupting Function Call Check 


Function Call Check Function (Disk Version) 


Function Call Check Function-Table 1 (M.T. Version) 


Function Call Check Function-Table 2 (M.T. Version) 


Table 2-1 (cont) 


Executive Calls 


Description 


Function Call Check Function-Table 3 (M.T. Version) 
File Open Function 

Multiprogramming Controller Function 

Reject Program Function 

Save Memory Function (Disk Version) 

Save Memory Function (M.T. Version) 

Memory Availability Check Function 

Restore Memory Function (Disk Version) 
Restore Memory Function (M.T. Version) 
Input/Output Configuration Check Function 
Input/Output File Declaration #1 Function 
Input/Output File Declaration #2 Function 
End-of-Program Function 

Standard End-of-File Function 

Relative Overlay Load Function (M.T. Version) 
Close File Function 

Disk Version Executive Card Loader Function 


Magnetic Tape Version Executive Loader Function 


DISK VERSION EXECUTIVE (> > > DKEX). 
The Disk Version Executive contains controls that allow in-process 


programs to exit to an End-of-Job Function, handle requests for 


program. overlays to be retrieved into memory, and a request for MCP 
functions to be teaded and executed. The. Executive also retrieves 
object programs from the User Program Library, handles interrupts for 
operator intervention, or optionally interrogates for data 


communications. 


When date constants are required by the object programs, Todays-Date 


and Report-Date stored in the DKEX Function are called. 


When the SWITCH constant contained in the DKEX Function is set ON, it 
indicates that the program in process has interrupted another program. 
This program will automatically be restarted at the point of interrupt 


when an End-of-Job condition is detected in the interrupting program. 


MAGNETIC TAPE VERSION EXECUTIVE (> > > TPEX). 

The magnetic tape version Executive like the disk version Executive 
contains controls that permit in-process programs to exit to an End- 
of-Job Function, and to handle requests for program overlays to be 
retrieved and executed. This Executive also retrieves object pro- 
grams from the User Program Library, and handles interrupts for 
operator intervention. This Executive will not handle Data 


Communication devices... 


A SWITCH constant contained within the Executive is tested to find out 
whether the Save Memory (SAVE or SAVD) had been performed prior to the 
Loading of the current operating program. If the test is TRUE, the 
Restore Memory Function (FECH or GETS) will be called to reload the 
saved program into memory in its original condition and to resume the 


interrupted job. 


END-OF-JOB FUNCTION ( > > > EOJF). 

The End-of-Job Function is automatically retrieved into memory when 
the End-of-Job linkage is entered in the Executive. This condition 
occurs when an operating program transfers control to memory Location 
OOO, or when the Central Processor is cleared by pressing CLEAR and 


then CONTINUE. 


The supervisory printer and card reader are interrogated to allow the 
systems operator to execute a function or a program. If the operator 
wishes to execute any of the MCP functions or a user program, the 
INPUT REQUEST key on the supervisory printer must be depressed (or the 
card reader made READY) in order for the MCP to receive a call. Once 
a call has been received by the operating system the EOJ Function 


returns control to the Executive. 


DATE CHECK FUNCTION (> > > DCKF). 

The MCP will automatically call the Date Check Function to test the 
second word of all user programs. The DCKF Function determines if the 
code (in the second word of the user program) will cause a formatted 
date(s) constant to be constructed by the ADAF or NDAF Functions. 


User coding for the second word is found in table 2-2. 


Table 2-2 
Second Word User Coding 


Word Position Remarks 
[ces ae Se eS ee | 


Date test positions, 


YES, todays-date is required, other- 
wise, leave blank. 


Y YES, report-date is required, other- 
wise, leave blank. 


* 
(Type ) see NDAF and ADAF Function for codes, 


x* 
(Type ) See NDAF and ADAF Function for codes. 


6 thru 8 (Location) Memory location where todays-date is 
stored in the user program. 


9 thru @ (Location) Memory location where report-date is 
stored in the user program. 


* todays-date 
** report-date 


Nw 


The Date Check Function tests the Todays-Date and Report-Date 
parameters, and issues a call to automatically retrieve the Numeric 
(NDAF) or Alphanumeric (ADAF) Date Assignment Function. The dates 
will be formatted as specified by the type code and stored in the 
memory location specified. In addition the formatted dates will be 
displayed on the SPO (supervisory printer) for operator verification. 
A BOJ (begin run) message will be displayed on the SPO and a branch 


to the first instruction in the user program will be taken. 


NUMERIC DATE ASSIGNMENT FUNCTION (> > > NDAF). 

The Numeric Date Assignment Function is automatically called by the 
DCKF Function to format and store date constants when a numeric or a 
julian-date is required by a user program. Either todays-date and/or 
report-date may be formatted by this function. The second word (posi- 
tions 4 and 5) of the user program may contain any of the following 


codes to obtain the type of numeric formatting reflected by the 


following: 
Type Code Format Type of Date 
1 MM-DD-YY Month-day-year 
2 DD-MM-YY Day-month-year 
3 YYDDD Year- julian-day 
4 DDDYY Julian-day-year 


ALPHANUMERIC DATE ASSIGNMENT FUNCTION (> > > ADAF). 
The Alphanumeric Date Assignment Function performs exactly as the 
Numeric Date Assignment Function with the exception of formatting 


the dates. 


Type Code Format Type of Date 
A Alpha-month DD, YYYY Month-day-year 
B DD alpha-month YYYY Day-month-year 
J Alpha-month DD, YYYY Abbreviated-month-day year 
K DD alpha-month YYYY Day-abbreviated-month-year 
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INTERRUPTING FUNCTION CALL CHECK (> > > IFCC). 
The Interrupting Function Call Check Routine performs the following 


actions: 


a. Determines the type of interrupt being initiated, 


e.g., operator, programmatic, or data communications. 


b. Displays a SPO message reflecting the function being 


programmatically called. 


c. Calls the Save Memory Function (SAVD or SAVE) to 
accomplish a roll-out of an operating program prior 


to calling the requested function. 


NOTE 
An area within the disk operating 
system has been reserved for the 


saving of programs. 


d. Tests the Multiprogramming Flag to see if the function 
being called is consistent with the present operational 
mode (multi or non-multiprogramming), and displays a SPO 


message if an inconsistency exists. 


e. Exits to either DFI or DFO, after setting up the proper 


overlay call for data communication interrupt. 


FUNCTION CALL CHECK FUNCTION (> >> FCDF) MCP II DISK VERSION ONLY. 
This routine is an automatic function that performs the tests 
necessary to determine the validity of an operator initiated function 
call. It determines if the Save Memory (SAVD) Function has to be 
called and will initiate the automatic call if required. The Function 
Table set up for the validating of functional calls is contained with- 
in the FCDF Function and has an unlimited capacity. Each table entry 
contains a 4-character function identity code, and a 7-character disk 
file starting address where the function resides. Nine table entries 
constitute a full Function Table segment, each of which are 


overlayable within the FCDF Function. 
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FUNCTION CALL CHECK FUNCTION - TABLE 1 (> > > FCIF) MCP II MAGNETIC 
TAPE VERSION. 


This routine is an automatic function that performs the tests 
necessary to determine the validity of a function call. It will also 
test to determine if the Save Memory (SAVE) Function must be called, 
and will initiate the function when required. The Function Table set 
up for the validating of functional calls is contained within the FCI1F 
Function and has a capacity of 20 functions. Each table entry 


contains a 4-character function identity code. 


FUNCTION CALL CHECK FUNCTION - TABLE 2 (> aad FC2F) MCP II MAGNETIC 
TAPE VERSION. 


This routine is an extension of the FC1F Function and provides an 


additional 20 table entries. 


FUNCTION CALL CHECK FUNCTION - TABLE 3 (> > > FC3F) MCP II MAGNETIC 
TAPE VERSION. 


This routine is an extension of the FC2F Function and provides an 


additional 20 table entries. 


FILE OPEN FUNCTION (> > > OPNF). 

The File Open Function is called by the Executive whenever a pro- 
cessing program requires the opening of a file. Programs to be multi- 
programmed must communicate with the Multiprogramming Controller to 


obtain the OPEN Function, and the following actions will occur. 


a. The T/O Control Segment and the Program T/O Table are 


retrieved. 


b. The I/O unit and number are assigned by the MCP on a 


next unit-available basis. 


c. The assigned T/O unit number is deleted from the system 
I/O Table to reflect that the unit will not be available 
for assignment until the file is closed or the program is 


discontinued. 


d. The Multiprogramming Controller is recalled and if the 
specified type of 1/0 unit cannot be assigned by the 1/0 
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File Declaration Function (> >> TOFD) an exit is 


initiated to the program END Macro. 
e. A FILE OPEN message is displayed on the SPO. 
| O OMN file-name bbbbbbbeeeceecee 
wheres: 


1) O - open 
OMN - the Operation Code, M and N variants 
of the file being opened. 


2) bbbbbbb - beginning address of the pertinent 


file on disk. 


3) eeeeeee - ending address of the pertinent file 


on disk. 


£. The UNIT NOT AVAILABLE message is displayed on the SPO 


whenever the required unit is not available. 


g. The O ERR file-name message will be displayed whenever 


an error is detected in attempting to open the file. 


MULTIPROGRAMMING CONTROLLER FUNCTION (> > > M/PC). 

The Multiprogramming Controller is called into the scratch-pad work 
area (machine location 490 thru 79@) whenever a program designed for 
multiprogramming (relative addresses) is loaded. The function is re- 
called following any interrupt condition which requires the use of the 
scratch-pad area. The purpose of the M/PC Function is to perform r/o 
operations, and set up and maintain return linkages to one, two, or 
three (maximum ) multiprogramming object programs. The following 


messages may be displayed by this function: 


ae OMN ER 
A read/write error (ER) has occurred on the unit specified by 
OMN (OP Code, M and N variants). If the message persists, 


the operator must discontinue the program with (> 2 > DISC). 


b. OMN NR 
The unit specified by OMN has been tested and found to 
be NOT READY. 


c. FN/O 
A read or write operation was specified and the file has an 
unopened status. All files must be OPENed prior to perform- 
ing an 1/0 function; therefore, a programmatic error exists 


and the program is automatically discontinued. 


d. FC MP 
A non-multiprogramming program (not relatively addressed) 
has been initiated and will not operate under the Multi- 
programming Controller. The systems operator must restart 
the program after the multiprogramming schedule has been 


completed. 


REJECT PROGRAM FUNCTION (> > > REJC). 

The Reject Program Function is called whenever a condition which pro- 
hibits the execution of a program is encountered. The REJC Function 
contained in the MCP II disk version will insert the first rejected 


call into a tank for automatic recall whenever the necessary T/O unit, 


available memory, or the number of programs being operated become less 
than the maximum number (three) allowed. The following messages may 


be displayed on the SPO during the Reject Function process. 


a. Program-name NO MEM. 
The amount of available memory is insufficient to process 


the program. 


b. Program-name INV PT. 
An invalid non-multiprogramming program has been called 
for execution. The systems operator must restart the pro- 


gram after the multiprogramming schedule has been completed. 


c. Program-name MIX LT. 
The maximum number of multiprogramming programs are 


presently operating in the mix. 


a-9 


d. Program-name NO I/O. 


T/O units necessary to operate the program are not available. 


e. Program-name TNK. 
The program cannot operate at the present time, because the 
parameters are stored in the tank area. No action by the 
system operator is required. When the required r/O unit, 
the required memory, or the dumber of programs in the mix be- 
come less than the maximun, the program will be automatically 


recalled and executed. 


NOTE 
The tank area ig capable of 
holding only one program name. 
Whenever multiple programs are 
called for execution and cannot 
be run, only the first program 


will be a ce recalled. 


SAVE MEMORY FUNCTION (> > > SAVD, MCP DISK VERSION) (> > > SAVE, MCP 
MAGNETIC TAPE VERSION). 


The Save Memory Function is used by i: Executive to cause the roll- 

out of program(s) from memory to a reserved disk area, magnetic tape, 
or (optionally) cards: Whenever memory requirements are insufficient. 
The systems operator must be aware of |the peripheral assignments for 

the program being called for execution so that a conflict of I/O unit 
usage between a called program and the roll-out program can be avoided. 
The following message may be displayed on the SPO by the MCP ITI 


magnetic tape version. 
SAVE MEM-DESIG. UNIT 


The systems operator must reply with one of the following unit desig- 
nations to tell the MCP on which 1/0 unit to dump the contents of mem- 
ory. The disk version will automatically store the contents of memory 


into its own area of disk. 


wheres 
a. # = card punch. 
b. Ly 25-33. 4p. Or 5 <= magnetic tape unit. A scratch tape with 
a write ring must be mounted on the designated physical 
magnetic tape unit. The function or program to be executed 


during the interrupt must not use this unit number. 


MEMORY AVAILABILITY CHECK FUNCTION (> geal MEMC ). 

The Memory Availability Check Function determines whether or nota 
relative program can be processed at a given time within a multipro- 
gramming schedule. It checks to see if the MCP is operating ina 
multiprogramming mode, whether the number of programs in the mix is 
less than the maximum, and if the program will fit into available 
memory. If all of the conditions are satisfied, the I/0C Function 
is called. If the tests fail, the REJC Function is called and the 


program does not enter the mix. 


RESTORE MEMORY FUNCTION (> > > FECH MCP DISK VERSION) (> > > GETS 
MCP MAGNETIC TAPE VERSION). 


The Restore Memory Function is automatically called by the Executive 
to restore memory. The following messages will be displayed on the 
SPO by the magnetic tape version. The disk version will cause the 


SAVD programs to be rolled into memory from MCP II reserve area. 


a. LD CDS TO RESTORE MEM. 
The program or function executed during an interrupt is 
completed. The MCP is ready to restore the interrupted 
program from the punch cards created by the SAVE Function. 
The systems operator must place the appropriate auto-load 
cards in card reader 1, and press START to reinstate the 


original program. 


b. CD SEQ ERR. 
Memory restoring auto-load cards are not in their proper 


sequence. Correct the sequence, and clear the read buffer 


by accomplishing the following action. 


1) Note the location displayed in the Instruction 
Address Register (IAR). 


2) Press CLEAR, LOAD, and CLEAR at the Central Processor. 


3) Re-index the noted location into the IAR and press 
CONTINUE on the Central Processor. 


After completion of the Restore Memory Function, the interrupted 


program is resumed. 


INPUT/OUTPUT CONFIGURATION CHECK FUNCTION (> > > I/OC). 

The Input/Output Configuration Check Function tests to insure that 
the 1/0 units required by a program are available for assignment. 
The following SPO message is displayed when the 1/O units are not 


available. 
program-name NO I/O 


The program cannot be executed at this time. The program will be 


tanked and recalled when the required I/O units become available. 


INPUT/OUTPUT FILE DECLARATION #1 FUNCTION (> > > IOFD). 
The Input/Output File Declaration #1 Function stores the following 


information in the I/O Control Segments. 


a. An Interrogate OP Code and M variant. 
b. Program I/O Table position and length. 
c. An appropriate r/o OP Code and M variant. 


If a file requires the card reader or card punch, and the device has 
not been assigned to the program, a switch is automatically set to 


discontinue the program. 


INPUT/OUTPUT FILE DECLARATION #2 FUNCTION (> > > SPFD). 
The Input/Output File Declaration #2 Function sets up the linkage to 
cause a program calling for an invalid I/O unit to be discontinued. 


The SPFD Function will assign a file to either the line printer, or 


optionally, to a magnetic tape back up if specified by the program. 

However, it should be noted that the COBOL program does not have the 
printer back-up capability. The file-name will be displayed on the 

SPO along with the assigned 1/o unit. The following messages may be 
displayed on the SPO. 


a. BOJ Program-name. 


The called program has been read into memory. 


b. Program-name I/F S§S. 
An invalid I/O unit has been called by the operating 


program, and the program discontinued. 


END-OF-PROGRAM FUNCTION (> > > EOPG). 
The End-of-Program Function is automatically called at the EOJ of each 
program to remove it from the mix, and to restore memory and r/o units 


to the systems tables. 


This function is called by the linkage inserted by the STOP RUN Macro 
or the COBOL Compiler. In addition, EOPG causes an End-of-Program 

message to be displayed on the SPO, recalls the M/P Controller if pro- 
grams are multiprogramming, and exits to the End-of-Job Routine when 
there are no other programs in process. The following messages may be 


displayed on the SPO. 


ae. EOP program-name. 


This message signifies the end of a program. 


b. PG ER. 
A MCP error has occurred. The EOPG Function is unable to 
determine which program to remove from the Memory Require- 


ment Table. All jobs in process will be discontinued. 


STANDARD END-OF-FILE FUNCTION (> aad SEOF). 
The Standard End-of-File Function is called by the Executive when an 
end-of-tape, end-of-page, or an end-of-disk-area condition occurs dur- 


ing the execution of an T/O instruction specifying the standard EOF 


address. The SEOF Function determines the condition that caused it 


to be called, and performs the following action: 
a. End-of-tape. 


1) Writes a tape mark. 

2) Rewinds the magnetic tape. 

3) Displays an end-of-tape message on the SPO. 
4) Recalls the Executive. 


b. End-of-page. 


1) Skips paper to top of page. 
2) Recalls the Executive. 


Cz End-of-disk-area. 


1) Displays an end-of-area message (DSKLMTXXXXXXxX ) on the 
SPO. This message identifies the last disk segment read 


or written. 


2) The program is automatically discontinued. 


RELATIVE OVERLAY LOAD FUNCTION (> > > ROLD)MCP MAGNETIC TAPE VERSION. 
The Relative Overlay Load Function will load the first block of a 
relative program into a specified overlay memory area. It will store 
the program block count in a work aaeas and position the system tape 
to the first block of the program. This function conditions the 


Executive to load the program, and to reassign addresses. 


CLOSE FILE FUNCTION (> > > CLSF). 

The Close File Function is called by the Multiprogramming Controller 
when the files are closed by an operating program. The T/O units used 
by the operating program are released, and made available to the MCP 
for further assignment to another program. The FILE CLOSE message is 
displayed on the SPO and the Multiprogramming Controller recalled. 


The CLSF Function causes an exit to the END Macro if a file is not in 


an OPEN status prior to being CLOSED. One of the following messages 
are displayed on the SPO whenever a file is CLOSED. 


C OMN file-name 
C OMN file-name PRTR TP 


EXECUTIVE LOADER FUNCTION (> >> DSCL), MCP II DISK VERSION. 
The DSCL Function loads the Disk Executive from the disk file and 
transfers control to the DKEX Function. The operating instructions 


are as follows: 


ae Load the MCP II disk version (if not already present) to 
disk file by using the manually initiated LDOP Function 


located in the tape version. 


b. Load the Disk Executive Loader Control Card into memory 


from card reader 1. 
Cc. Press CLEAR and CONTINUE on the Central Processor. 


The format for the Disk Executive Loader Control Card is illustrated 


in figure 2-1. 


DISK 
ADDRESS 
OF DISK 


Figure 2-1. Disk Executive Loader 
Control Card 


The Disk Executive Loader Control Card is automatically punched by the 


LDOP Function (reference item a). 


The following control message is displayed on the SPO and indicates 


that the system is under the control of the MCP II disk version. 
DISK EXEC CONTROLLER LOADED 


MAGNETIC TAPE VERSION EXECUTIVE LOADER FUNCTION (> Meal LTSC). 
The LTSC Function loads the Tape Executive from tape unit 6, and 
transfers control to the TPEX Function. The operating instructions 


are as follows: 


a. Mount the MCP II systems tape (with no write ring) 
onto MTU-6. 


b. Place the supervisory printer in REMOTE status. 


c. Load Tape Executive Loader Control Card from card reader 1, 


and press CLEAR and CONTINUE on Central Processor. 


The format for the Tape Executive Loader Card is illustrated in 


figure 2-2. 


999999999 91999 9:919999999999/9999 
52 53 54 55 68 69 


56 57 58 59 60 61162 63 64 65/66)67 70 71 72 73 74 75 76]77 78 78 8 


Figure 2-2. Tape Executive Loader 
Control Card 


The following control message is displayed on the SPO to indicate that 


the system is under control of the MCP II magnetic tape version. 
TAPE EXEC CONTROLLER LOADED END OF JOB-LTS 


MULTIPROGRAMMING SYSTEM TABLES. 
The Multiprogramming system utilizes numerous tables to perform its 
set up and control procedures. The tables are described in detail on 


the following pages. 


Table 2-3 


Flags and Table Positions 


Machine 
Location 


Contents 


Zone Bit Discontinue Flag 


Base disk address of MCP 
Overlay linkage 


Program/Function switch 
P=Prog F=Funct 


Entrance for program interrupt 

Tank Switch 

Today's Date Storage 

Return Address to Interrupted Program 
Data Comm Interrogate Switch 
Function/Program Ident Hold Area 

Disk Address of User Program Library 
Interrupt Switch 

Save Work Area 


Program Table 


Table 2-3 (cont) 
Flags and Table Positions 


Machine 


Location Contents 


M/P Call Work Area 


Report Date Storage 


Systems I/0 Table 


Number of programs in mix 
Function call input area 
Program/Function Ident 


Multiprogramming Flag 


SYSTEM I/O TABLE. 

The System I/O Table is maintained by the Operating System, and it 
provides the MCP with the unit numbers of all the available units on 
the system. A function call (> > > IOTB) allows the user to specify 
or change the T/O configuration. The table is located at machine 


location 290. 


When assigned to a program, the units are removed from the Systems T/O 
Table by the I/O Check Routine and are returned to the Systems T/O 
Table when the program reaches the EOJ Function. If a program is not 
terminated by the EOJ Function (for example - discontinued) the opera- 


tor must return the I/O device to the t/o Table by calling the IOTB 


Function. 
Position Contents 
1 Input reader 1. 


1 - card reader 1 is available. 
A - paper tape reader 1 is available. 


Blank - not available 


Position Contents 


es Input reader 2. 
2 - card reader 2 is available. 
B - paper tape reader 2 is available. 


Blank - not available. 


3 Output punch. 
O - card punch is available. 
+ - paper tape punch is available. 


Blank - not available. 
4 Reserved for system. 


5 Printer output 1. 


1 - line printer 1 is available. 


Blank - not available. 


6 Printer output 2. 
2 - line printer 2 is available. 


Blank - not available. 


7-12 Magnetic tape units 
1-6 - available unit members. 
Position 7 is for unit l. 
Position 8 is for unit 2. 


Position 12 is for unit 6. 


The contents of each position is set to either the unit number or to 


blank (if the unit is not available). 


PROGRAM TABLE. 

The Program Table is maintained by the MCP. Its purpose is to provide 
control information for each of the programs in process. The informa- 
tion determines if sufficient memory is available in consecutive loca- 
tions for the loading of additional programs. The table format is as 


follows: 


Position 


1-2 


3-4 
5-6 
7-8 
9-10 


11-12 


PROGRAM I/O TABLE. 


Contents 
Address Modifier (ADM) counter (the number of 
480 character blocks the base address assigned) 
for the first program in memory. 
Number of program blocks in the first program. 
ADM counter for the second program in memory. 
Number of program blocks in the second program. 


ADM counter for the third program in memory. 


Number of program blocks in the third program. 


The I/O Check Routine utilizes the Call Record I/O Configuration and 
the Systems I/O Tables to determine the availability of required r/o 


units. An 1/O Table is created for each program. The Program r/o 


Table contains the 1/0 units assigned to the program. The Program T/oO 


Table is used as follows: 


a. To store the units deleted from the Systems I/O Table 


prior to their assignment to a program. 


b. Upon execution of file OPEN, the units are deleted from 


the program I/O Table and assigned to specific files. 


Storage for I/O commands and related information is pro- 


vided in each files I/O Control Segment. 


c. Upon execution of file CLOSE, units are reassigned to the 


Program 1/0 Table. The units may be reused by the program 
through the execution of additional file OPENS. 


d. When the units are released by the program through 
execution of a file CLOSE and End-of-Job Function, the 


units are reassigned to the Systems T/O Table. 


Position Contents 


1 Input reader 1. 
1 - card reader 1 is assigned. 
A - paper tape reader 1 is assigned. 


Blank - not assigned. 


2 Input reader 2. 
2 - card reader 2 is assigned. 
B - paper tape reader 2 is assigned. 
Blank - not assigned. 

3 Output punch. 
O - card punch is assigned. 
+ - paper tape punch is assigned. 
Blank - not assigned. 

4 Reserved for system. 

5 Printer output 1. 
1 - line printer 1 is assigned. 
Blank - not assigned. 

6 Printer output 2. 
2 - line printer 2 is assigned. 
Blank - not assigned. 

7-12 Magnetic tape input/output. 
1-6 - assigned unit numbers. 


Position 7 is for unit l. 
Position 8 is for unit 2. 


e e e 


Position 12 is for unit 6. 


The contents of each position is set to either the assigned 


number or to blank (if the unit is not assigned). 


unit 


T/O CONTROL SEGMENT. 
An I/O Control Segment is created by the assembler for each t/O file. 


The purpose is to provide control information to the Multiprogramming 


Controller for the execution of input/output commands. 


The I/O Control Segment format is as follows: 


Position 


1-3 


4-6 


Tag 


10 


11-12 


13-14 


16-17 


18 


Contents 


1/O error address - set by the user's READ or WRITE 
Macro. If an user address is not supplied, a stan- 
dard error routine address is inserted by the 


assembler. 


End-of-File return address - inserted by the user's 
READ or WRITE Macro. On output files it is the end- 


of-tape or the end-of-page address. 


Tape backspace code - inserted by the File Open 
Routine. It is used as a storage area for the disk 


file address. 


T/O n variant storage - used by the File Open 
Routine to store the variant contained within the 


program 1/o Table. 


T/O code storage for printer tape backup - the I/O 
File Declaration Routine moves the I/0 code to these 
positions when a printer tape is assigned in lieu of 


a line printer. 
Reserved for expansion. 


Interrogate OP Code and M variant - supplied by the 


I/O File Declaration Routine. 


Maximum number of units for the specified type 


interrogate n variant - the maximum number of units 


Position 


19-21 


22-23 


34-36 


37-39 


ho-42 


Contents 


is set by the I/O File Declaration Routine. The 
File Open Routine replaces this number with the 


interrogate n variant. 


Program I/0 Table base address for units of the 
specified I/O type - inserted by the I/O File 


Declaration Routine. 


I/O command - OP code and m variant are supplied by 
the File Open Routine. The A, B, and C address is 
set by the assembler. 


A - Error address/output area. 
B - End-of-file address. 


© - Error address/input area. 


If the I/O type is a disk file, the assembler sets 


the addresses as follows: 


A - Address of the disk file address. 
B - Input/output address. 
C - Not ready address (MCP). 


ind-of-program linkage - inserted by the assembler, 


it is a fixed label and must be PRGEND. 


Retry linkage address - T/O execution linkage 


address. It is inserted by the assembler. 


Return address - inserted by the assembler. Control 
iis returned to this address after the execution of 
the 1/0 command, and after one cycle through each 


program in the mix. 


MULTIPROGRAMMING FLAG TABLE. 
This is a one position table located at machine location 318, and it 
is used to indicate the type of processing in effect. The table may 


contain the following: 
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O (Zero) - Multiprogramming in process. 
1 - Machine language program or function in process. 


BLANK - Neutral-set by End-of-Job Routine. 


MULTIPROGRAMMING COUNTER TABLE. 

This is a one position table located at machine location 31@, and it 
contains the number of multiprogramming programs in the process. It 
may contain either O, 1, 2, or 3. Its purpose is to determine if 
additional programs can be loaded. It is also used by the End-of- 
Program and Discontinue Routines to determine if the End-of-Job Rou- 


tine or the Multiprogramming Controller needs to be called. 


DISCONTINUE FLAG. 
The Discontinue Flag is used to halt a program or function. It may be 
programmatically set by the transfer of a B-bit. The flag is located 


at machine location OO5. If on, the program will abort and the dis- 


continue message and program identification is printed on the SPO. 


DISK ADDRESS OF OPERATING SYSTEM. 

The base disk address where the MCP was loaded. The address is stored 
in a seven position location starting at maéhine location 005. This 
address is used as a base to calculate the disk address of the Operat- 
ing System Functions. Within each automatic function is a constant 
that is computed and added to the base address. It determines the 
disk address where that function will reside on disk. For this 
reason the automatic functions snowra never be deleted from MCP ITI or 


rearranged. 


OVERLAY LINKAGE. 
Overlay linkage is used to store the overlay name and address when 
programmatically calling for user overlays. This six position 


storage address is located at machine address O16. 


PROGRAM/FUNCTION SWITCH. 
The Program/Function Switch located at machine location 028 is used 
to determine the type of program in execution. It is set to P when 


a program is executed, and F when a function is executed. 
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INTERRUPT. 

A program interrupt is programmatically achieved by transferring the 
program return address into machine location 043, and branching to 
030. The Executive checks for DATA COMM Interrupts or operator inter- 
vention. If an interrupt is not sensed, control is returned to the 


address stored at machine location O43 of the interrupted program. 


TANK SWITCH. 
This one position switch is located at machine location 035. The 
switch is automatically set when a program is called and either T/O 


or sufficient memory is not available. 


When these conditions do not exist, the MCP will automatically call the 


program from the program tank into memory for execution. 


NOTE 
Only one program can be 


stored in the program tank. 


TODAYS AND REPORT DATE STORAGE. 

Todays Date is stored in the Executive Routine at machine location 
036. The CHDF Function stores Todays Date at this location. The 
second word in the user program is used to derive different types of 
dates from this address. The Report Date is used in the same manner, 


and stored at machine location 276. 


FUNCTION/PROGRAM IDENT HOLD AREA. 
This five position hold area within the Executive is used to store the 


identification of the program or function being executed. 


USER PROGRAM LIBRARY DISK ADDRESS. 

The seven position base disk address location where the User Program 
Library is stored on disk is machine location 11# within the Executive. 
When a user program is called for execution the Executive Routine uses 
the base address to read the program directory. The program directory 
is searched to find the appropriate program, and the disk address of 
where the program is stored. The program is then loaded according to 


program type and the number of blocks. 


STANDARD END-OF-FILE CARD (OR RECORD ). 
The following is the card or record format for a standard End-of-File 


Record (b = a blank character). 


MANUAL CALL FUNCTIONS. 

The following pages describe each manually initiated function. The 
functions are initiated via card reader 1 or through the SPO. The 
functions are manually initiated by the user during the operation of 
MCP II. The functions are listed in table 2-4, and are used whenever 


the situation requires their use. 


Table 2-4 
Manually Initiated Function Calls 


Description 


Duplicate MCP Systems Tape Function 


Change (or Load) Date Ranee ion 

Load MCP II Function (M.T. Version) 

Switch to MCP II Disk Executive Function (M.T. Version) 
Switch to MCP II M.T. Executive Function (Disk Version) 
Load Autoload Program and Go Function 

Discontinue Multiprogramming Program Function 

Set Data Communications Interrogate Function 
Multiprogramming Mix Listing Function 

Change Systems T/O Table Function 

Accept input from Supervisory Printer 


Program Call-Outs from User Library 


>>> DUPL 


The DUPL Function is designed to create a copy of the MCP II systems 


DUPLICATE SYSTEMS TAPE FUNCTION (> > > DUPL). 


tape, and to verify the copy on a word-for-word basis. 
The DUPL format is as follows: 


> > DUPL 


~ - =--7 


te IV 


Operating instructions are displayed at the SPO, and EOJ-DUPL is auto- 
matically displayed when the tape has been successfully duplicated and 


verified. 


It is advisable to always have a back up copy of the MCP II systems 
tape. 


At EOJ-DUPL the MCP will return to the interrogate loop waiting for 
the next call. If an in-process program was interrupted to accomplish 
the DUPL Function it will cause a roll-in of the interrupted program, 


and return control to the program. 


>>> CHDF 


The CHDF Function provides a Todays Date and a Report Date for use by 


CHANGE (OR LOAD) DATE FUNCTION (> > > CHDF). 


any in-process program. By optionally coding the second word of the 
program with the data parameters described in the NDAF or ADAF Func- 


tions: CHDF makes available the two date constants. 


The following format is used to display the dates stored. 


The format to change Todays Date and/or Report Date is as follows: 


ein R 
CHDFTMMDDYYRMMDDYY 
CHDFITMMDDYY 

Li 
CHDFRMMDDYY 


IV IV IV 
IV IV IV 
IV IV IV 


Each of the above calls must start at position 1, and the appropriate 
messages that reflect the dates presently stored in the Executive are 


displayed on the SPO. 


At EOJ-CHDF the MCP will return to the interrogate loop waiting for 
the next function. If an in-process program was interrupted to 


accomplish the CHDF Function it will cause a roll-in of the 


interrupted program and then return control to the program. 


>>> LDOP 
LOAD MCP II FUNCTION (> > > LDOP). 


The LDOP Function reads the MCP II disk version from the master 
systems tape. Starting at the address specified in the function call, 
it loads the disk operation system onto the disk. The Disk Executive 
Loader Control Card used by the DSCL Function will be created and 
punched by the LDOP Function. A Function Table is created and placed 
into the Call Check Function (> >> FCDF) for the validation of 


function names during the manually initiated calls. 


The Function Table is comprised of entries that reflect a 4-character 
call name, and a 7-character disk file starting address for each func- 
tion. <A copy of the Function Table is maintained in FCDF as protec- 


tion against an erroneous entry during a manually initiated call. 


The LDOP Function format is as follows: 


222zULdD0Pxxxyyyyyyie»y 
Pee ere oe. FB SO AS a ee 217 


where3 


a. Xxx =—- number of functions to be loaded. 


b. yyyyyyy - starting disk file address required to load MCP II. 


Messages stating the number of functions that were loaded, and their 


beginning and ending disk addresses, are displayed on the SPO. 


The EOJ-LDOP will return control to the tape Executive Controller 


interrogation for the next function to be initiated. 
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SWITCH TO MCP II DISK EXECUTIVE FUNCTION (> > > STDJ) 


>>> STDJ 
MAGNETIC TAPE ONLY. 


The purpose of the STDJ Function is to transfer control from the MCP 
magnetic tape version to the MCP disk version. The disk version must 
be resident on the disk file before control can be passed. This is 


accomplished with the use of the LDOP Function. 


The Disk Executive Controller is loaded into memory from the disk 


file, and control is transferred to Executive. 
The STDJ Function format is as follows: 


SPS EDS at “Yo OY YO YS YO Oe 
ee = Se 


a. yyyyyyy - starting MCP II disk address. 


When control has been successfully passed to the disk executive version 
of MCP II, the appropriate DISK EXEC LOADED message is displayed on the 
SPO. 
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>>> STTF 


SWITCH TO MCP II TAPE EXECUTIVE FUNCTION (> >> STTF) DISK ONLY. 

The purpose of the STTF Function is to transfer control from the MCP 
disk version to the MCP magnetic tape version. The magnetic tape 
Executive is loaded into memory from the systems tape, and control 


is transferred to the magnetic tape Executive. 


The STTF Function format is as follows: 


When control is successfully passed to the tape Executive version of 
MCP II, the appropriate TAPE EXEC LOADED message is displayed on the 
SPO. 


A~35 


>>> LALG 
LOAD AUTOLOAD AND GO FUNCTION (> > > LALG). 


The purpose of the LALG Function is to permit an object program load 
and go operation under MCP II control. Programs containing overlays 


and multiprogramming may not be called by this function. 
The LALG Function format is as follows: 


=>>ULA LGaaaiieou ic 
--- - -=- 7 8 -=- 1011 12 13 


rE IV 


where 3 


a. aaa - address where the program will begin operation. 


b. i - input devices where the auto-loads reside 
C - input from card reader 1. 
B - input from magnetic tape. 

Cc. wu —- MTU designate where auto-loads reside. 


d. c- LALG Function call method code S to specify that 
the function will be called by the SPO. Any other code 
will result in 42 characters being transferred (start- 
ing at this position) to the function call area. This 
feature allows parameters to be transferred to memory 


for use by the program that was loaded during operations. 


A SPO message will indicate any errors. 
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>>> DISC 


DISCONTINUE MULTIPROGRAMMING PROGRAM FUNCTION (> > > DISC). 

The purpose of the DISC Function is to remove a specified program from 
the Program and Return Linkage Tables. The mix is reduced by one, and 
an appropriate message is displayed on the SPO. The memory space used 
by the discontinued program is returned to the MCP, and the Multipro- 
gramming Controller recalled when additional programs are in the mix; 
otherwise, control will pass to the End-of-Job Function. All programs 
in the mix or waiting in the tank may be discontinued by the system 


operator. 


The DISC Function format is as follows: 


a. ppppp - program ID to be discontinued. If *ALL* is 


entered, both the mix and tank are discontinued. 


A SPO message will indicate that the program(s) have been 


discontinued. 


Figure 2-3 is an example of a multiprogramming environment 


> > > DISC Function. 
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>>> DISC 


continued 


ONE PROGRAM 


222 PADDOP3T1 
FEGIN RUN - OP3T1 
O #01 C1 

O Del T1 

#01 NR 


2=>DI SCOP3T1 
DIS - OP3T1 
END OF JOB - M,/PC 


THREE PROGRAMS 


222 PADDOP3T1! 
REGIN RUN - OP3T1 
O #01 Cl 

QO Del Ti 

#01 NR 
222PADDOP3T2 
EEGIN RUN - OP3T2 
#01 NR 

0bd12 T 

0 AO1 P 

DIe@ NR 

222 PADDOP3T3 
FEGIN RUN - OP3T3 
Die NR 

0 800 CP 

0 D113 TP 

D3 NR 


222 DI SC*¥ALL* 

MS - OP3Ti 

DIS - OP3Te 

DIS - OP3T3 

END OF JOB - M/PC 


Figure 2-3. DISC SPO Messages 
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>>> SDCM | 
SET DATA COMMUNICATIONS INTERROGALE FUNULLUN (> > > SDCM). 


The purpose of the SDCM Function is to notify the Executive Controller 
that the interrogation of Data Communications Terminals is, or is not 
required. The setting is recorded in the Executive on the disk and in 


memory. The set will remain until it is changed by a subsequent SDCM 


call. 


The SDCM Function format is as follows: 


A SPO message will indicate whether the interrogation of the Data 


Communication Terminals has been turned on or off. 


2-41 


>>> MXTB 


The purpose of the MXTB Function is to provide a SPO listing of the 


MULTIPROGRAMMING MIX LISTING FUNCTION (> > > MXTB). 


programs currently being executed, and the block size and memory 
addresses for each program. This function is callable, and does not 


require a SAVE memory prior to the execution of MXTB. 


The MXTB Function format is as follows: 


The SPO message indicates the program ID, block size, and the memory 
area assigned to each programs in the mix and available memory. When 
processing is not in the multiprogramming mode, a message of NOT MP is 


displayed (figure 2-4). 


222MXTB . 

PG #1 OP3T1 06 BLKS 800 TO SOO 
PG #2 OP3T2 O7 BLKS SOO TO xx0 
PG #3 OP3T3 08 BLKS xxO TO B+0 
AVAIL CORE 1&7 BLKS B+O TO 000 


222MXTB 
NOT MP 
END OF JOB - MXTB 


Figure 2-4. MXTB SPO Messages 
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>>> IOTB 
CHANGE SYSTEMS I/O TABLE FUNCTION (> > > IOTB). 


The purpose of the IOTB Function is to provide the capability of 
changing the systems configuration maintained within the Systems 1/0 
Table. The message displayed on the SPO reflects the old and new pa- 
rameters. This function either recalls the Executive Controller, or 
exits to the End-of-Job Function; depending on whether a job is in the 


mix. 


The LIOTB Function format is as follows: 


>>>T10TBabe deé Fr Segeegeeegesg 

1---+--+ 789 10 11 12 13 14 - - - -19 

wheres 

ae a- card reader 1 if column 8 contains a 1. 
paper tape reader 1 if column 8 contains an A. 
blank signifies neither is available. 

b. b - card reader 2 if column 9 contains a l. 
paper tape reader 2 if column 9 contains a B. 
blank signifies neither is available. 

Cc. c - card punch 1 if column 10 contains a O (zero). 
paper punch 1 if column 10 contains a +. 
blank signifies neither is available. 

d. d- blank . This position is reserved. 

e. e- line printer 1 if column 11 contains a l. 


blank signifies that line printer 1 is not available. 


f. ££ - line printer 2 if column 12 contains a 2. 


blank signifies that line printer 2 is not available. 


&. geeeee - magnetic tape units 1 through 6. Codes the 
available physical MTUs in their order. If a MTU is 


not available the corresponding columns must be blank. 
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>>> IOTB 


continued 


For example, if all the MTUs are available the code 
is 123456, and if MTUs 2 and 4 were not available, 
the code would be 1b3b56. 


2=2I10TB 
IOT: 
DI2 NR 


2221L0TB 


NOTE 
All 19 positions must be entered 
when the IOTB Table is revised. If 
> > > IOTB is entered without units, 
the function will print the cur- 
rent setting of the systems I/0 
Table on the SPO (see figure 2-5). 


456 


IoT: 1 0 1 123456 
FND OF JOB - IOTB 


Figure 2-5. IOTB SPO Messages 


>>> AXCE 


ACCEPT SPO MESSAGE FUNCTION (> >> AXCE). 

The AXCE Function is used in conjunction with the ACCEPT Macro. 
When a message is displayed on the SPO that requires a reply from 
the system operator, the AXCE Function passes the message to the 


correct program. 
The AXCE Call format is as follows: 


>>AXCEidentmessage 


----e-+ 78 = = -12 13 - - - -42 


ae ident - program identification. 


be. message - information the operator must pass to the program. 


The following is an example of how to use the AXCE Function. In 
order to inform the operator that information is needed, it is sug- 
gested that a display message indicate the program requiring the 
message, and the type of program expected. This information may be 
indicated either in the operating instructions or as part of the 


display message. 


In figure 2-6 the system operator is awaiting a YES reply so that a 


ZIP to another program can be accomplished. 
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>>> AXCE 


continued 


222 PADDAXTST 
FEGIN RUN - 
DISP AXTST» 
TST DISPLAY 
AX: AXTST 


AXTST 


222ZAXCEAXTSTYES 
DPISP AXTSTs 
YES 

EDP - AXTST 
ZIPPADDOP3T1 
FEGIN RUN ~ 
O #01 Cl 

0 Del TI 

#01 NR 


OP3T1 


Figure 2-6. 


entered 
printed 
printed 
printed 
printed 


entered 
printed 
printed 
printed 
printed 
printed 
printed 
printed 
printed 


AXCE 


operator. 
operating system. 
executing program. 
executing program, 
executing program. 


operator. 

AXCE Function. 

executing program. 
end-of-program function. 
operating system, 

operating system. 

file open function. 

file open function.. 
multiprogramming controller. 


SPO Messages 


>>> PADD 
PROGRAM CALL-OUT FROM USER LIBRARY (> > > PADD). 


The purpose of this function is to provide a capability for retrieving 


user programs from the MCP II User Program Library via the supervisory 


printer or card reader. 
The PADD Call format is as follows: 


>>PADODident Program Parameters 
-----78 ---1213------ - 54 


ae i, 


where3 


ae ident - the identification of the program being 


called from the User Program Library. 


b. program parameters - any parameter necessary to 


execute the program, up to a maximum of 27 characters. 
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SECTION 3 
UTILITY FUNCTIONS 


GENERAL. 

The MCP IIT utility functions provide for the execution of operations 
that are standard at most installations. The utility functions can be 
called by either the operator or a user program. It must be noted 
that the utility functions do not have the necessary float codes for 
multiprogramming capabilities: The Save/Restore feature of MCP IIT may 


be used by the utility functions. 


The following pages within this section provide a detailed description 
of the utility functions and the operational procedures required to 


successfully utilize their capabilities. 
The functions described in this section are listed in table 3-1. 


Table 3-1 
Utility Functions 


Description 


Print Memory 


Disk to Tape - Single segment 


Tape to Disk Single segment 


Disk to Tape 


Multiple segments 
Tape to Disk - Multiple segments 
Disk to Tape/Tape to Disk 

Disk to Card - Control numbers 
Card to Disk - Control numbers 
Print Disk 


Clear Disk 


Table 3-1 (cont) 
Utility Functions 


Description 


Disk Word Change 
Disk to Disk 
Binary Tape to Tape 


Printer Back-up Function 


Tape to Print Utility 


Card Utility Function 


TAPE Utility Function. 


>>> PRME 


PRINT MEMORY (> > > PRME). 
This function prints the contents of memory and the address of each 
word. If the beginning and ending parameters are not specified, all 


of memory is printed. 


The Print Memory Function is one block in length, and permits the 
utility routine to be executed from 400 thru 79@. This allows the 
execution to be accomplished during an interrupt and without the 


execution of the Save Memory requirement. 
The PRME Function format is as follows; 


ee RMEbb e e 
Se ee et BD EO. Lt 


a. bb - the start print memory address (tens and hundreths 


positions only). 


b. ee - the end print memory address (tens and hundreths 


positions only). 


If the Begin and End addresses are not entered with the function call, 


memory will be printed from OOO through the end of core. 


Figure 3-1 is an example of a > > > PRME Function, and illustrates 


a print memory starting from machine location OOO through machine 


Location 880. 


qv=G 


ADRS 


0nn 
050 
inn 
150 
2090 
259 
300 
359 


400. 


450 
590 
550 
600 
650 
700 
750 
800 
859 


TNST/DATA 


461 950097500 
12717#095144 
Q2 240356 
K22184890130 
56221649#150 
7*1258053179 


61 0602>>PRM 


t+2NVRIPRMF OL 


702361 503 
71950059 685 
521504594570 
A01670 


701656 179 


ANRS 


010 
N60 
110 
160 
210 
260 
310 
360 


410. 


460 
519 
569 
610 
660 
710 
769 
819 
R69 


TNST/DATA 


61 23#0VRINP 
793956400156 
61 V4PRME ON 
K§ 160130169 
7x2729K40 216 
71268051179 
69 32 32106 
EN089e 12345 
RO1 


‘A10679460 


J 910503 
541597504490 
+ 77n07 

61 9400000 


Figure 3-1. 


ANRS 


920 
070 
120 
170 
220 
270 
320 
370 
420 


470_ 


520 
570 
620 
470 
720 
770 
820 
870 


TNST/DATA 


7x102805F179 
792156 38204 
990000099012 
J 400156 36 


090971 
70232602 270 
6ele 
394361596440 
7014741 061 
59250335360n 
793576641499 
541318670640 


MEM PRINTFED¢ 


ANRS 


930 
980 
130 
180 
230 
289 
330 
380 
439 
480 
530 
580 
430 
680 
730 
7R0 
R30 
R80 


790670 


INST/DATA 


61 09€090971 
7x2067150216 
91 1360SK RN 
121216189716 
7x1238055179 


321270152273 


541361496459 
64 
J 018499 
703586685599 
7x2616330270 
650 701656 
730 739 7 


Memory Print Example 


ADRS 


040 
090 
140 
190 
240 
290 
340 
390 
44n 
—a9n 
540 
590 
64 
690 
749 
799 
840 


INST/DATA 


41 FNDA&0A4D 
419950108749 
ER 0008240¢ 
117152144144 
7%12886054179 
101 1238656 


127774005144 
704466 «361 
703503¢ 749 
1 918509 
41 460 
521656179000 
179 660 
a 749 


2) 
2) 
=) 
as 
S 
Cc 
@ 
Q. 


22> DTSJ 


DISK TO TAPE SINGLE SEGMENT (> == DTSJ). 
This function writes the contents of a specified area of disk onto 


magnetic tape. The contents are formatted one tape block for each 


disk segment. 


This function resides in memory beginning at machine location 800, 


fills three blocks of core, and utilizes the end of memory for binary 


tape writes. 


DTSJ contains programmed interrupts to the Executive Controller and 
may be interrupted by another program. If a running program is inter- 
rupted the Save/Restore Memory Function of the MCP is automatically 
called. 


The DTSJ Function format is as follows: 


>> D TS Jbbbbpbbpbbeeeeeee 
---- 2-78 = <= = = -14 15 - = = = =21 


a. bbbbbbb - the beginning address of the disk file segment 
to be dumped onto tape. 


b. eeeeeee - ending address of the disk file segment to be 


dumped onto tape. 


Figure 3-2 is an example of a DTSJ Function, This example illus- 
trates an area cleared with Cs, and dumped to tape with > > = DTSJ 


printed to show single segment > > > DTSJOO000010000050<-. 


9-€ 


001 
101 
201 
301 
aol 


001 
101 
201 
301 
aol 


001 
101 
201 
301 
a0i 


001 
101 
201 
301 
aoi 


00! 


SCT a 


201 
301 
ao 


001 
101 
201 
301 
401 


001 
101 
201 
301 
401 


onanoniNONANSN 


SCHReHHEHeeeteeetetes 
RECARD NUMBER 


cecccececccceccceecceececeecceeececeeccecececcecceccceceeccecececeececccececececeeceeececccecececcece 
cecececececcecccceccccececccceeccececececcecececcecccecececceecccecececcecececececccecccecccececcece 
cecececececececcccecccceccceccecececeecce 


eeeeehateeteeeteneee 
RECARD NUMBER 


cecccceccercceccceecececccecccecccecececececcececccecceeccecccecececcccecececcecececeeccceceeeccccece 
ceccceeceercceecccecccececeeccceceeccececceeccececececcecececececececcececececccccececcccecccceeceececcce 
cececccceccceccececececeeeececcecececcce 


BeHeeeaeeeaeeeeeeevese 


RECHRD NUMBER 


eececececeececcecceccececcecccecececceeccecccececceccceccceccecececececcececcecccececccececcceeceeccecce 
cececeecececceeccerceccececceeececececcceccececcecececeeceececececececcccecececcceecceccccceceecccece 
cccecececcececcecececcecceeececccececcce 


Peeeereteeevereekete 
RECARD NUMBER 


cecceeceeccceccceeeeceececeeeeceeeeecececeecececeececececeececceececceecececcececcececccecececececce 
ceccecceeeceeeeecececeeecceceecececececececeeceeceeeceeececececeeeceececececcecececceecceceecececece 
ceceeccececceccecececeececceceeceeceecee 


SHRHERERAREREEHEEREE 
RECARD NUMBER 


ceceeeceececeecececececececececececececececcececcececcecccecceceececeecceccecceccceceeccececcecececcecece 
cecececeecceceeccereccececeecercececceccecececceccccceccecececceccccecececeececcceececeeccecececeeccccece 
ecccceceececececeececececececececececece 


SHReReHeeeeehethaeee 

RECARD NUMBER 
ececerceeecceecececcececceeeccecececececececcececccecccececececececececececcccceceeecceecccceececececce 
ceceeerceeeceeecececcceecerecceeccecececcccececcccececcceccececcececcececceccececeeccecccecceececccec 
cecceecececcececcceeccececcecececececceccee 


Raeteetaeteeeeneetaree 
RECNRD NUMBER 


Figure 3-2. DTSJ Function Listing Example 
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22> TDSS 


TAPE TO DISK SINGLE SEGMENT (> > > TDSJ). 
The Tape to Disk Function is used in conjunction with the Disk to 
Tape Single Segment Function. The TDSJ Function reads the magnetic 


tape created by the DTSJ Function and writes the contents into a 


specified area of the disk file. If the disk address specified by 
the function call differs from the disk address contained in the tape 


label, a message is printed on the SPO; the decision whether or not 


to execute the function is made by the user. 


The function is based at machine location 800 filling five blocks of 
core, and contains program interrupts to the Executive Controller. 


The Save/Restore Memory Function is automatically called when it is 
required. 


The TDSJ Function format is as follows: 


>>> TDS Ibbbbbbbeeceee eee 
Pee e es - 7B ee =e HTH 15 ee ee D2] 


wheres: 


a. bbbbbbb - disk address where the first tape record is placed. 


be. eceeeeee - disk address where the last tape record is placed. 


3-7 


>>> DTTR 


DISK TO TAPE UTILITY - MULTIPLE SEGMENTS (> > > DTTR). 


This function writes the contents of an area within the disk file (as 


specified within the parameters of its call) onto magnetic tape in 10 


segment blocks (binary). 
10 blocks (depends on the size of the disk area being dumped). 


may be interrupted via the SPO so that other functions, 


The last written block may contain from 1 to 


DTTR 


utilities, 


calls, or user programs may be processed (figure 3-3). 


The implementation of this routine requires a working knowledge of the 


operating requirements. 


The operating functions are as follows: 


Ae 


b. 


The DTTR 


Kb 
I 


Scratch tape is mounted on MTU-1. 


The DTTR Call is either entered via the SPO or card reader 1. 


format is as follows: 


>>DTTR 


~---7 


The following messages can be displayed 


ENTER SEGMENT ADDRESS 

This is the begin-run message 
enter 14 numeric digits. This 
ning disk address (first seven 


address (last seven digits) of 


MOUNT WORK TP UL 
This message signifies 
been reached, and that 


on MTU-1. CONTINUE on 


another 


by the operator. 


WR ER UI T™ 
This message signifies that an 


tape mark has failed. 


on the SPO: 


requesting that the operator 
entry represents the begin- 
digits), and the ending disk 


the area to be dumped. 


that the physical end-of-reel has 


scratch tape must be mounted 


the Central Processor is then pressed 


attempt to write the final 


The operator may press CONTINUE on 


OT-€ 


001 
101 
201 
301 
401 
501 
601 
701 
801 
901 
1001 
1101 
1201 
1301 
1401 
1501 
1601 
1701 


1601 


1901 
2001 
2101 
2201 
2301 
2a0g1 


001 


201 
301 
401 
501 
601 
701 
601 
901 


090000010000020 


ccececcececcecceececccceccccecececccecececeecececececcccoecceceececccceccceccceccccece 
ccecceeccecccecceceecececcecceccececececccecccceeccecccccecececeeececececeececcececececcecececcecceecceccc 
eccccecceeceeccecercececececeececececcecececccececcececcecececee 


© ee eRe EERE REA E EERE EKER ERATE EAE RE REE R AREA EAA AEE EREETERTERAREEERHEAREREEREEERE 


RECARD NUMBER 


occccecceeeceecceecceeeceecececceececcceceececececcececceeeceeececececccececcecceeccecceeceeeeeceecce 
ececcecccecceecceeececeeeceeeceeeeececececeececececeeeececeeeeecececececceecececcecececececencecececce 
cecccecccecececcceecceeceeeceerceeececeeceeceececececcecececceccececeecceceeceececccccecccecceereceece 
cecceeececececceccececeeceecccececececcecceccececececcecceeeececeececeececececececeeceececeeenceeeecece 
cecececcccececceceecceeecececeececeeceeceeececceccecececececeeecececcecceccececceccececceceeceeceerce 
ccecceeeceeeceececeeceecceececeeececeeeececeecceececcecececceceecceececcceeeceeececcceeeceececceececeeeceee 
ccccceeceeeecceceeeccecececcececececececececcececcecececececeeccececceeceeeccececeecccececececeecececee 
ceccceceeeeceecececceceecceceeeceeeceerceeececceececececeeeaeceecececceeccececceceecececcceceeceeeceec 


ceccececeeeeercecercececeeeccceceececceccceecececececcecececececececececcececcececececeerecceeeececce 
ccern ~*ececececcers reneceecececcccees” ~eececececces- = = eeeeceece 
sa seeetnee: ne Senne 


Figure 3-3. Example of Area Cleared with C's Dumped to Tape and Multiple 


Segments with > > > DTTR and Printed to Show Multiple Segments. 
The Header Contains the Parameters of the Area Dumped, and 

the Control Character (zero) is located in the First Position 
of Each 2401 Character Block. 
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>>> TTDR 


TAPE TO DISK - MULTIPLE SEGMENTS (> > > TTDR). 

The TTDR Function (in conjunction with the Disk to Tape Multiple 
Segment Function) will write the contents of a tape onto a specified 
area of the disk file in ten segment increments. This function cannot 
be interrupted. If this function interrupts an executing program, the 


Save Restore Memory Function is automatically called. 


The TDDR Function executes from memory location 800 and requires three 


‘blocks of core. 
The TTDR Function format is as follows: 


> > TTDR 


cad 
1 - - ---7 


An information halt will verify the parameters contained in the tape 


label . 
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>>> DDDL 


DISK DUMP DISK LOAD (> > > DDDL). 

The DDDL Function may be used in place of the DTTR and TTDR Functions. 
The logic differs in that it dumps disk by module number only. This 
will assure the complete dumping of a particular module. After the 
disk is dumped the function will read the tape just written and check 
for missing, duplicate, and the correct number of records. When re- 
loading the disk from tape, it can be used to load an entire module or 
any portion thereof. It is possible to load one segment or multiple 
segments anywhere within the limits of that module. By entering addi- 
tional parameters, several areas or files can be loaded during the 


same program "Call-In." 


This function executes from memory location 800, filling seven blocks 
of core. The program cannot be interrupted. The Save/Restore Memory 
Function is called automatically if the function interrupts an 


executing program. 
The DDDL Function format is as follows: 


> > DDDL 
- - ---7 


re |v 


3715 


>>> DCCN 


DISK TO CARD WITH CONTROL NUMBERS (>> = DCCN). 
This function punches the contents of a specified area of a disk file 
into cards. It will include the disk file address and card number in 


each card punched (figure 3-4). 


The DCCN Function resides at machine location 800, and fills four 
blocks of core. The program contains interrupts to the Executive 


Controller. 
The DCCN Function format is as follows: 


=> DCCNbbbbbbb eeeeeee 
- - ---7 8 - - - - = 14 15- - - - - 21 


re IV 


wheres: 


a. bbbbbbb - beginning disk address of segment(s) 


to be punched into cards. 


b. eeeeeee - ending disk address of segment(s) to 


be punched into cards. 


DISK 
SEGMENT 
ADDRESS 


DOCHCHNDDDDNCODDDDDDDDDDDODDDNNDNDNDDD00000000000000NNNNHNHNHNDHNNON000000/ 


9 10 11.12 13 1415 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 4041 42 43 44 45 46 47 48 49 50 5) 52 53 54 59 56 57 56 59 60 6) 62 63 64 G5 66 67 68 69 70 71 72/73 74 75 76 77 76 79)80 


PEP TPPPTAPT ETAT TT TD TDP ATTA TAEDA TATA TT TTT TTT aa 


— oo & 


22222 222222222222222222222222222222222222222222222222222222222222222222 2222222212 
33333333333333333333333333333333333333333333333333333333333333333333333 333333333 
444444444444444444444446444444444444446444444444444444464446444446444444444444444444)4 
§5555555555555555555555555555555555555555555555555555555555555555555555 5555555 5 
CEOGECEECEEEGECEEEEECE6CEG666EEEGEEEEECE66EECEC6EEECEE EE ECCEEE EE CEC CCGG G6E6 EE SEC CCGG EE 
TUVTVIVTITIVTTTITIT TTT IT TTT TTT TTT TIT IITT ddd 
BEESKEHKHESKSSSKHKKEHKFHKKGKKKKKKSEKKKEKKEKKAKKEKBHKKBEKEKSKKKAEHKKEKEKKKKE8KEEHHHG BBE BE BBE 


Pigure 3-4. Disk to Card Record Format 
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>>> DCCN 


continued 


NOTE 
Each disk segment will initiate an out- 
put of seven cards. The size of this 


segment can be 96, 240, or 480 characters. 
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>>> CDCN 
CARD TO DISK - WITH CONTROL NUMBERS (> ah CDCN). 
This function is used in conjunction with the Disk to Card Function. 
The cards punched by the CDCN Function is the source input. The func- 
tion programmatically checks the control numbers during input, and 
writes the contents of the input cards into the disk area specified by 


the parameters (reference figure 3-3). 


The function provides the necessary program interrupts to the Execu- 
tive Controller and initiates the Save/Restore Memory Function when- 
ever necessary. The function is based at machine location 800 and 


requires four blocks of core. 
The CDCN Function format is as follows: 


>> cCDCNbbbbbbb eeceeceee 
- - ---7 8 -----+ 14 15- - - - - 21 


a. bbbbbbb - beginning disk address where the contents 


of the punched cards are written. 


b. eeeeeee - ending disk address where the contents of 


the punched cards are written. 


>>> PRDK 
PRINT DISK (> > > PRDK). 


This utility function prints the contents of the disk file specified 
by the input parameters. PRDK is based at machine location 800 and 
utilizes five blocks of core. This function provides the necessary 
program interrupts to the Executive Controller and initiates the 


Save/Restore Function whenever necessary. 


The PRDK Function format is as follows: 


1----7 8 - = - - = 14 15- - - - - 21 22- 24 

wheres: 
a. bbbbb - address of the first disk segment to be printed. 
b. eeeleee - address of the last disk segment to be printed. 


Cc. sss - segment size (096, 240, or 480). 


Figure 3-5 is an example of a > > > PRDK Function. 
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OZ-€ 


NISK ANDRESS 


oonnnn( 


0090909 


00n0003 


"9090004 


0090005 


00n0onds 


0099007 


9) 2 a 5 ] 
12305678904 230567891238567892923456789012385678901 234567890 234567990) 2385679901 2305678991 238567890 


eccceecceceeecccececececceccececcecccecccececececceccecececccecceccecececcececeececececeeecceccccceccece 
eccceccceccerenceecceeececcececcececcececcececcccerceececcececececcceecceecccececeecceececececceccccece 
eccceeccecececccecececceccececececccececce 


eccececccecececcceecceceeccececcececccceceeceecccceccccceccceccececcececeecccececececcecceeeccceccececccce 
eccceeccecececceecececececececccccecceccccecececcecceceececcceccececececececececeececececcececececccce 
eccereeececceeeceecececcececceccccececcce 


cecceccceecceecceccececececccececceccccececceccccececececececcececcceeeceeccceceecececcececeececcecccce 
ccccecececcececeecececcceccececececcececcececececceceeccececcecccececccecccececeecceececccececcccecece 
cceceececcececececeeceeceeccececcecccccccce 


CCCOhCCCCECCOOCCOCOCECOCCCCCCCCCCOCCCCCCCCCCCCCCCCCCCCCCECCCCCCCCCCECCEEECEEC CEC CE CEE CCOCECCCCCCOCCCC 
ecccfeccecce\ecceecececcecececececeececececececcecccececececcececcceececccececeecceecceececcecccececcce 
ececeeccececccccececeeccececcececccccccc 


ecececcceccecccceeceeecccecceccececcccceccececececceeccececccceceecececeecceceeceeeccecececececcceccce 
ecececcecccececceecceccecccececcecceececececececceecececececcececceceeecccecceceecececereecceccceccceccce 
eccceccceecececcececececececceccceccceccce 


ecececececceeeccececececccceceeccccececececcceececececcececcecececcecececeeececcenececceceeceececcceccce 
ececrecececceerccecececececececcececcecccececececececccececcecccecececcceccceeeecececececcececcceccccc 
ecececececcececcceeccecececcceccececcceccc 


eccec*ecececereceeeccececceceeccecececcccecccecececececceccceeccceccceccececcececcerecceeecceececccccccc 
ecececececcerceceecceccceccececcececceccceccceccceccceccececececcecceeccececeereecececeececceccccccce 
ececeecececececercececececceeccececccccc 


Figure 3-5. Example of = >= => PRDK or 
= = = CLDK Listing 
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>>> CLDK 


CLEAR DISK (> > > CLDK). 

The Clear Disk Function is used to fill an area of disk with a 
specific character. It may be useful to programmatically call this 
function within a program, fill the area with blanks or another char- 
acter, then return to the first program. (An example is found in the 


Programming Technique Section. ) 


This function is based at machine location 800, and fills eight blocks 
of core. If this function is called for execution while another pro- 
gram is executing, the Save/Restore Memory Function is automatically 
called. CLDK contains programmed interrupts to the Executive 


Controller and may be interrupted by another program. 
The CLDK Function format is as follows: 


>> CLDKbbbbbDbbpDee eee ee SESE 
--- = - 78 = = = = -14 15 = = = = 21 22-24 25 


wheres: 


a. — - disk address of the first segment to be cleared. 


b. dee 


c. sss - disk segment size (096, 240, or 480). 


eee - disk address of the last segment to be cleared. 


as c = clear character. 


NOTE 
If a group mark is entered as the clear 
character in position 25, an incomplete 
BEGIN RUN message is printed on the SPO. 
A YES reply will fill the specified disk 


area with group marks. 


Figure 3-5 is also an example of a CLDK Function. 
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>>> DCWR 
DISK WORD CHANGE UTILITY (> > DCWR). 
This function permits the user to change any word of any file 


resident within the disk. 


The implementation of this function requires a working knowledge of 
the operating requirements. The DCWR Call is entered via the card 


reader or SPO. 
The DCWR format is as follows: 


>>DCWR 
ee = - 7 


The following messages are displayed on the SPO: 


a. ENTER SEGMENT ADDRESS 
This is the begin-run message. The operator must 
enter the 7-digit disk address of the word to be 
changed via the SPO. 


b. ENTER WORD NUMBER 
This message requests the entry of two numeric 
digits (the number of words 12-character eroups ) 
between the beginning of the segment and the word 


to be changed. 
Example: 
Assuming 240-character segments: 


1) To change the first word enter OO. 
2) To change the second word enter Ol. 


3) To change the last word enter 19. 


c. OLD WORD IS dddddddddddd IS THIS CORRECT 
This message verifies the contents of the specified 
location containing the expected information. If 


the data (dddddddddddd) is correct the operator may 
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>>> DCWR 


continued 


reply YES; if incorrect, a reply of NO will cause the input 
specification to be ignored. If the data contains a group- 
mark, the SPO message will terminate after the character 


prior to the printed group-mark. 


ENTER NEW WORD 
This message requests the operator to enter the required 


12-character new word to replace the dddddddddddd parameter 


in item c. 


MORE CHANGES 
This message is self-explanatory. The operator may enter 
YES and the routine will continue: NO will cause the routine 


to proceed to End-of-Job. 


>>> DIDK 


The Disk to Disk Function will copy the contents of a specified area 


DISK TO DISK (> > > DTDK). 


of the disk file to another specific area of the disk file. 


This function is based at machine location 800 and fills eight blocks 
of core. If this function is called for execution while another pro- 
gram is executing, the Save/Restore Memory Function is automatically 
called. DTDK contains programmed interrupts to the Executive 


Controller and can be interrupted by another program. 
The DTDK Function format is as follows: 


>>dDTDKbbbbbbbee ee eee tT ttetetetrtsss 
----- 78 -- - - -14 15- - - = -21 22- - - - -28 29- 31 


be 1|V 


where: 


a. bbbbbbb - disk address of the first segment to 


be transferred. 


b. eeeeeee ~- disk address of the last segment to 


be transferred. 


c. ttttttt - beginning disk address of the first 


segment where the contents will be transferred. 


d. sss - disk segment size (096, 240, or 480). 
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>>> BTTR 


This function will copy a binary tape with one or more input reels 


BINARY TAPE TO TAPE (> > > BTTR). 


having the same record length. The parameters that specify the num- 
ber of input reels and record lengths up to a maximum of 4800 binary 


characters are passed to this function at begin run time. 


BTTR can also be used to position the COBOL Collector Tape so that 
additional programs can be added to the tape. This can be accom- 
plished by specifying two input reels and 0080 character binary input. 
When the second input reel is requested, the tape is positioned to add 
additional programs to the Collector Tape, CLEAR is pressed and then 


CONTINUE on the Central Processor to discontinue the function. 


The BTTR Function is executed from machine location 800 and fills 
three blocks of core. It also utilizes the upper end of memory for 
binary tape writes (depending on the number of binary characters to 


be written). 


This function cannot be interrupted to process another function or 
program. If called by a program, the Save/Restore Memory Function 
will be called automatically. 


The BTTR Function format is as follows: 


>>> PRTB 
PRINTER BACK-UP FUNCTION (> > > PRTB). 


This function provides the capability of printing printer back-up 
tapes created by the system. It may also be used to print BCL tapes 
formatted with the first three characters of each unblocked tape 
record containing the OP, M, and N variant of the print instruction 
The remainder of the record is a line of print information that is 


120 or 132 characters in length. 


The Printer Back up Function is one block in length, thus permitting 
this utility to be accomplished during an interrupt, and without the 


execution of the Save/Restore Memory Function requirement. 
The format for the PRTB Function is as follows: 


>>PRTB 


Ke IV 
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>>> TUTL 


The Tape to Print Function will print any labeled or unlabeled tape 


TAPE TO PRINT UTILITY (> > > TUTL). 


written on the system. It has the capability of printing BCL and/or 
binary records of variable length and inter-mixed records 


(figure 3-6). 


The TUTL Function is executed from Machine Location 800 and utilizes 


9.6K core. 
The TUTL Function is as follows: 


SS aye | 
ite Broa 
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re Ti 


09°09 { 2 2 4 5 6 ? ] 9 PG Of 
1738547 99912385679901 7 TASH7H9N{ D3RS67A901 2385678901 2385678901 93854678901 2385678901 2385678901 23RS67A9 


001  annnnno 91 9n000%% 02 OOND0AND 43 ON00088 0S 0000180 09 BoCols giv 
101 Ann020a 10 0000228 19 0000238 90 0000332 15 0900368 71 nn00028 any 
201 «17 OnOMAAA 18 ENNDATO 27 ONNNAAR 20 0000818 22 0000382 16 090536 BA G700834 66 0000998 30 ay 
301 onnoa7a 19 0000884 78 NN0100R AS 22 
801 0001054 85 09911720 gS 
S01 182 @NO117480183 ANS11760186 SUNTIAG OF SHO1152 84 0 O117A 97 5401168 af - 
601 #118601 

701 00408740 

801 599 TYONTAO AG IASOSTALATL 3240660872 39406221273 32406860878 32406620875 

901 3RFO67BORTH 3RFO69R1077 BRsOTIAIATS 3R407821RT9 38407701069 61 PROD>> 
1001 V9N10S? an G7ONTO? 23 32405740270 0000292 18 

1101 0001180 Sa 

1201 SSSA eARHSHEHHAAHEEAARHRERARERARALHAEEERHEAARAEERAARERAAEHERHEERERAETRHEREREAEEREHTERHAHERHERAREHRERECEREEEE 

RECNRD NUMBER 01 

001 SHILJAJLAKJOS O08LU3I22Z7NARR? —KLSTOILUS —_-KL761_ KL000000000000042000K8000T60008Q000F xn0NPKNOOYNOD Boole 

101 O9F O01 sHonIKenot TanOI auOOLENONINYDOTY 060000005000000000 1 2 3 

201 STAWCOVR TYPSFQ 0123856789800123856789200 

301 17 3aSATRORPOLZZASATASEROIZIASATADERLOC se MISSI 

€01 NG CONTROL CARD TNVALIO DISK SEGMENT ST7E cone INVALID COMPILER AASE ADD 

501 RFSS MISSING OVERLAY WISSING ENN OVR CARO OR OVR NUMBER TLLEG 

601 AL MATNTENANCE FUNCTION CONE TMPROPER CARD SEQUENCE NUMRER IMPROPER MEM ANNR NR OVER 

Tol LAY SFQUENCE £01PROPRO7Z2NS&3720KK9QPOSO1Z27 Q6RLO501727 A7RLO5017227 QSBRLOT34NN3 240705007 


601 PL161 14M 62PRO7 %4QNJE 2407N5QR7 2L161 1M0 61PRO734NO7 aMN7TOSRK7T 2L161 140 63PRO701727 462 
901 TO1777 1P2701227 SPOSO3ZZARP6RAN4N Rx0000RQ0703728 $867037245 F767037228 137703228 A165017 


1001 33 K@3M3501Z733 107815017233 MO41N7IANHOT 2M0705 PF 2L161 1M0 64PR0 215 
1101 
1201 © eae RAETEAEREEAHEEAAEEHERESERERELERERESESEEREREEEATATETESARHRAATEAETERTHEARARARESEERETEREEEEKAEREERORRE 
RECARD NUMBER 02 
001 S61IL JAIL AK IOS ON#LI322>2702xR? KLS701LUS KL761 KLNQODDNDONONDOA2ZDNDKADDDT E000 Q000F xODNPKNOOYMOD BeC.Le 
101 OE eee ee erga ye ee een 00000090900000000n0 | 2 3 
201 ST4wCOVR TYPSFA 0123856789200123a546789800 
301 io aSeERGESDISSISA TAG EROS SURAT ASONLGE et MISST 
aol NG CONTRI CARD TNVALIN DISK SEGMENT ST7F Cone INVALTA COMPILER RASE ann 
501 RFSS MISSING OVERLAY MISSING FND OVR CARD OR NVR NUMBER ILLesG 
601 At MATNTFNANCE FUNCTION CONE TMPROPER CARD SEQUENCE NUMAER IMPROPER MEM ANNR AR OVER 
701 LAY SFQUENCE 291 PROPRO72N5483720Kx99P0501227 O6RL0501727 O7RLNS01227 QBRLOT3I4ENN3 240705 Q07 
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Figure 3-6. A Listing with both BCL and 
Binary Variable Length Records 


>>> CARD 
CARD UTILITY FUNCTION (> 22 CARD). 
The Card Function provides the capability for reproducing a card deck, 


creating a BCL card record file on tape, or listing the card input on 


the line printer. A tape mark-group mark (> +) will cause a short 
tape record. The Card Function is one block in length and executes 
from 400 thru 79@, It can interrupt a running program without calling 


the Save/Restore Memory Function. 
The CARD Function format is as follows: 


>>CARDx 
Mie jes ee, ee oe 


x - T card to tape. 


| 


card to print. 


C card to punch. 


Wo 
J 
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>>> TAPE 
TAPE UTILITY FUNCTION (> > > TAPE). 


The Tape Function provides the capability of either punching a BCL 
card image tape, or making a duplicate copy of an 80 character BCL 


tape. 


The tape is formatted into 80 character BCL code. A tape mark - group 


mark (> <-) will cause a short tape record. 


The Tape Function is executed from memory location 4OO thru 79@, thus 
permitting execution without requiring the Save/Restore Memory 


Function. 
The Tape Function format is as follows: 


>>TAPEx 
eee a 


Er bY 


wheres 


ae. x - T tape to tape. 
P tape to punch. 


SECTION 4 
USER PROGRAM LIBRARY FUNCTIONS 


GENERAL. 

MCP II contains all the functions necessary to create and maintain a 
User Program Library. The capability of including user programs as 
call features of the system is also available. The programs added to 


the system can either be in a multiprogramming and/or a non-multipro- 


gramming mode, 


The User Program Library capability improves the systems operation, 
and replaces the tedious task of manually loading programs with a Call 


from the User System File. 


MCP II contains the functions necessary to initiate and maintain this 
library. The user can manipulate tape and disk files, or tape and 


disk libraries by merging, deleting, or adding information. 


The pages in this section provide a description of the User Program 


Library Functions that are listed in table 4-1. 


Table 4-1 


Program Library Functions 


Description 


Create Program Add Tape Call 
Program Add Record Format 
Program Library Tape Merge Call 
Magnetic Tape Word Corrector Call 
Delete Programs From Library Tape Call 
List Library Tape Program Call 


List Overlay Names Call 


Table 4-1 (cont) 


Program Library Functions 


Description 


Delete Functions From Users System File Call 
Add Functions to MCP II Disk 

Load Program Add Tape to Disk Library Call 
COBOL Collector Tape to Disk 

Disk File Word Corrector Call 

List Disk Library Program Call 

Duplicate or Delete from User Disk Library Call 
List Disk Overlay Names Call 

COBOL Source Program Maintenance 

Symbol Tape Maintenance 


Symbolic Tape Update and Resequence Call 


Output from Symbolic Program Tape Call 


>>> PADR 


CREATE PROGRAM ADD TAPE (> > > PADR). 
The purpose of the PADR Function is to create a Program Add Tape of 


480 character binary records, and a Program Add Listing. 


This function uses the following steps to build a Program Add Tape. 


ae 


The PADR 


Each Program Add Record is written on tape in the format 
of a Call or PADD Record. (Reference the PADD record 


format for Program Add Card specifications. ) 


The object program is written on tape in 480 character 


binary records. 


A Program Add Listing is prepared when the Program Add 


Tape is created. 


A count of the programs and overlays converted to tape 
is made. The count is printed on the SPO following the 
completion of the PADR Function. When updating a User 


Program Library it should be used as the count. 
The following checks are made on the programs. 


1) The program identity in the Program Add Record must 


be the same as the object program record. 


2) Card sequence for detail records must be those supplied 


by the assembler. 


3) Total blocks written must equal the total blocks 


specified in the Program Add Record for each program. 


An End-of-Job file card signals the completion of a program 


addition. 


Function format is as follows: 


>>PADR issdaddadadadadaqd 


Sue Se SB. Oe MO TAS Se sek ae es, 
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>>> PADR 


continued 


a. i - designates the type of peripheral input unit used to 


create the Program Add Tape. 


C - cards 
B - binary tape 
P - paper tape 
D - 96 character - segment disk file. 
E - 240 character - segment disk file. 
F - 480 character - segment disk file. 
NOTE 
Disk file input must be 
blocked six card image records. 
b. ss - system specifications. This entry is only used to 


create MCP system tape. When a system tape is created, 
the code SY with binary tape input is used; otherwise, the 


field is blank. 


c. ddddddd - beginning disk file address. If the input is 
stated as disk file input, this field will indicate the 


beginning disk address of the auto-loads on disk. 


Figure 4-1 is an example of a PADR initiated Program Add Listing. 


4h 
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Figure 4-1. Example of a PADR Program 


Add Listing. 


>>> PADR 


continued 


PROGRAM ADD RECORD FORMAT. 


Each auto-load program that is used as input to the PADR Function must 


be preceded by a PADD record. 


The PADD format is as follows: 


>>> PADD iii iitbi /oconfiéguratnppil1i1ttit et 
1. = 


---7 8 - = = 12131415 - - = = = = = = = = = 27 28 29 - 


c. t - type of program being stored. 


M - serial (non-programming). 
T - on-line transaction routines. 
R - multiprogramming assembler program. 
Z - multiprogramming COBOL programs. 
C - non-programming COBOL programs. 
S - MCP II systems tape. 
d. b - reserved - must be blank. 
e. i/oconf - is the input and output configuration 


required for running the program. This field applies 


only to multiprogramming programs. 


i - input reader 1. 
1 - card reader 1. 
A - paper tape reader. 


blank - unit is not required. 


/ - input reader 2. 

1 - card reader 2. 

A - paper tape reader. 
blank - unit is not required. 
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>>> PADR 


continued 


o - output punch. 
O - card punch. 
+ - paper tape punch. 


blank - unit is not required. 
c - blank (reserved for the system). 


o - line printer 1. 
1 - printer (no tape back-up). 
T - printer, tape back-up is allowed if 
a printer is not available (assembler 


programs only). 


n - line printer 2. 
2 - printer (no tape back-up). 
T - printer (tape back-up is allowed). 


f - number of magnetic tape units. 
1-6 - number required. 


O or blank - none required. 
iguratnpp - reserved for the MCP. 


11 - program blocks to load when the main portion of 


the program is loaded into core memory. 


tttt - total program blocks (main core plus overlays) 


included with this program. 


The following tests are made on input data during the Program Add Tape 


creation run. 


The program identity in the Program Add Record must be 


identical in each card image record. 


The sequence number field must be identical to that 


supplied by the assembler. 


>>> PADR 


continued 


c. The "Program Blocks" field to load, and the "Total Program 
Blocks" supplied by the Call or Padd record must agree with 


the actual input counts. 


A standard End-of-File card (or record) signifies the completion of 


the function. 


>>> PLTM 
PROGRAM LIBRARY TAPE MERGE (> > > PLIM) MAGNETIC TAPE VERSION. 
The purpose of the PLTM Function is to create a Tape Operating User 
System File. The MCP II System Tape (or previous User System 
File) is merged with the program ADD tape to create a current User 


System File. 


To become part of the User System File, the programs on a Program Add 
Tape must be in alphabetic sequence. This function will test the 
sequence of the Program Add Tape, and merge the User System File with 
the Program Add Tape. 


The PLTM Function is executed from machine location 800 and utilizes 


eight blocks of core using the end of memory for binary tape writes. 


The PLT Function is used in conjunction with the maintenance of the 


User Program Tape Library. The format is as follows: 


> > PLIM 
= ---7 


re|V 


>>> TWCR 
TAPE WORD CORRECTOR (> > > TWCR) MAGNETIC TAPE VERSION. 
The word corrector for the User Systems File provides the user with 
the capability to change any word (12 characters) of any user program 
in the library. This function is used in conjunction with the 


maintenance of the User Program Tape Library. 


This function is executed from machine location 800 and utilizes six 


blocks of core. 
The following steps describe how the TWCR Function operates. 


a. A corrector card or message is read for each word to be 


changed. 


b. The Call or Padd Record for the referenced program is 


located and used as the starting point for the block count. 


c. The block number within the specified program is located 


and the change made. 


d. <All changes within the same block are made before the 


block is rewritten on a new library tape. 


e. The corrector cards or messages must be in the following 


sequence, 


1) All corrector cards and messages must be grouped by 


block number and program. 


2) The program sequence must be the same as the library 
tape. The library tape (with the exception of the 
operating system itself) is arranged by the five- 


character identification collating sequence. 


3) The block sequence must be maintained within the 


program sequence. The sequence is3 
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>>> TWCR 


continued 


The Tape 


> 


Call record 
Block OOO1 


Block nnnn 


T) Word number sequence by block is not mandatory, but 


it is recommended to simplify off-line maintenance. 


Complete tapes are duplicated in sequence. (Changes are 


made to affected blocks only. ) 


Changing the Call or Padd Record is accomplished by using 
CALL as the block number. 


After each change is made, the record is printed on the 


line printer. 


The word corrector listing is grouped by program. Each 


new program causes a skip to the heading line of a new page. 
Word Corrector format is as follows: 


> TWCRi 
Rey f- 


i - input type. Specifies the type of input device 
used for the word corrector. 
C - card reader. 


S - supervisory printer. 


The format for the detail card or SPO message is as follows: 


palpreogr 
123 


412 


old word new word 


WwcoRGiiii i bbbbwwirroeioeoe.oeoeo.°o8f ee @© o@orrionaenheneraenernnsnasarnrAaA a 
456789 1011 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41 42 43 AA AS hE 


>>> TWCR 


continued 


b. bbbb - block number in which the word is being changed. 
Cc. ww - word number being changed. 

d. rr - reserved for the system. 

€. O00000000000 - old word being deleted. 


f. nnnnnnnnnnnn - new word. Replaces the information in 


the old field. 


Before the Word Corrector input is executed, the detail information 


must pass the following validity tests. 


a. The program identification number must match a valid 


program number contained in the library. 


b. The block number can not exceed the total number of 


blocks specified in the Call Record Program. 


c. The old word field must compare equally with the actual 
information contained in the library. The check is a 12- 


character compare. 


An End-of-File card or message is used to signify that all of the 


corrections have been processed. 
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>>> DPTL 


DELETE PROGRAMS FROM TAPE LIBRARY (> > > DPTL) MAGNETIC TAPE VERSION. 


The DPTL Function allows user programs to be deleted from the User 


System File, and is used in conjunction with the maintenance of the 


User Tape Library Program. 


The following steps describe how the DPTL Function is executed. 


Qe 


The DPTL 


> 


1V 


The Tape Operating System is duplicated from the old 


User System File to a new User System File. 


Programs from the old User System File are duplicated 
until a Delete Program (specified by the Delete Card or 


message) is encountered. 


The program to be deleted on the old User System File 
is bypassed. 


The Call or Padd Record for each deleted program is printed. 


Delete cards or messages must be arranged in library 
sequence. The sequence is a low-to-high collating order 

of the five-character identification field. Out-of-sequence 
cards or messages are not processed, and a message indicating 


this condition is printed. 


An End-of-File record or message specifies that all of the 


deletions have been processed. 
Function format is as follows: 


DPTLi 
Se ee 


i - input device. This field designates the type of 
input used for the delete card or message. 
C - card reader 


S - supervisory printer 


Nm 5 


>>> DPTL 


continued 


The format for the delete card or SPO message used as input for each 


deleted program is as follows: 


mV 


ae P DPD EF fF 2 dose nt 
7 8 =—- = = 12 


wheres: 


ident - the identification of the program to be deleted 
from the User System File. 
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>>> LLTP. 


LIST LIBRARY TAPE PROGRAM (>>> LLTP) MAGNETIC TAPE VERSION. 
The purpose of this function is to obtain a listing of any program in 
the User System File Library. This function will format a listing 


that corresponds with the listing created by the PADR Function. 
The LLTP Function format is as follows: 


SS. b bt Pp 4 
-----78 


e |V 


where 3 


a. i - input device. This field designates the type 
of input used for the detail record. 
C - card reader. 


S - supervisory printer. 


The format for the detail card or message is as follows: 


>>>L_TAPident 
lT----+-+%7 8 - = = 12 
wheres: 
ident - program identification for which the listing is 


prepared. A detail record must be used for each entry 
(unless all programs are to be listed). ALLPG is entered 


in the ident field when all programs are required. 
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>>> LTON 


LIST TAPE OVERLAY NAMES (> > > LTON) MAGNETIC TAPE VERSION. 
The purpose of this function is to assist the programmer with the 
assignment of program and overlay names. A listing of all the pro- 


gram and overlay names (includes those used by the MCP) is printed. 


When assigning names to programs and overlays, the list can be 


referenced to prevent duplications. 


The LTON Function format is as follows: 


419 


>>> DELF 


DELETE FUNCTION FROM USERS SYSTEM FILE CALL (> ole DELF ) 
MAGNETIC TAPE VERSION. 


This function allows the user to customize the disk version of MCP IT 
by eliminating those functions that are not required by the user 


operation. 


When DELF is used to delete functions that contain overlays (such as 
Sort or an Assembler ) the user can maximize the disk savings by also 


eliminating each of the associated overlays. 


Care must be taken not to delete any of the functions that are 


automatically called by the Executive or Multiprogramming Controller. 
The DELF Function format is as follows: 


> 


IV 


DELFEFx 
& 228 


a. xX - input device. This field designates the type 
of input used for the deletion card or SPO message. 
C - punched card input. 


S - supervisory printer input. 


The Deletion Input format is as follows: 


Boa a a 
eee 
wheres: 
iiii - function identification 


The deletion cards or messages must be in the same sequence as they 
occur on the Master System Tape. The LDON listing of the MCP (after 
it has been loaded onto disk) will show the function sequence and 


appropriate function names that can be used for this purpose. 


Yom 21 


>>> ADDR 


ADD FUNCTIONS TO MCP II (> > > ADDR) MAGNETIC TAPE VERSION. 


The purpose of this function is to allow the user to incorporate 


"in-house" auto-load formatted functions into the MCP II disk version, 
and to customize the MCP. 


The first word of the auto-load programs to be added to the MCP must 
contain the following format: 


+>OVRF>iaiizce 


wheres: 

a. iiiz - four character function name. The z parameter 
must contain a 12 (R) zone if the function is to be 
executed in memory locations 4OO through 79@; other- 
wise, the function will be called and executed from 
location 800. 

b. 


cc - block count of the program being added. 


The ADDR Call format is as follows: 


NOTE 
Programs executing from machine loca- 
tion 400 should not exceed one block. 
The automatic calling of Save/Restore 
will not be performed for those programs 


executing from machine location 400. 
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>>> LPAT 


LOAD PROGRAM ADD TAPE TO DISK LIBRARY (> >> LPAT) DISK VERSION. 

The purpose of this function is to initialize a User Program Library 
or to add programs to an existing User Program Library. A program 
library listing is created that indicates the beginning disk file 
address of each program, and the number of blocks loaded onto disk. 

A SPO message will indicate the beginning and ending disk address of 
the disk file User Program Library. The beginning disk address of the 
User Program Library is stored in the Executive Routine at machine 


location 11#. 


The switching of libraries may be accomplished with this function. 
When it is necessary to have more than one User Program Library (e.g., 
for debugging purposes), control can be passed between User Program 
Libraries (once they are loaded) by initiating the LPAT Function, 
stating the number of programs, overlays, and the disk address where 
the alternate library had previously been loaded. If a tape unit is 
designated as #2 it must be in local status. When the message IS THIS 
CORRECT is printed on the SPO, an answer of YES must be returned. 

When the system hangs on a tape command, press CLEAR and then CONTINUE 
on the Central Processor to return control to the Executive Routine, 
and then any program in that User Program Library may be called in the 


usual manner. 


By placing a U in position 14 of the LPAT Function Call instead of the 
normal beginning disk waaneses tne adding of programs to an existing 
User Program Library may be accomplished after a library has been 
established and sufficient room is available for the addition. When 
initializing a User Program Library, it is advisable to allow for 


additional programs and overlays. 


The input tape must be formatted (by the PADR Function for Assembler 
Programs ) in such a way that the Call Record precedes each program, 


and the program is in 480 character binary blocks (PADR format). 


N25 


>>> LPAT 


continued 


The LPAT 


mE IV 


wheres 


Figure 4- 


Call format is as follows: 


SS EP AT =p op - Ges oo a ‘a <a> dds od: od 


ppp - number of programs being loaded. If for an initial 
library creation, it designates the anticipated number 


of programs to be included in the User Program Library. 


ooo - number of overlays being loaded. If for an initial 
library creation, it designates the anticipated number 


of overlays to be included in the User Program Library. 


ddddddd - base disk address where the User Program Library 
is to be loaded. If position 14 contains the alphabetic 
character U, it signifies that the programs being loaded 


are to be added to the existing User Program Library. 


NOTE ~ 
The CPAT Function must be used 
whenever COBOL programs are loaded 


or added toa User Program Library. 


2 is an example of a LPAT initiated library listing. 


Le-h 


ETM \f Mf EE AS AFeN9=9N9271, 
OGRAM INENVTTETCATTON INITTAL ALOCKS TI CALL TN TATAL BLACKS TYPE TSK FILE BEGINNING ADDRESS 
NPT! 1? 091? R 0009916 
nP3T2 {4 on1a R 00099a0 
Ne 3T3 16 0n16 R 0009768 
OP3T4 14 0n14 R 0009190 
AYTST 8 0908 R 0009128 
COTAP na 0907 7 0909148 
TPPCH Na 0907 Z 0009158 
TPTAP 95 0nn07 7 0009172 


Figure 4-2, Example of LPAT Library Listing 
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>>> CPAT 


LOAD COBOL COLLECTOR TAPE TO DISK LIBRARY (> = > CPAT) DISK VERSION. 
The purpose of this function is to load or add COBOL programs to the 
User Program Library from a COBOL collector tape. 


The use of this function eliminates the need for the PADR Function. 
(PADR is required with assembler type programs. ) The direct loading 
of COBOL programs to the User Program Library is accomplished with 
this function. After a library of different types of programs (COBOL 
and Assembler ) has been created on disk, a copy of the library may 
be dumped to tape using the DPDL Function. The LPAT Function must 
then be used to reload the back-up-program tape. 


The CPAT Function format is as follows: 


2r>2cPAT pp po oF oo aA ada daddddd 

1---+-+-+7 8 =- 1011 - 1314 - =- = = = 20 

where: 

a. ppp - number of programs being loaded. For an initial 
library creation, it designates the anticipated number 
of programs to be included in the User Program Library. 

b. ooo = number of overlays being loaded. For an initial 


library creation, it designates the anticipated number 


of overlays to be included in the User Program Library. 


c. ddddddd - base disk address where the User Program Library 
is to be loaded. If position 14 contains the alphabetic 
character U, it signifies that the programs being loaded 


will be added to the existing User Program Library. 


NOTE 
The CPAT Function must be used 
whenever COBOL programs are loaded 


or added to the User Program Library. 
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>>> DWCR 


DISK WORD CORRECTOR (> > > DWCR) DISK VERSION. 


The purpose of this function is to provide the user with the 


capability to change any word (12 characters) in any program of the 


User Program Library. 


This function is based at machine location 800 and utilizes six blocks 


of core. 


The following information describes how the DWCR Function operates. 


Each word to be changed requires a Corrector Card or SPO 


message. 


The Call or Padd Record for the referenced program is used 


to build the address of the specified program block. 
Call records are located only when program identity changes. 


All changes within the same block (if in sequence) are made 


before the block is rewritten onto the disk file. 


Corrections may be processed in any order; however, a 


recommended sequence is as follows: 


1) Program identity sequence should be in the same 
order as the additions to the library (reference 


the LDON Library Listing). 


2) All Corrector Cards or messages for a program 


should be together, and grouped by program block numbers. 


Provision is made for changing the Call or Padd Record 


by using CALL as a block number. 


After each change is completed, a record of the change is 


printed. 


If a change is not completed, a message is printed 


indicating this fact (along with the reason). 
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>>> DWCR 


continued 


i. The Word Corrector listing is grouped by program. Each 


new program causes a skip to the heading of a new page. 


j. Before a change can be made, the Corrector Card or message 


must pass the following validity tests: 


1) The program number must be a valid program contained 


in the User Program Library. 


2) The block number cannot exceed the total number of 


blocks in a specified program. 


3) The Old Word Field must compare equally with the 
actual information contained in the User Program 
Library. (This check is the reason for requiring 
a fixed 12-character field for each change. ) An 
equal compare on 12-characters reduces the possibility 


of changing the wrong field. 


k. An End-of-File card or message is used to indicate that all 


the corrections have been processed. 


The Disk Word Corrector Function format is as follows: 


wheres: 


a. i - input device. This field specifies the type of input 


device. 
C - card reader. 
S - supervisory printer. 


The detail card or SPO message format is as follows: 


old word new word 
wcoRiidii i obbobbwwrroe#08oe 8 068@©8 @ 0 0808 ®8@©8 @© oorrearAasernrerATAHnHhenerARKnaAeAKAK A 
456789 1011 12 13 14 15 16 17 18 19 20 21 22 23 2&4 25 26 27 28 29 30 31 32 33 34 35 36 37 38 399 40 41 42 43 44 45 NG 


>>> DWCR 


continued 


b. bbbb - block number in which the word is being changed. 
Cc. ww - word number being changed. 

d. rr - reserved for the system. 

eC. 000000000000 = Old Word being deleted. 


f. mnnnnnnnnnnnn - New Word. Replacesthe information in 


the old field. 


Before the Word Corrector input is executed, the detail information 


must pass the following validity tests. 


a. The program identification number must match a valid 


program number contained in the library. 


lore The block number cannot exceed the total number of 


blocks specified in the Call Record Program. 


c. The Old Word Field must compare equally with the 
.informatiion contained in the library. The check 


is a 12-character compare. 


An End-of-File card or message is used to signify that all of the 


corrections have been processed. 
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>>> LDPL 


The purpose of this function is to obtain a listing of any program in 


LIST DISK LIBRARY PROGRAM (> > > LDPL). 


the User Program Disk Library. A listing similar to that created by 
the PADR Function (when the program was originally loaded to the 
library) is made (figure 4-3). 


The LDPL Function: format is as follows: 


wheres: 


a. i - input device. This field specifies the type of 
input device for the program identification record(s). 
C - card reader. 


S - supervisory printer. 
The format for the detail card or SPO message is as follows: 


>>LDSKident 
a tees SB es a Jee 


where: 


a. ident - the program identification for which a listing 
will be made. A record must be entered for each program. 
If a listing of the complete User Program Library field is 
required, ALLPG is entered in the ident field. 
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9b = 


PROGRAM 
BLK NO. 


CALL 


PROGRAM 
BLK NO, 


0001 
0001 
0001 
0001 
0001 
0001 
0001 
0001 


000? 
0009 
000? 
000? 
000? 
0002 
0002 
~ 0009 


0003 
0003 
0002 
0003 
0003 
0003 
0003 
0003 


0004 
0008 
0008 
0004 
0004 
0008 
0008 
0004 


TOENTIFICATTION?® CNHTAP, 
wORA NO wARD N 


0 


TOENTIFICATIONs CNTAP, 
waARN NO wa 


0 
05 
10 
15 
20 
25 
30 
35 


00 
n5 
10 
15 
20 
25 
20 
35 


09091 4acNTaPp 


DO NN, ¢ 0 


+> NVREASTAOI 
582308720820 
793712 8 =6513 
KR2550680550 
797730 392 
793712 163 
61 000 

117019392392 


117012392392 
7%3163810693 
69 1109110080 
592181387270 
69 210710180 
79125200 161 
J 0009289000 


“111350326376 


+8EGCNTAPASO 
89050 YY SC¢ 
995000009254 


+#OFILE* 900 
93050 Cc 


¢€ 
Ann50 c 
09 S00 TiNS 

039961954an 
792856850396 
BSN50 WeerSC 
89%C71A307029C 
702C76¢7 


Figure 4-3. 


AS OF 99 
+ 6 


A997 1 
WARA NO. @ | 


zNI1 1 


AS OF 09°N9071 


WNRA NO. © f 


592713308870 
+ 18664600983 


‘® 000306 


7TA2308 710 
TATT25 770 
TAN2TIN 387 
098000000060 
K22397800020 


K22392800070 
792387000256 
583126336130 
718210000456 
J 00318627 

5421691869150 
7994a68ASG6800 
Sat 360326136 


NTAP 0010900 
9+ LAREL8505 


sAOPILE® 900 
DTAP 004 
4905 


CARDSOO 
DOTAP NO7TTOPA 
9054605604505 
76897201 
791963 C02 
OTAP N10T905 
44060399¢C005 
93946701963 


WORD NO, ¢ 2 


080007 


WORN NO, + 2 


* 4&8007128a0 
793306 722 
797148 730 
K227 30000580 
793722 289 
7%37290001 66 
000000000000 
5833164800060 


5433164800060 
703450 2ag9 
703289000336 
702387000956 
111161161161 
702853400281 
700568000500 


 Fet378000396 


*n000N0000Nde 
00000000 
0 scoTaP 


0 cOTae 


0n0000 
560503967019 
O 4959S COTAP 
440127583640 
701963 C24 
905605607018 
O »sSiwcOTae 
12701963 


WAR! NO. ¢ 3 


word NO, + 3 


139429715715 
703306 309 
197712005725 
KA2580680580 
321722630678 
Q1 6860SK RD 
0000002 

5971861387810 


5921813874810 
J 000269 
793136856169 
J 0008005Se 
541230161156 
7S0800000SET 
700668000600 


-+O80388-—000 


902 
90050 


005 
+5050 


619700 

59 A927019 
99A#01800C7 
9a0980050 IW 
791963 C32 
2e 408703C 
911610540 
N22C5050 S$ 


WORD NO. @ & 


WORD NO. o @ 


1128680720790 
1223043693469 
K02725000550 
7os715 yA 
703712 OA3 
ERR © NISce 


709380 ann 


709390 ano 
221256092956 
703186800186 
221256192956 
J 601169793 
TO2ZRBLOA 308 
7348768000700 


960000000... 


61 aS0ee0 18 
9999 


coTaP 003 


COTAP 06 


*LABEL ERRe 
59 8027038 
997270281683 

eJCNTAP NO 
703C€30 590 
240813700916 

610A50 

WeeCNTaP 012 


Example of a LDPL Listing of CDTAP 
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>>> DPDL 


DELETE PROGRAMS FROM DISK LIBRARY ( 2 DPDL) DISK VERSION. 
The purpose of this function is to delete user programs from the User 


Program Library. 
The following procedure is used during the execution of the function. 


a. The Call or Padd Record for each specific program is located, 


and the program name is replaced with the word DELETE. 


b. The End-of-File card or message indicates that all the 


deletions have been processed. 


c. All remaining user programs on the disk file are written 


onto magnetic tape as follows: 
1) Each call record is checked. 
2) If flagged with DELETE, the record is ignored. 


3) If it is not flagged with DELETE, the CALL Record 
is written onto magnetic tape. The CALL Record 
locates the program and formats it from a disk file 


program to a Program Add Tape Format. 


4) A count of the number of programs converted to 


magnetic tape is printed on the supervisory printer. 


d. The Load Program Add Tape to Disk Library Function (LPAT) 


can be used to reload the User Program Library. 
The DPDL Function format is as follows: 


>>DPDLi 
-----78 


re IV 


4m 37 


>>> DPDL 
“continued 


where: 


a. i - input device. This field specifies the type of 
input device for the delete records. 
C - card reader. 


S - supervisory printer. 


The delete card or SPO message used as input for program deletion is 


as follows: 


>> PDELiden t 
-----+ 78 ---+ 12 


FIV 


wheres: 


a. ident - the identification of the program to be deleted 


from the User Program Library. 


NOTE 
The DPDL Function Gai be used 
to create a tape back-up of the 
User Program Library by entering 
(> > > bEOF) a standard End-of- 
File card or message. The func- 
tion will copy the ‘User Program 


Library to tape with no deletions. 
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>>> LDON 
LIST DISK OVERLAY NAMES (> > > LDON) DISK VERSION. 


The purpose of this function is to prevent the assignment of dupli- 


cate names to programs or overlays within the User Program Library. 
The LDON Function format is as follows: 


> > LDONi 
oy eS 


ae i - input. 
L - listing. This entry will list only the 
program overlays from the User Program Library. 
blank - will list all the names and addresses from 
the User Program Library. 


\ 


Figure 4-4 is an example of an LDON listing after a User Program 


Library has been created. 
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>>> LDON 


continued 


OISK AVERLAY NAMES AND ANNRESSES AS NF#N9=N9"71, 
oP SYSTFM OVERLAYS. 

FOJF 

NCKF 

NN AF 

ADAF Automatic Functions 
NSCL 

TECC 

FCOF 

STTF 9007554 

SAV 009754640 

FECH 190763" 


sOCM 0007649 
coV0c www 


PROGRAM JVFERLAYS, 
NP3T4 90009016 
nP3T2 9nN904N 
NP3T3 ANNZOKA 
NP3T4 900N910N 
AXTST NNN9128 
CNTAe® NN99144 


TPPCH INNGISA 


Figure 4-4. Example of a LDON Listing 
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>>> COBL 


COBOL SOURCE PROGRAM MAINTENANCE FUNCTION (> > > COBL) DISK ONLY. 
The purpose of this function is to provide the user with the capa- 


bility of maintaining a magnetic tape file of COBOL source programs. 
The function capabilities are as follows: 


a. Create a Source Program Tape. 
b. Add or delete program(s) to or from the Source Program Tape. 
c. Revise, add, or delete Source Program records. 


d. List or punch Source Program information. 


The implementation of this function requires a working knowledge of 


the operating requirements. 
The operating functions are as follows: 


a. A scratch tape is mounted on MTU-1 for the new 


Source Program Tape. 


b. The Source Program Tape is updated by mounting 


a previous tape on MTU-2. 


c. If programs are added from an update tape, they 


are mounted on MTU-3. 
The COBL Call format is as follows: 


> SC. 6: BL 


Lad 


The first record of each source program must have the following format. 


ident b LABEL 
1---5 6 7-=- -i11 


where: 


a. ident - a unique five character program name 


(the first four characters cannot be CALL). 


yond 


>>> COBL 


continued 


b. b - blank. 
Ce. LABEL =- the literal LABEL. 


The Source Program Tape Record addition, or revision format is as 


follows: 


S$ Ss 8S 8 § x X X X X 


-~---=6 7 = - = 80 


where 3 
a. ssssss - the record sequence number to be added or revised. 
b. xXxxxx - Source Program coding as required. 


The Source Program Tape record deletion format is as follows: 


sss gpgps DELETE 


1---+-+6 7-+-+-- 12 
where: 
ae ssssss - the record sequence number where the 


record is to be removed. 
isi DELETE - the literal DELETE. 


The following is a list of SPO messages, and the actions to be taken 


by the system operator, 


a. ENTER REQUEST 
This message asks what operations the user wants the 


COBL Function to perform. 
The response is as follows: 


1) BUILD - creates an unlabeled 80-character card image 
tape of COBOL source programs. The input is through 
the card reader, and the new tape is on MTU-1l. All of 


3) 


+) 


>>> COBL 


continued 


the programs are sequenced, and a listing made of the 


new sequence numbers. BUILD is entered via the SPO. 


LISTPG - returns a WHICH LIST FUNCTION message via the 
SPO. 


The replies to this message are as follows: 
a) ALL - prints the complete file. 


b) PGMID - prints program identifications. If PGMID 
is entered via the SPO, a listing of program names 


submitted through the card reader are printed. 


c) program identification - prints that individual 


program. 
ADDPGM - returns a DEVICE message via the SPO. 
The replies to this message are as follows: 


a) TAPE - programs are added from magnetic tape. 


b) CARD - programs are added from the card reader. 


This entry copies the Source Program Tape from MTU-2 
onto MTU-1, and adds new program(s) from either MTU-3 


or the card reader onto MTU-l. 


CHANGE - requires an input deck to reflect the revisions 


to the Source Program Tape. 


The tape mounted on MTU-2 is copied onto MTU-1 until 
a matching program name is found. At this point the 
change cards (additions or revisions) replace the 


existing record(s) from MTU-2. 


If the change record includes DELETE neither record is 
written on MTU-1l. 
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>>> COBL 


continued 


If the record sequence numbers do not match, the input 
change records are automatically sequenced. <A maximum 
of 50 records can be inserted between each source record. 


A listing is also made for the user. 


An example of the update cycle using the CHANGE option 


is illustrated in figure 4-5. 


PGIDNTbLABEL 


PGIDNTbLABEL 


Figure 4-5. CHANGE Deck 


NOTE 
The input deck must be in the same 


sequence as the Source Program Tape. 


5) PUNCH - returns a PGMID message that requires a five 
character program name response. This entry identifies 


the program to be punched. 


6) REMOVE - requires an input deck be entered through the 
card reader. The cards must use the same format as the 
first source program record (columns 1 through 11). The 
contents of the tape on MTU-2 are copied onto MTU-1. 


The programs entered via the card reader are bypassed. 


A listing of the programs on MTU-1 is automatically made 


for the user. 


yoy 


>>> COBL 


continued 


NOTE 
All of the options must have 
a standard End-of-File (>>>bEOF) 


entry as the last input record. 
The B 500 compiler will accept Source Program Tape as input. 
The operating functions are as follows: 


a. The Source Program Tape is mounted on MTU-2, -3, -4, -5, 


or -6, 
b. The Library Call Card is required by the compiler. 
The Library Call Card format is as follows: 


TA PEubxXxXxXxX xXx 
1--456%7---+11 


wheres: 
a. TAPE - the actual TAPE. 


b. u - the number of the MTU where the Source Program 


Tape is mounted. 
Ce. b = blank. 


d. xxxxx - the name of the program to be compiled. (The 


first program is compiled when this entry is blank. ) 


A 999 halt will occur when a program cannot be found. 


NaS 


>>> STMT 


The purpose of this call is to create and maintain separate Master 


SYMBOLIC TAPE MAINTENANCE CALL (> > > STMT). 


Program Library Tapes at the program level. The input can either be 


symbolic source language or auto-load card image programs. 


‘The implementation of this function requires a working knowledge of 


the operating requirements. 
The operating functions are as follows: 


a. A scratch tape is mounted on MTU-1 for a newly created 


Master Program Library Symbolic Tape. 


b. The Master Program Tape is normally updated by mounting 
a binary Master Programs Library Symbolic Tape on MTU-1 
and the scratch tape on MTU-2. 


c. The line printer is made READY. 
d. The STMT Call is entered via the card reader or the SPO. 


The STMT Call format is as follows: 


da hen a Ge) 


A control card must precede each source program that the user wants to 


Add, Delete, or Replace. The formats are as follows: 


> > > ADD Adds the following program. 
> > > REPLACE Replaces a program with the following. 
> > > DELETE Deletes specific programs. 


The programs being ADDed must be placed at the end of the update 
control deck, and programs that are REPLACEd and/or DELETEd must be in 
the same sequence as the program in the Master Program Library Sym- 
bolic Tape. The sequence is determined by the verification listing 


made during the initial or last update cycle. 
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>>> STMT 


continued 


The first instruction for every program being ADDed must be as follows: 


+>OVRFiden t 


1---+-+67-+-- 11 
wheres: 
a. ident - program identification. 


A Control Deck setup for the update of a Master Program Library Tape 
is shown in figure 4-6. 


> 2 > ADD 


+> OVR > BBBBB ‘L 
SYMBOLIC (or) 


AUTOLOAD 
(cols. 1-8) 


Figure 4-6. Control Deck Example 


A pass is automatically provided to check the newly created Master 
Programs Library Symbolic Tape. This check verifies that the program 
has been copied correctly, and that the Master Tape was updated as 
specified. The program identifications are tested, which reflects the 


sequence of the updated version of the Master Tape. 


The following is a list of the SPO messages and the actions to be 
taken by the user. 
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>>> STMT 


continued 


IS BINARY CARD TO TAPE REQUIRED 
The message asks if the run is an initial creation of 


the Master Program Library Symbolic Tape, or an update. 
The response is as follows: 


1) YES - initial creation. 


2) NO - update run. 


The STMT option allows the user to create and verify a_ binary 
card image tape of any card file (regardless of context). 


REMOVE WRITE RING 

This message indicates that the update or initial creation 

is completed, and the verification pass is in progress. The 
user follows the message instructions and processes the up- 
date deck through the card reader by pressing CONTINUE on the 


Central Processor. 


VERIFICATION ERROR RESTART 

This message indicates that an error has occurred in the 
update or initial creation pass. The job is discontinued 
by removing the deck from the card reader, and pressing 


CONTINUE on the Central Processor. 


INVALID UPDATE CONTROL CARD 

This message indicates that an improperly punched Add, 
Delete, or Replace update control card is in the process. 
The job is discontinued by removing the deck from the 


card reader, and pressing CONTINUE. 


FORMAT ERROR 

This message indicates that the format of the first word of 
master tape data, or the first instruction in a program card 
deck is not +>OVR>iiiiib. The job is discontinued by 


removing the deck from the card reader and pressing CONTINUE. 
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>>> STUR 


SYMBOLIC TAPE UPDATE AND RESEQUENCE CALL (> > > STUR). 

The purpose of this call is to maintain Advance Assembler symbolic 
Source Programs at the page and line level. The programs must be 
resident on the Master Programs Library Symbolic Tape created by the 
STMT Call. 


The implementation of this function requires a working knowledge of 


the operating requirements. 
The operating functions are as follows: 


a. The symbolic tape is mounted on MTU-1. 

b. The scratch tape is mounted on MTU-2.” 

c. The line printer is made READY. 

d. The Call STUR is entered via the card reader or the SPO. 
e. Load the input deck into the card reader and press START. 


The STUR Call format is as follows: 


=o ST MoT 
-----7 


r IV 


A control card must precede each source program that the user wants to 


Add, Delete, or Replace. The format is as follows: 


>>>ADD (additions) 
>>>DELETE (deletions) 
>>>REPLACE _ (replacements) 
1-------- 10 


The change deck must be in page and line number sequence, because the 
page and line numbers in the source cards serve as the controlling 
factor. <A control card must precede the source cards that need to be 


added, deleted, or replaced. 


* MTU-2 will contain the updated and resequenced symbolic tape after 
the STUR Function is completed. 


451 


>>> STUR 


continued 


An End-of-File Card > > >bEOF (columns 1-7) must be placed behind the 


last source card of the update deck. 


A pass automatically checks the newly created Master Programs Library 
Symbolic Tape. The check verifies that the programs have been copied 
correctly, and that the updating was accomplished as specified. A 
listing of program identification is created that reflects the 


sequencing of the updated Master Programs Library Symbolic Tape. 


The following is a list of SPO messages and the actions to be taken by 


the user. 


a. ENTER TAPE NAME TAPE-DISK-SCP-USER 
This is a parameter request message. The user must respond 
with TAPE/DISK/SCP/USER in order to obtain the sequencing in 
their respective categories of 1-49999/50000-99999/1-99999/ 
1-99999. 


b. FORMAT ERROR 
The last card read does not contain one of the specific 
control card formats for columns 1-10. After the card is 


corrected, the STUR Function is restarted. 


c. RD ERR U1 
A read error has occurred on MTU-1. The user can press 
CONTINUE on the Central Processor to try again, or CLEAR 
and CONTINUE to abort the function. 


d. REMOVE WRITE RING 
The new symbolic tape has been made and the verification pass 
is in progress. The user must remove the write ring from the 
MTU-2 tape, place the update deck back into the card reader, 
and press CONTINUE on the Central Processor. This completes 


the update verification. 
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>>> STUR 


continued 


VERIFICATION ERROR RESTART 
The newly created symbolic tape has not been correctly 
verified. The user must press CLEAR and CONTINUE on the 


Central Processor to abort the function. 


RD ERR U2 

A read error has occurred on MTU-2 during the verification 

pass. The user can press CONTINUE on the Central Processor 
to try again, or CLEAR and CONTINUE to abort the function. 
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>>> SSTO 


OUTPUT FROM SYMBOLIC PROGRAM TAPE CALL (> > > SSTO). 
The purpose of this call is to obtain various types of output from 


Basic or Advanced Symbolic Program Master Tapes. 


The implementation of this function requires a working knowledge of 


the operating requirements. 
The operating functions are as follows: 
a. The Symbolic Program Master Tape is mounted on MTU-4, 


b. Scratch tapes are mounted on MTU-1 and -2 when an assembly 


is required. 
c. The line printer is made ready when a listing is required. 


d. The card punch is made ready when punched card output is 


required, 


e. The Call (> > > SSTO) is entered via the card reader or the 


SPO. 
f. Follow the instructions displayed on the SPO. 


The SSTO Call format is as follows: 


The following is a list of the SPO messages and the action to be taken. 


a. ENTER 10 CHARACTER PROG HDR ID 
This is a parameter request message and will re-occur after 
the entry is processed, or until a standard End-of-File mes- 
sage is processed. If all the programs on the Symbolic Pro- 
gram Master Tape are to be output, the response is ALL. When 
individual programs are affected, the response is a 


10-character request of +>OVR>IDEN. 
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>>> SSTO_ 


continued 


b. ENTER TYPE OF OUTPUT - ASBL, ASOP, PCH, LIST or P&L. This 
is a parameter request message and is used in conjunction 


with the item a message. The response is as follows: 


1) ASBL - Basic Assembler Call. 

2) <ASOP - Advanced Assembler Call. 

3) PCH - punches the specified program. 

4) LIST - lists the specified program. 

5) P&L - punches and lists the specified program. 


c. IS OUTPUT TYPE SAME FOR ALL ENTRIES 
This is a parameter request message and is used in 


conjunction with item b. The response is as follows: 


1) YES - all subsequent entries will have the same type 
of output. 


2) NO - an ENTER TYPE OF OUTPUT message will appear for 


all subsequent entries. 


dad. SAVE MEMORY - DESIGNATE UNIT 
This is a parameter request message, and will follow 
item c after an Assembler has been specified. This message 
will appear after the first specification, and signifies the 
type of media on which the SAVE or SAVD Function will store 
memory before completing the assembly process. The response 


is as follows: 


1) MTU number - memory is stored on magnetic tape. 


2) # - punch card memory. 


Each subsequent assembly process will bypass the SAVE 
MEMORY - DESIGNATE UNIT message, and memory will be stored 


on the previously specified media. 


e. IS OUTPUT SAME FOR ALL ASOP PROGRAMS 
This parameter request message is displayed when the first 


request for a program on the Symbolic Program Master Tape 
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>>> SSTO 


continued 


and MCP ITI Advanced Assembler is received. If the 
response is YES, it will initiate a subsequent 

ENTER TYPE OF OUTPUT message (item b). This will auto- 
matically call ASOP. This reply will not make it neces- 
sary to repeatedly respond to this message. A NO entry 
will indicate a message that requires assistance from the 


system operator. 


CARD OUTPUT FOR ASOP 

This parameter request message appears whenever an ASOP 
parameter is used to assemble a program from the Symbolic 
Program Master Tape. (Reference item b.) The response 


is as follows: 


1) YES - the auto-load object program card deck is punched. 


2) NO - the punch operation will not occur. 


PROGRAM TYPE - ADVAN, BASIC, AUTOL, 80-80 
This parameter request message is used in conjunction with 
the PCH, LIST, or P&L replies to the item b message. The 


response is as follows: 


1) ADVAN - the requested program ID identifies a 
program in the MCP II Advanced Assembler symbolic 


format (reference item a). 


2) BASIC - the requested program ID identifies a 
program in the Basic Assembler symbolic format 


(reference item a). 


3) AUTOL - the requested program ID identifies a 


program in the auto-load format (reference item a). 


4) 80-80 - an exact card image must be produced for the 


date represented by the program-ID (reference item a). 


IS PROGRAM TYPE SAME FOR ALL ENTRIES 
This parameter request message is used in conjunction with 


the AUTOL or 80-80 of item g. The response is as follows: 
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>>> SSTO 


continued 
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1) YES - all subsequent PROGRAM TYPE message requests 


will automatically call the specified format. 


2) NO - indicates to SSTO that the format type specified 
in item g will not be the same, and that each PROGRAM. 


TYPE message requires a response. 


END FLAG SAME FOR ALL 80-80 ENTRIES 
This parameter request message is used in conjunction with 


the 80-80 reply in item g. The response is as follows: 


1) YES - all subsequent END FLAG messages will automatically 
call the specified formats. The 80-80 function will look 
for the same ending label on each subsequent 80-80 


request. 
2) NO - all END FLAG request messages require a response. 


END FLAG LENGTH 

This parameter request message is used in conjunction with 
the item g 80-80 reply. The response to this message is 

the number of characters in the ending record flag that will 


be used to delimit the transfer of data to the 80-80 function. 


A one character response can indicate from 1 to 12 characters 


of flag data entered in the following manner: 
1, 2, 3, 4, 5, 6, 7, 8, 9, #, @, O, (#=10, @=11, 0-12). 


This message is repeated if an invalid character is entered 


by the user. 


END FLAG POSITION 

This parameter request message is used in conjunction with 
the item g 80-80 reply. The response to this message is 
the MSD (most-significant-digit) character position of the 
flag field within the ending record that the 80-80 function 


will seek to delimit the transfer of data. 


>>> SSTO 


continued 


The reply must be machine words and characters OOO through 
067, e.g., O1@ is the 24th position of the record, and 019 
the 21st. 


This message is repeated if an invalid character is entered 


by the user. 


END FLAG CODE 

This parameter request message is used in conjunction with 
the item g 80-80 reply. The response must be the actual 
contents of the flag field (1 to 12 characters of significant 
ending label flag data). 


PROGRAM NOT FOUND ON TAPE program-ID 
This message indicates that the end-of-tape has been 


processed, and the specific program-ID was not found. 


The RWD Call should be used as a precautionary measure to 
assure the user that the tape was properly positioned. After 


using RWD, the user can re-enter the SSTO Call. 


If the program is truly missing, SSTO can be discontinued by 
using CLEAR and CONTINUE on the Central Processor. 


flag data NO END RECORD 
This message indicates that the end of tape has been pro- 


cessed, and the flag data specified in item 1. was not found. 


The SSTO Function is automatically discontinued. The user 
must re-enter the SSTO Call, and the correct end flag data 


when it is requested. 
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SECTION 5 
MCP II SORT CALL FUNCTIONS 


GENERAL. 

MCP II provides the user with the functions to assist in the genera- 
tion of sort programs. Magnetic tape or disk file working storage 
can be specified by the user. The Sort IV Mark II Generator will 


produce object programs that can be executed in a multiprogramming 


environment. 


The following pages within this section describe each of the sorts 


and their features. 


The functions described in this section ares: 


* a, > 


lV 


> SG2T Sort/Merge Generator II (tape sorts). 


** b. > > > SGIV Sort Generator IV (disk sorts). 


IV 


* Refer to B 500 Sort Generator II Reference Manual (1034279) for 
detailed information. 


** Refer to B 500 Sort Generator IV Reference Manual (1034139) for 
detailed information. 


>>> $G2T 


SORT/MERGE GENERATOR II (> >> SGaT). 
This function is divided into two parts: Sort Generator ITI, and 


Magnetic Tape Merge Generator. 


SORT GENERATOR ITI. 

This function provides the capability of producing efficient sort and 
merge programs designed to meet individual file and system require- 
ments. Sort or merge programs can be generated for either a 9.6K or 
19.2K system, and tape unit requirements range from a minimum of three 


to a maximum of six. The unbalanced merge technique is employed. 


An optional output for the generator may be in Advanced Assembler 
symbolic form. This form provides several points for modifying the 


generated program; otherwise, an object program is generated. 


Three input specification cards provide the file parameters and 

system characteristics required for program generation. Some of the 
program features are magnetic tape label processing, sort key of up 

to 60 characters located in up to ten fields within the record, and 
the sequence in ascending or descending order. The location of the 
sort key within the record may be specified at generation timeé or, 
optionally, at run time. Interrupt and restart capabilities are also 


provided. 


Program generation is based upon the selective routine method, and it 


in turn depends upon one or more input specification values. 


The generator is a single-pass program divided into four phases. The 


following is a brief description of each of the phases. 


AUDIT PHASE. During the audit phase of the generator, the three spec- 
ification cards are read and their contents audited. The specifica- 
tion cards are printed in an edited format, followed by specification 
errors (if any). During this phase, the nucleus of a value area 


needed for the routine selection process is established. 
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>>> SG2T 


continued 


ALLOCATE MEMORY PHASE. Memory requirement allocation for the gener- 
ated program is based on logic requirements, T/O requirements, and 
user requirements. The balance of the values area requirement is 
inserted. If memory requirements exceed memory availability, alter- 
nate methods of generation are automatically attempted. If these 
alternate methods give unacceptable results, generation is 


discontinued. 


PROCESS GENERATED PROGRAM PHASE. Generator program routines are 
checked and needed routines are selected from the prototype file. The 
output is in punched cards or written on magnetic tape. An Advanced 


Assembler Control Card for the generated program will be produced. 


GENERATION END/ ASSEMBLY CALL PHASE. The necessary housekeeping 
function for the generator are completed (and if final output was 
designated as symbolic) the program ends at HALT 999. If Auto-Load 
Output is specified, the ASOP Assembler is called, and the generated 


symbolic sort program is assembled to Auto-Load. 
The following is a list of features; 
a. Files may be sorted into ascending or descending sequence. 


b. A generated sort program will process BURROUGHS standard 


beginning and ending labels for input and output tapes. 
c. Unit records up to 1200 characters in length may be sorted. 
d. The Sort Key may have a maximum of 60 characters. 


e. The Sort Key may be located in as many as ten sort fields 
within the record. Each field can be alphanumeric or 


numeric. 
ff. Total control is provided at the user's option. 


Ee Input and output blocking of up to 1200 characters is 
permitted. 


>>> SG2T 


continued 


h. Logic routines are optimized. 
i. Generated coding is optimized. 
je Internal blocking throughout a sort will be the maximum 


permitted by available memory. 


k. Modification points have been provided in every phase of 


the sort. 
1. A restart procedure has been incorporated into each sort. 
m. The Sort Key locations can be specified at generation or at 


run time. 


MAGNETIC TAPE MERGE GENERATOR. 
Like generated sorts, a merge provides for interrupt and restart 
capability, along with several user modification points within the 


program. 


The following is a list of features provided for generated tape merge 


programs. 
a. Files may be merged in ascending or descending sequence. 
b. <A generated merge program will process beginning and ending 


BURROUGHS standard tape labels for input and output tapes. 
c. Records of up to 1200 characters in length can be merged. 
d. The Merge Key may have a maximum of 60 characters. 


e. The Merge Key may be located in as many as ten fields within 


the record. 
3a Input requirements. 


1) Labeled and unlabeled files may be mixed. 


2) Input blocking may be mixed for and between files. 


>>> SG2T 


continued 


g. Provision has been made to provide access to unique modifi- 
cation points for each input file, and common modification 


points for all files. 


h. A restart procedure is incorporated into every tape merge. 


>>> SGIV 


SORT GENERATOR IV (> > > SGIV). 


Sort Generator IV provides the user with a generator program for 
customizing sort programs. The generated programs are designed to 


utilize the disk file during the sorting operation. 


SGIV is a single-pass multiple-phase program that generates a 
tailored Record or Tag Sort in either the Advanced Assembler or 
Auto-Load form. Programs may be generated for multiprogramming or 
non-multiprogramming execution. In addition to providing the sort 
program, the Sort Generator produces a completely documented program 
listing which includes numerous "modification points." Using this 
listing the user can modify the generated program at the symbolic 


level. 


The disk sort employs an eight-way balance merge when sorting on a 
9,600 character memory system, and a 16-way balanced merge when sort- 
ing on a 19,200 character memory system. During the internal sorting 
phase variable length strings are created. This ensures the least 
possible number of merge passes. The size of the stringing array is 
dependent upon the individual file parameters and the system charac- 
teristics for the program generated. The sort generator allows for 
the interruption of the program at any time during the sorting opera- 
tion, and may be resumed simply by reloading the sort program with 


RESTART punched into the work area card. 


The parameters are passed to the generator by three input specifica- 
tion cards. Prior to generation these specification cards are 
printed and edited. Any error or inconsistency during this edit 
phase will cause a message on the line printer, and generation is 


discontinued. 
The following is a list of the Sort Generator IV features. 


a. Sorts records of up to 1920 characters in length (1200 


characters on a 9.6K system). 


ial 


>>> SGIV 


continued 


b. Sorts blocked or unit records stored on magnetic tape, disk 


file, punched cards, or punched paper tape. 


c. Produces sorted output of blocked or unit records on mag- 
netic tape, disk file, punched cards, or punched paper 


tape. 
d. Sorts files on either a 9.6K or a 19.2K memory system. 
e. Permits a sort key of up to 96 characters in length. 


f. Allows the sort key to be located in up to ten fields within 
the record, and permits each of the ten fields to be either 


alphanumeric or numeric. 


g. Arranges the file in either ascending or descending 


sequence. 


h. Allows the termination of a Tag Sort with either address 


output or control record output. 


i. Permits the sorting operation to be interrupted and then 


restarted. 


j. Provides for a record count and block count during input 


and output phases. 


k. Provides for the printing of the readable portion of 


unreadable input records (with an optional halt). 
Ls Sorts as many records as can be held on the disk work area. 


m. Deletes or selects records during the input phase, under the 
control of a given charactér in any specified location 


within the record. 


n. Processes a standard tape header and/or trailer label, also 
any non-standard tape header label (with or without trailer 


labels) up to 80 characters in length. 


>>> SGIV 


continued 


Provides for the user modification of generated programs at 


the symbolic level. 


Provides an area of memory for the insertion of Translation 


Tables to utilize the Transfer and Translate command. 


Operates with or without the Operating System. 


Generates programs for execution in either a batch or 


multi-programming mode. 
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SECTION 6 
MCP IT ASSEMBLER FUNCTIONS 


GENERAL. 

MCP II provides Advanced and Basic Assemblers as self-contained func- 
tions within the disk and magnetic tape versions. The assemblers (as 
well as several related functions) can be initiated either program- 
matically or manually by issuing an appropriate function call to the 


Executive Controller. 


The MCP ILI Basic Assembler is a subset of the B 300 Basic Assembler 
(ASO14). SPO messages have been added, and most of the halt-operators 


eliminated. 


The MCP II ASOP Assembler is a subset of the free-standing Advanced 
Assembler (ASO16). It will produce object programs that optionally 
are "memory floatable" to allow multiprogramming. In addition the 
assembler will automatically create interrupts after the issuance of 
an 1/0 operation, so that the multiprogramming capability can be fully 


utilized. 


Also available for use is a modified version of the ASOP Assembler 
which may be obtained from the latest Software Master. This assembler 
may be used in lieu of the BASIC and ASOP Assembler. The enhanced 
features include a 19.2K Disk Assembler with all ASOP features, capa- 
bility to enter Basic Assembler Routines, and a resident Macro 
Library. This Assembler will make a significant difference in 


assembly time whenever a Macro Library is required. 


The following pages within this section provide a detailed descrip- 
tion of the Assembler and its related functions. These functions are 


listed in table 6-1. 


Additional operating procedures may be found in the MCP II Operations 


Manual (1043783), and in the Basic Assembler Reference Manual 
(1035813). 


Table 6-1 


Assembler Function 


_ Description 


Basic Assembler Call 


Re-reference Basic Assembler 
Symbolics Call 


Advanced Assembler Call 
Re-reference Analyzer Call 
Create Macro Library Tape Call 


Create Systems Tape 


>>> ASBL 


BASIC ASSEMBLER CALL (> > > ASBL). 
The Basic Assembler will not operate ina stacked input mode, but re- 


turns control to the Executive Controller at the end of every assem- 


bler output process. If successive assemblies are required, it will 
be necessary to place an ASBL Call Card in front of each symbolic deck 


of the batch. 


The MCP II Basic Assembler output is in the form of an auto-load 
object program deck, and does not contain the "flotation code" needed 


for multiprogramming. 


The peripherals required to use this assembler are: Two scratch- 
tapes (designated units one and two), card punch, and a line printer. 


The assembler may be called through the SPO or card reader. 


The ASBL Function format is as follows: 


>>r>ASBLX 
l1-----7 8 
where: 
a. x - type of symbolic source input. 
B - binary coded magnetic tape input. 
blank - punched card input. 


>>> REFR 


RE-REFERENCE BASIC ASSEMBLER SYMBOLICS CALL (> >> REFR). 
The purpose of this function is to re-assign reference points within 
a Basic Assembler symbolic source program card deck, and to produce a 


reference program listing and new source card deck. 


This function utilizes the card reader, line printer, card punch, and 
magnetic tape unit. Symbolic source input is entered through the card 


reader, and is followed by a standard End-of-File card. 


The REFR Call format is as follows: 


=>P-r-REEFRX 
1--+--- 7 8 
wheres: 
ae xX - variable entries. 
C - stacked programs are assigned consecutive numbers. 
blank - the first page number of every program starts 


with number O1, and is numbered consecutively until 


another program in the input stack is processed. 


>>> RP&L 


RE-NUMBER BASIC ASSEMBLER SYMBOLICS SPECIFICATION CARD (> > > RP&L). 


The purpose of this card is to reassign specific page and line numbers 


within the 


Basic Assembler symbolic program source card deck. 


This card must be used in conjunction with the REFR Function call. 


After the REFR Call is initiated, the following format for the RP&L 


specification card is used. 


Segal 

eV des,» coh 
where: 

a. p 

b. da 


RP&Lpl 
Siete BO 


- page number to be assigned at the point of insertion. 


- line number to be assigned at the point of insertion. 


>>> ASOP 


ADVANCED ASSEMBLER CALL (> > > ASOP). 

The MCP IIT Advanced Assembler returns control to the Executive Con- 
troller at the end of every assembly output process. If successive 
assemblies are required it will be necessary to place an ASOP Call 
card in front of each symbolic deck to be processed in the batch. 

The output produced by the MCP If Advanced Assembler will be in the 
form of an auto-load object program deck, an auto-load object program 
magnetic tape, or the auto-loads may be placed on a specified disk 
file area for the creation of a Program Add Tape (depending on the 
coding of the HEAD card). If Multiprogramming Macros are utilized, 


the auto-load data will contain multiprogramming flotation code. 


If a macro library tape is used as input, mount the macro library 

tape on magnetic tape unit (MTU )#1, ready the line printer, and enter 
the ASOP Call. Additional operating procedure can be found in the 

MCP IIT Operations Manual (1043783). Instruction format for ASOP can 
be found in the Advanced Assembler II Reference Manual (1042769). 


The ASOP Call format is as follows: 


>>>A 8 O P t u bbb bb db 

1--- - =- % 8 9 10 = = = = 15 
where: 

a. t - type of input device code. 


B - binary magnetic tape. 

C - card reader. 

- disk file (96-character segment). 
- disk file (240-character segment). 
disk file (480-character segment). 
- BCL magnetic tape. 


Hs 3 BO 
i 


- paper tape reader. 


b. u - unit number of the specified type device. If the type 


of unit has been specified as being D, E; or F then this 


>>> ASOP 


continued 


entry must contain the high-order digit (MSD ) of the 
beginning address where the file is to reside within 


the disk file. 


c. bbbbbb - disk file address. | The six lower digits of the 
beginning address where the File is to reside within the 
disk file. If the type of unit has been specified as being 
D, E, or F then position 10 may contain an N (if the type of 
unit specified is not D, E, or F) to suppress the punching of 


card auto-load output. 
The following messages may be displayed on the SPO. 


a. TYPE FOR HEADER NOT SPEC AS C - T-M-+B-D-E-F 
An invalid type of input device has been specified for 


the HEAD. The system operator recalls ASOP. 


b. 15ST RECORD NOT HEAD 
The first record of the source input is not the HEAD. The 


system operator must correct the situation and recall ASOP. 


c. WORKING STORAGE INV 
The type of working storage specified in the HEAD Record 
is incorrect. The system operator must correct the card 


and recall ASOP. 


d. WORK TAPES ON x AND y 
This message verifies the specifications contained in 
columns 31 and 32 of the HEAD Record. No system operator 


action is required. 


e. LT bbbbbbb/eeeeeee R W/A bbbbbbb/eeeeeee 
This message informs the system operator of the assigned 
disk file working-storage anpas pertaining to the beginning 
(bbbbbbb) and ending (eeeeeee) addresses of the Label Table 
(LT) and the symbolic Record Work Area (R W/R). 
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>>> ASOP 


continued 


f. INV I/O 
Disk file input has been specified along with a magnetic tape 
work-storage declaration. The system operator must change 


the input to some media other than disk file and recall ASOP. 


@. WORK TAPES ON x AND y A/L bbbbbbb 
This message informs the system operator of the assigned 
beginning (bbbbbbb) disk file address where the object pro- 
gram auto-load images will be stored. Reference item d for 


an explanation of x and y. 


h. NOT ML 
This message informs the system operator that the magnetic 
tape mounted on MTU-1 does not contain the Macro Library. 
The systems operator must mount the proper tape and recall 


ASOP. 


i. E Sfu 
This is a MCP II magnetic tape version request that the 
system operator enter a MTU. The MTU is used for memory 


retention. Any assembler work tape can be used for this 


purpose. 


The format for the ASOP Head Record is illustrated in figure 6-l. 


>>> ASOP 


continued 


DISK FILE ADDRESSES 
MUST BE 


REQUIRED 
UST BE BLANK 


x 
0 
1 


22222212 22 2 2/212 2 2 2/212/2/2/2/2/2 21212/2|2/2/2 ee ete eae 
333333/3993 31313 3 3 3[3[3/3/3}9|9|3 33 [3/3/a/aia4s 3]a 3.3.3.3 3/3993 9 3/3 3.339919 93333/999999933399999999993333 
GAMMA AAA AA MAA GA AIAMIAAAIAIG 444 4ibiaid eee eee ee ooh eee 
5555551555 5 S|5}5 5 5 51515/5/5|5|515 SIS I|s|s|o|5{5 5/5 5555515 55555155555 5155555 51555555555555555555555555 
6 66666/6666.61616 6.6 6161616161666 6leleleleleleB ols 6666 6) 666665 GE66 5565556666 66666666666665555566 
PEREELERARIULEARUUUUUL UU UGE RRR RRR RRA RRR RRR ORR EERE RAEEEREEEESE 
188880/s880sls\00. slalelslelals slalelellaley alee s sess seessleccsssissescessesssossseccssccsseses 
sag gealo age aisles a alolaleialolel slolallelolon slag ggaswgegesiegogasiegogssiegggggggsgsgagsssssgsess 


120 730 BS) 32}33 34 35 3S 37 38138 40 41 42 43 44145 46 47 48 49 50/51 52 53 54 55 58/57 58 58 60 61 62 63 0? 70 71 72 73 74 TS 76 77 78 78 00 


Figure 6-1. Head Card Format 


Columns : Description 
1-6 This field is reserved and must be blank. 
7-11 Program identification that is later punched into 


columns 72-77 of the; resultant auto-load object pro- 
gram deck and placed on each page of the output list- 
ing. Any Coe ae ton of letters and/or digits is 
acceptable. When loading/updating the program 
library, this field should (as a reference) contain 


the current date (MMDDY ) . 
Ble’ Processor memory capacity. The acceptable codes are: 


ae 2 = signifiles 9.6K system. 


b. 4 - signifies 19.2K system. 


13-16 The entry HEAD must be entered in this field to 


identify a program header card. 


17 This field is reserved and must be blank. 


Columns 


18 


19 


20 


21 


Ae 


>>> ASOP 


continued 


Description 


Source input sequence check. The acceptable codes 


are as follows: 


a. N - sequence checking is required. 
b. Blank - sequence checking is not required. 
sreates a renumbered source deck. The acceptable 


codes are as follows: 


a. A - renumbered deck is required. 


b. Blank - renumbered deck is not required. 


If A is coded, the output listing will reflect the 
new numbers. If column 18 is blank, the input 


sequence number is checked. 


The Macro Library is created prior to, or used during 


assembly. The acceptable codes are as follows: 


a. UL - Macro Library is created prior to 


assembly. 


b. M - the ASOP Macro Library magnetic tape 


must be present during assembly. 
c. Blank - macros are not required. 
This field is reserved and must be blank. 


Creates a symbolic listing on magnetic tape (binary). 
Each source input record is placed on tape in a for- 
matted 120-character record preceded by the OP Code 
and M and N variants of the print instruction. The 


acceptable codes ares 


Ae 1 thru 5 - indicates which MTU is designated 


to create a print tape. 


b. Biank - print tape not required. 


>>> ASOP 


continued 


Columns Description 
23-24 This field is reserved and must be blank. 
25 Auxiliary auto-load output media. The acceptable 


codes are as follows: 
ae D - disk file. 


b. 1 thru 6 - indicates which MTU is designated 


for binary magnetic tape card images. 


c. Blank - none are required. 
26 Punched card auto-load output/paper tape auto-load 


output. The acceptable codes are as follows: 


a. P - punched card output. 
b. I = paper tape output. 


ec. Blank = indicates that neither is required. 


27 This field is reserved and must be blank. 
28 Input media is used as input. The codes are: 
a. B - magnetic tape (binary) card image. 
b. C - punched cards from the card reader. 
c. D - disk file - 96 character segments. 
. E - disk file - 240 character segments. 
. $F - disk file - 480 character segments. 
. M - magnetic tape (BCL) card image. 
29 Input media unit number. The acceptable codes are: 
a. 1 or 2 - card or paper tape reader. 
b. 1 thru 5 - magnetic tape unit. 
30 Working storage media that is used during process 
assembly. The acceptable codes ares: 


>>> ASOP 


continued 


Columns Description 
a. D - disk file - 96 character segments. 
b. E - disk file - 240 character segments. 
. $F = disk file - 480 character segments. 
- M - magnetic tape. 


31-32 Working storage media unit number or the disk file 
storage unit that is used during program assembly. 
Two units must be designated. The first unit is 
entered in column 31 and the second in column 32. 


The acceptable codes are as follows: 


Ae O thru 9 - disk file. 
b. 1 thru 5 - magnetic tape. 


33-38 Beginning address of the working-storage area on disk 


for the unit specified in column 31. 


39-44 Ending address of the working-storage area on disk 


for the unit specified in column 31. 


45-50 Beginning address of the working-storage area on disk 


for the unit specified in column 32. 


51-56 Ending address of the working-storage area on disk 


for the unit specified in column 32. 


57-80 This field may be used for remarks by the user. The 
remarks will be printed at the top of each page of 
the output listing. 
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>>> RFAZ 


RE-REFERENCE ANALYZER CALL (> > > RFAZ). 
This function is used to produce a cross-reference listing of the 


source programs written in MCP II Advanced Assembler. 


This function will process symbolic input from punched cards or 


magnetic tape. 
The format for the RFAZ Call is as follows: 


>>RPAZ i 
ase of SR 


a. i - type of input. 
B - magnetic tape input (binary). 


C - punched card input. 


Error messages and additional information may be found in the MCP II 


Operations Manual (1043783). 


>>> CMLT 


CREATE MACRO LIBRARY TAPE CALL (> > > CMLT). 

This function will create a Macro Library Tape. It converts the Macro 
Edit Routines to magnetic tape with 480-character binary records. All 
symbolic macro cards are read and written to tape as binary card image 
records. The first card of each macro must contain the macro name in 
columns 2-5, preceded by a plus (+) in column 1. Macro routines in 
symbolic form may be added to the library tape by maintaining the as- 
cending macro name sequence, and by placing an appropriate "spec-card" 


with the macro name prior to the symbolic as noted in this paragraph. 


The CMLT Function requires that the symbolic macro routines be 


arranged in an ascending macro name sequence. 


The CMLT creates a Macro Directory during the symbolic card-to-tape 
operation and writes it to tape. This operation also includes a 


search routine as the last record on tape prior to the tape mark. 


The CMLT Function is called by the ASOP Assembler of MCP IT when col- 
umn 20 of the HEAD Record is coded L. It is necessary to previously 
construct the Macro Library Tape prior to the execution of ASOP, 


because the macro routines will be required by the source program. 


The multiprogramming macros obtained from the latest Software Master 


are used as input for this function. 


A scratch Tape is needed on MTU #1. The CMLT Function format is as 


follows: 


SSC Mit 
-----7 


Additional operating instruction and error messages may be found in 
the MCP II Operations Manual (1043783). 


>>> CSTP 


CREATE SYSTEMS TAPE (> >> CSTP). 

This function is primarily used to assemble the Operating System. It 
may be used to assemble Multiple Advanced Assembler Programs from a 
binary card image tape without manually recalling the ASOP Assembler 
after each assembly. Output auto-load records will be magnetic tape 
in binary card image form. The auto-load tape may be used as input to 


PADR for the creation of a program add tape. 


The CSTP Function format is as follows: 


>>r>csTPnt 

l1---+-+-+789 
wheres: 

a. n- systems tape. 


1 - Tape/Disk Operating System. 
3 - Multiprogramming Operating System (MCP II). 


4 - Multiprogramming Operating System and 19.2K 


Supervisory Control Program. 
be. t - symbolic listing code specified in the HEAD Record. 


The CSTP Function performs all the operations necessary to create a 


system tape from a symbolic binary tape. 
The following format is used to create a binary card image tape. 
a. PADD record for a Tape Operating System. 


b. Auto-load records of all the programs in the Tape Operating 
System. 


Cy Standard End-of-File Record. 


d. PADD record for the Disk Operating System, or the Disk 
Operating System plus the Supervisory Control Programs (SCP). 


>>> CSTP 


continued 


e. Auto-load records for the Disk Operating System Programs. 


f. If MCP II/SCP is specified, auto-load records for SCP. 


g&. Standard End-of-File Record. 


CSTP passes the necessary parameters to call in PADR and create 


system tape. 


NOTE 
The PRTB Function of MCP II is designed 
to print BCL records; however, this 
function may be used if the tape reads 


are manaully changed to a binary read. 


the 


SECTION 7 
OPERATING SYSTEM ASSEMBLER 


GENERAL. 

The Operating System Assembler (ASOP) is an enhanced version of 
Advanced Assembler II. Primary features include name and program 
point labeling (with entry incrementing and decrementing capabili- 
ties), Control Transfer and Edit Commands, a program debugging package, 
memory dumps, library capabilities, and a large complement of pseudo 


and macro commands. 


INPUT CAPABILITIES. 
The Operating System Assembler permits the input source program to be 
in the form of punched cards, punched paper tape, magnetic tape, or 


disk file. 


PUNCHED CARD. 


Punched Card input is any valid character. 


PAPER TAPE. 
Paper tape input must be an eighty character card image format and 
contain any valid character. The input tape is not rewound before 


assembly. 


MAGNETIC TAPE. 

Magnetic tape input can be in a BCL or binary mode, but both modes 
must contain card image records. Binary records may contain any valid 
character. Group marks cannot be used in the BCL mode. The input 
tape will not be rewound prior to assembly, thus allowing multiple 
assemblies from the same tape. Output from an assembly may be pro- 
duced on the same tape as the input source program, but the input 


source program is destroyed. 


DISK FILE. 
The disk file input must be blocked as follows: 


a. Block-.size must be 480 characters. 


be. Bach block must contain six card image records. 


(eau 


The input data must be located at the disk address specified in the 
program header card. If the head record is on the disk file it may be 
either the first record of the first block, or located in a separate 


block. Input is destroyed during the assembly process. 


ADVANCED ASSEMBLER LANGUAGE. 
Throughout this section references will be made to the coding form 
illustrated in figure 7-1. The fields and their various uses are 


descrited in the following paragraphs. 


CODING PROCEDURES. 

Each line of coding form represents one entry (an instruction or a 
constant) that is divided into nine fields. In preparing the symbolic 
program, it is important that all of the entries be made in the cor- 
rect fields and columns. References are made in the following para- 
graph to any "acceptable character." <A question mark is not a valid 


character. 


PAGE (COLUMNS 1-3). 
The page number is a three-position alphanumeric field that is used to 


sequence multiple sheets of coding. 


LINE (COLUMNS 4-6). 

The line entry is a sequence number for each line of user code. This 
field is usually numeric with the units position (col. 6) reserved to 
indicate the insertions of additional entries after initial coding is 


complete. 


If sequencing is required, columns 1-6 will be checked during assembly 


by the standard collating procedure. 


SYMBOLIC LABEL (COLUMNS 7-12). 

The symbolic label is a group of characters that serve as a name of an 
address in memory. The assembly process will assign a unique address 
to each unique symbol appearing in the program. Two types of entries 


are permissible as symbolic labels: Symbolic Names and Program Points. 


Burroughs ADVANCED ASSEMBLER II CODING FORM 


DATE 


PROGRAM IDENT. 


B ADDRESS C ADDRESS 


PROGRAMMER 


CHAR. 
INCR, 


F.L.C! 


EL 
NX 


a EE Dig iQ Q gg E AWN QQ QQ Kg QQ He JAWS 


WX 
jE EEEEELEEceceecereeeeece 


EQ QQ QQ QQ QQ QQ KC Qh AK QQ \ Qu AAA 


8 D)WYVSQS<g (QQGM\ GQ Gg J, A AAAI 


¢ - N o" 
°o = = - - 


CHAR, 
| |relingn: | TAs 


TAG 


A ADDRESS 


CHAR, 
Pw [w [ve | pool 


OP 
CODE 


SBE PTT isis es Eee slop SE pe oe LL. rabrs|rs}77/78}79]80 


Ino 1| LABEL 


LINE | symMBOLIC 


Form 1041969 


Printed in U.S. America 


Coding Form 


Figure 7-1. 


SYMBOLIC NAME. <A symbolic name is a collection of from one to six 
alphanumeric characters (including blanks). The first character must 
appear in column 7 of the Symbolic Label Field. Special characters 
are permissible in any position of the symbolic label except the 
first. Characters other than a decimal point should normally be used 


(figure 7-2). 
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Figure 7-2. Acceptable Symbolic Names 


PROGRAM POINTS. These points are reusable two-character labels, the 
first character is a decimal point and the second character is alpha- 
betic (A through Z). Each alphabetic character may be used a maximum 
of 100 times. The relative position of each program point address 


indicates its use. 


Between two program point addresses having the same character, a pro- 
grammer may prefer to minus that specific character (meaning the last 
program point defined with that letter) or he may prefer to plus that 
character (indicating the next symbolic program point of that 


particular character, figure 7-3). 


OP CODE (COLUMNS 13-16). 
Standard mnemonic operation codes are a left-justified entry. Table 
7-1 lists the acceptable mnemonic operation codes. This field is also 


used for assembler control commands. 
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Mnemonic 
Operation Code 


Table 7-1 (cont) 


B 500 Standard Mnemonic 
Operation Codes 


Operation 


CNU 


Compare Numeric Branch on Unequal 


Branch Conditional 


Branch Unconditional 


Interrogate 
Interrogate 
Interrogate 
Interrogate 
Interrogate 
Interrogate. 
Interrogate 
Interrogate 
Interrogate 
Interrogate 
Interrogate 
Interrogate 
Interrogate 


Interrogate 


Card Reader 

Paper Tape Reader 

Card Punch 

Paper Tape Punch 

Line Printer 

Lister 

Supervisory Printer 
Magnetic Tape Unit Read 
Magnetic Tape Unit Write 
sense Switch 

Bit branch on Equal 

Set Bit 

Reset Bit 


Bit Branch on Unequal 


No Operation 


Halt and Branch 


Transfer Character 


Transfer Character and Branch 


Table 7-1 (cont) 


B 500 Standard Mnemonic 
Operation Codes 


Mnemonic 
Operation Code 


Operation 


Transfer Zone 


Transfer Zone and Branch 


Transfer and Translate (Table 1) 


Transfer and Translate (Table 2) 


Transfer and Translate (6 bit to 12 bit) 


Data Compress 


Data Expand 


Mask 


Card Read 


Card Read Branch Busy 


Card Read Binary 


Punch Card 


Binary Card Punch 


Print on Line Printer 


Print on Lister 


Print on Lister 


Print on Lister 


Skip/Space on Line Printer 


Skip/Space on Lister 


Slew Lister 


Print on Supervisory Printer 


Toi 


Mnemonic 
Operation Code 
Deter ne 


BRD 
PRD 
PSF 
PSB 
PRW 
PWR 
DFW 
DFR 
DFC 


DFI 


Table 7-1 (cont) 


B 500 Standard Mnemonic 
Operation Codes 


Operation 


Supervisory Printer Read 


Sorter-Reader Demand 


Sorter-Reader Flow 


Control Sorter 


Magnetic 
Magnetic 
Magnetic 
Magnetic 
Magnetic 
Magnetic 
Magnetic 


Magnetic 


Paper Tape 
Paper Tape 
Paper Tape 
Paper Tape 


Paper Tape 


Tape 
Tape 
Tape 
Tape 
Tape 
Tape 
Tape 


Tape 


Read 

Write 

Erase 
Backspace 
Rewind 
Memory Write 
Write Binary 


Read Binary 


Read 

Space Forward 
Space Backwards 
Rewind 


Write 


Disk File Write 


Disk File Read 


Disk File Check 


Disk File Interrogate 


Table 7-1 (cont) 


B 500 Standard Mnemonic 
Operation Codes 


Mnemonic 


Operation Code Operation 


Data Communication Read 
Data Communication Write 


Data Communication Interrogate 


VARIANT (COLUMNS 17-20). 

For transfer type commands or any of the six permissible compare 
commands, the Variant Field is treated as a four-digit numeric field. 
For other commands it is separated into M and N variant fields of two 
characters each. The M and N variants can represent any value indi- 
cated by the Systems Reference Manual (1042769). Leading zeros are 


permitted (but not required) for any numeric variant. 


If the variant is part of the machine language operation code, the 
variant field may be left blank and the assembler will insert the 
proper character. If it is required to override the assembler, inser- 
tion of the M and/or N variant (or both) may be forced by inserting an 
@ sign in the high-order position of the field, and the desired char- 
acter in the lower position of the variant (figure 7-4). The 


insertion character will not be error checked. 


A ADDRESS 
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A 


Figure 7-4. Forced M and N Variants 


To force the M and N variant ina transfer type command, a single @ 
sign is entered in column 17, followed by the two characters to be 


inserted (figure 7-5). 


BVMBOLICL 266 A ADDRESS B ADDRESS 
LABEL | coDE 


Figure 7-5. Forced Transfer Variants 


For transfer and compare type of commands, the variant field is nor- 
mally a four-digit numeric field indicating the number of characters 
to be operated on. If the number of characters specified is greater 
than 132 (transfer type commands), or greater than 12 (compare type 


commands), an error flag is printed. 


A, B, AND C ADDRESS FIELDS (COLUMNS 21-56). 

All three address fields have essentially the same characteristics; 
therefore, only the entries for one will be described. Each Address 
Field is divided into a tag forced last character and character incre- 
ment. The Tag Field becomes the base or starting address while the 
character increment is used as an extension of the base address. The 
paragraphs that follow describe the coding for each segment within the 
address field. 


TAG. The following type of addressing is permitted. 


a. Symbolic name. 
b. Program points. 
c. Self-addressing. 


d. Machine absolute. 


symbolic Name. 
Symbolic names refer to the address assigned to the corresponding 


symbolic name in the label field (figure 7-6). 
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A ADDRESS 


Z gy 


Figure 7-6. Symbolic Name 


Program Point. 


Program points are entered as either plus or minus, and followed by an 
alphabetic character. A minus followed by a single letter (figure 
7-7) refers to the last symbolic label identified by a decimal point 
followed by that particular letter. <A plus and a letter refers to the 
next symbolic label identified by a decimal point, followed by that 
character. If the symbolic label field is identified by a decimal 
point followed by a character, and the address field refers to that 
same character as a program point, the minus program will reference 
the current line of the program. The plus program point refers to the 


next symbolic label identified by that character. 


A ADDRESS 


gY 


Figure 7-7. Program Point as an Address 


Self-Addressing. 


Self-addressing is indicated by an asterisk in the high-order position 
of the tag field of an address, followed by five blanks. It refers to 
the address of the OP Code position of the entry being written. 
Reference figure 7-8. The B Address is transferred to the OP Code 


Field of this instruction. 
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SYMBOLIC | oP |VARIAN A ADDRESS B ADDRESS 
LABEL CODE TAG 
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Figure 7-8. Self-Addressing 


Machine Absolute. 
Machine absolute coding is indicated by an @ sign in the high-order 
position of the tag field of the address, and followed by a three- 


character machine address constant user entry (figure 7-9). 


SYMBOLIC 
{| LABEL 


Figure 7-9. Absolute Address 


LITERALS. Literals may be packed in the unused fields of an 
instruction (figure 7-10). | 
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Figure 7-10. Packing Literals Within 
An Instruction 


In addition, literals are permitted in the A Address of an ADM command, 
and the B address of DEC and DCC commands. ‘This special case applies 
only to these commands. The literals are written with a # sign, fol- 


lowed by one to four numbers whose value is O through 1199 (figure 


7-11). The numeric is left-justified and refers to the number of 
characters to be added. The number is converted to the appropriate 
number of words and characters for inserting a machine language com- 
mand. Preceding zeros may be used provided the length of the literal 


(including the # sign) does not exceed five characters. 
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Figure 7-11. ADM Literal 


CHARACTER INCREMENT. Character incrementation will cause the tag 
address to be modified by the number of words and characters entered 
in the Character Increment Field (figure 7-12). The two most signifi- 
cant digit positions represent the word(s) increment, and the least 
significant digit position represents the character increment. 


Character increment is described as follows: 


a. O- zero increment. 

b. @ OP code position of word. 

c. lor M - M variant position of word. 

d. 2 of N - N address position of word. 

e. 3 or A - A address position of word. 

f. 4 or 5 - Fourth or fifth position of word. 
ge. 6 or B - B address position of word. 

h. 7 or 8 - Séventh or eighth position of word. 
i. 9 or C - C address position of word. 

j. # or T - Tenth position of word. 

k. @ oor E - Eleventh position of word. 
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Figure 7-12. Character Increment 


F.L.C. (FORCED LAST CHARACTER). The F.L.C. entry is the final step 
for developing an address by the assembler. This entry causes the 
specific character to be inserted into the low-order position of the 
assembled address (figure 7-13). The forced last character takes pre- 
cedence over the resultant address formed by the tag and character 


increment. 
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Figure 7-13. Forced Last Character 


REMARKS (COLUMNS 57-80). This field provides the user with a means 
of documenting his output listing. Any acceptable character may be 


entered in this field. 


PSEUDO INSTRUCTION. 

Pseudo and macro instructions are important features of this assembler. 
The two types of instructions are written in the same general format 
as machine instructions, but their affect on the assembly program is 


quite different. 


Macro instructions can be described as generative type instructions; 
whereas, pseudo instructions may be defined as information given the 


assembler in the form of a symbolic instruction that describes the 


7-14 


program being assembled, or a specified manner of assembly. A pseudo 


instruction does not usually generate object code in an assembled 


program. 


Pseudo operation code is written in the operation field while the 


variant and address fields contain the information to define the 


effect of the pseudo operation. If a symbolic label is associated 


with a pseudo instruction (other than EQU) it will be assigned the 
current setting of the location counter (the internal counter the 
assembler uses to keep track of assigned addresses) prior to any 


adjustment of the location counter by the pseudo operation. 


The following pseudo operations are treated as entries, and are 


documented as follows: 


SLC (SET LOCATION COUNTER). 
The SLC is a pseudo instruction that sets the location counter to the 


value entered in the A Address Field. The A address may be a machine 


language address or a previously defined symbolic name (see figure 
7-14). Character incrementation may be used to advance the location 


counter ahead of a current value. If the Location counter is set 


backward, or if the A address contains a non-existent machine address 


for a specific object system, an error message will be printed. 
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Figure 7-14. Adjusting the Set Location Counter 


Cal) 


ALC (ADJUST LOCATION COUNTER). 

The ALC instruction will adjust the location counter indicated by 
the M variant. If the low-order position of the M variant has an 
entry, the location counter will be set forward, (if required) so 
that its low-order position equals the low-order position of the M 
variant. If the high-order position of the M variant has an entry, 
the location counter equals the high-order position of the M var- 
iant. If both the high and low-order positions of the M variant 
are filled, then both the units and tens position of the location 


counter will be adjusted in that order(figure 7-15). 
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Figure 7-15. Adjusting the Location Counter 


EQU (EQUATE). 

The label in the Symbolic Label Field is assigned the same address 
as the entry in the A Address Field. The A Address Field entry must 
either be machine language, or does not exceed the present address 
of the location counter (except by character incrementation). 


Figure 7-16 illustrates the entries that equate A and B to machine 


address. 
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Figure 7-16. Equate Statements 
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CST (CONSTANT). 

The length of a constant is specified by an entry in the M and N 
Variant Field. <A maximum of 60 characters of data may be entered in 
each constant line starting at the high-order position of the A 
Address Field (figure 7-17). Constants longer than 60 characters 
will use the first 60 characters of the entry, and the balance of 
the field will be filled with blanks. 
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RSV (RESERVE MEMORY). 
This entry is similar to CST, except that the entire area is set to 


blanks (figure 7-18). Any part of the Address or Remark Field can 


be used for comments. 
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Figure 7-18. Reserving 728 Character Positions 
Labeled TAPEIN 


HDG (HEADING). 
This instruction is used to insert remarks on an assembly listing. 


All information contained in this record is printed. The M and N 


variants of this pseudo operation controls the spacing and skipping, 
before printing (M variant) and after printing (N variant). Error 
checking is not performed on the variant coding. If the M and N vari- 


ants are left blank, a single space will not be executed (figure 7-19). 


These options provide form spacing for segmenting the program listing. 
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Figure 7-19. Normal Heading 


OVR (OVERLAY). 
This instruction defines an overlay starting with the next instruction 


and continuing to an OVR or END command. The next instruction will 
have the address specified by the A address that has the same require- 


ments as the SLC command (figure 7-20). If this is the first OVR 


A ADDRESS 


Figure 7-20. Typical Overlay Card 


entry encountered in the program, the auto-load records for the object 
program will be produced to the end of the object memory as specified 
by the HEAD card (unless the location counter is set to 000). 


Subsequent overlays will terminate after the last character is used. 


The last auto-load output of each overlay segment will contain aster- 
isks in columns 61-63, a sequential overlay segment number in column 
64-65. (O1-xx), program identification in columns 72-76, and card 


sequence number in columns 72-80. The remaining columns will be blank. 


Overlays may start or terminate at a non-module-O address. All auto- 
load cards (except the last) will contain 60 characters with the 
applicable beginning address in columns 61-63 and word character count 


in columns 64-65. 


An overlay entry will always start at the beginning of a new page on 
the program listing; therefore, an OVR will force a skip to channel 


one. 


SAD 3 (SYMBOLIC THREE-CHARACTER ADDRESSES). 
This instruction generates a three-character address constant (figure 


7-21). 


4 


Figure 7-21. 6-Character - 2 
Part Constant 


GPMK (GROUP MARK). 


This instruction generates a one-position constant consisting of a 


group mark (figure 7-22). 
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Figure 7-22. 1-Character Group Mark 


TPMK (TAPE MARK). 
This instruction generates a two-position constant consisting of a 


tape mark followed by a group mark (figure 7-23). 
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Figure 7-23. Tape Mark Coding 


END (END OF PROGRAM). 
This instruction must be the last program entry (figure 7-24). 
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Figure 7-2h. End Coding 


MACRO INSTRUCTIONS (NON-MULTIPROCESSING 


Macro instructions cause the assembler to place various address pa- 


rameters into the skeleton taken from the Macro Library. The skeleton 
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then becomes the desired subroutine and is assembled into the symbolic 
program. The macro instruction is included in the program by writing 
the name of the macro instruction in the OP Code Field, and the pa- 


rameters of the macro instruction in the A, B, and C Address Fields. 


The following macro instructions are treated as entries, and 


documented as follows: 


LNK (LINK TO ROUTINE). 

This entry will create a two instruction linkage to a routine. The A 
address is the required branch-to address. The B address is the exit 
location of the sub-routine. The C address is the address where con- 
trol will return after the routine is completed. If the C Address 
Field is blank, control will return to the instruction following the 


LNK entry (figure 7-25). 
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Figure 7-25. Link to a Subroutine With a 
Return to the Next Instruction 
and a Return to X 


SET (SET EXIT ADDRESS). 

This macro instruction is similar to LNK except that a branch is not 

taken. The A Address Field contains the routine exit location. The 
B Address Field specifies where control will return after the routine 


has been completed. 


If the B Address Field is blank, control will return to the 
instruction following the SET entry (figure 7-26). 
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Figure 7-26. Set Exit for Return to Next 
Instruction, and Set Exit 
for Return to X 


OUTPUT CAPABILITIES. 

The Operating System Assembler allows the assembly process output to 
be either a printed copy, magnetic tape, or punched paper tape rec- 
ords. A multiple output media may be specified for either the program 
listing and/or the auto-load assembly output, but a program listing 


must be printed. 


PROGRAM LISTING. 
A portion of a program listing is illustrated in figure 7-27. Except 
for the following exceptions, the format is generally the same as the 


Basic Assemblers. 


The listing is single spaced with a normal End-of-Page sensing. Page 
control is provided within the Header (HDG) entries. An Overlay (OVR) 
entry will cause an automatic skip to a new page. Auto-load output 
information is also shown on the program listing with a card number 
shown for each entry. A Reserve (RSV) entry shows only the beginning 
auto-load number; however, a Constant (CST) entry indicates the auto- 


load information up to the first sixty (60) positions of the entry. 
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Figure 7-27. Operating System Assembler 
Program Listing 


AUTO-LOAD. 
Auto-Load output consists of 160 or 320 cards in the standard, 


module-O, five-instruction-per-card format (figure 7-28). 
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Figure 7-28. Auto-Load Program Card 


Auto-load Record Contents Card Column 
Instruction or data 1-12 
Instruction or data 13-24 
Instruction or data 25-36 
Instruction or data 37-48 
Instruction or data 49-60 
Storage address 61-63 
Number of words 64 
Number of characters 65 
Relative Address Codes 67-71 
Identification 72-77 


Card number 78-80 
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Auto-load output for program overlays (except the last card) contain 
60 characters of data with the applicable beginning address and word- 
Character count. An overlay segment can begin or terminate at a non- 
module-O address. The program listing includes the auto-load card 
number for each entry. An end of overlay segment output will be 


produced using the following format. 


Card Column Contains 
1-60 Blanks 
61-63 * * * 
64-65 Sequential overlay No. (01-99) 
66-71 Blank 
72-76 Program identification 
77-80 Card sequence number 


The following is a list of multiprogramming MCP II Relative Address 


Codes. Columns 67-71 of the auto-load record may contain these codes. 


Field(s) To Be 


BCL Code Bit Configuration Incremented 
vA AB1 OP 
S AB2 A 
T AB21 OP & A 
U AB4 B 
Vv AB41 OP & B 
W AB42 A&B 
X AB421 OP, A&B 
Y AB8 C 
Z AB81 OP & C 
: AB82 A&C 


Field(s) To Be 


BCL Code Bit Configuration Incremented 
% AB821 OP, A&C 
# AB84. B&C 
= ABB41 OP, B&Cc 
] AB842 A, B&Cc 
" AB8421 OP, A, B&c 
Blank AB NONE 


The bit codes are as follows: 


OP Code Fields 
A Address Field 
B Address Field 
C Address Field 


ao FN 
| ee | | 


AUTO-LOAD OUTPUT ON MAGNETIC TAPE. The output on magnetic tape 


consists of 80-character binary card image records. 


AUTO-LOAD OUTPUT ON PAPER TAPE. The output on paper tape consists of 


80-character auto-load image records. 


AUTO-LOAD OUTPUT ON DISK. The disk output consists of 80-character 
auto-load image records blocked six records per 480-character block. 
The area immediately following the last specified work area is used 


as the output area if disk auto-load is specified. 


RENUMBERED SYMBOLIC PROGRAM DECK. The ASOP Assembler provides the 
user with an option to request that a renumbered symbolic program deck 


be punched on cards. 


The program output listing will reflect the new page and line number; 
however, if a sequence check is desired, the original input page and 


line number will be checked. 
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Method of Specification. 
The ASOP Assembler requires a program HEAD Card preceding each program 
being assembled. (Reference the ASOP Assembler Function for Header 


information, ) 


The HEAD Card provides the assembler with the output requirements for 
the assembly process, specifies the work storage units, defines the 
object system, and indicates the media for the input source program. 


The HEAD Card is edited prior to the assembly process. 


SECTION 8 
MCP IIT ASOP MACRO INSTRUCTIONS 


GENERAL. 
When the multiprogramming capabilities of MCP II are utilized, the 
programmer does not communicate with the B 500 to perform T/O 


operations, but rather through MCP ITI. 


MACRO INSTRUCTIONS. 
The Operating System Advanced Assembler allows the use of 79 multi- 
programming macros. The Macro Library containing the multiprogramming 


macros must be created under control of MCP II and the CMLT Function. 


The following is a list of multiprogramming macros that are described 


in the following pages of this section. 


Macro Description 
ACPT Accept input from SPO. 
BEGN Begin run. 

CLOS File close. 

DISP Display output on SPO. 

FILE File descriptor. 

LDRO Load relative overlay. 

M/PI Multiprogramming interrupt. 
OPEN File open. 

PF/C Programmatic function call. 
POSN Position magnetic tape or line printer. 
READ Read an input record. 

RECD Record description, 

ROVR Relative overlay. 


Macro Description 


STOP Stop run. 
WRIT Write an output record. 


ZIP Stop program in process and call another program. 


The following routines are supplied with the Macro Library and used by 
certain multiprogramming macros as automatic object code inserts, 


whenever an applicable macro is called by the source program. 


Routine Description 
CLOO Write standard EOF record and close file. 
PERR Macro error routine. 
RE<D Disk file input biseeea is less than 133 characters. 
RE<E Disk file output blocked is less than 133 characters. 
RE<I Input blocked eegeae are less than 133 characters. 
RE<O Output blocked records are less than 133 characters. 
RE>D Disk input blocked records are greater than 132 


characters. 


RE>E Disk output blocked records are greater than 132 


characters. 
RE>I Input blocked records are greater than 132 characters. 
RE>O Output blocked records are greater than 132 characters. 
REUD Disk file input unit records. 
REUE Disk file output unit records. 
REUL Input for unit records. 
REUO Output for unit records. 
REUP Output for line printer records. 
WRIP Write or position line printer file. 


LINKING OF MACRO ROUTINES. 
Macro routines are linked to the object program in the following 


manner. 
ae The next input record is saved. 
b. Detail macro records from the Macro Library tape are read. 


c. Parameters are assigned to all equal addresses contained 
within the macro routine. The equal addresses must be 


within the following specifications. 


Field Length Type 
SY LABEL 6 POS ANY 
M VAR 2 POS NOT CST/RSV 
M VAR 4 Pos ONLY CST/RSV 
N VAR 2 POS NOT CST/RSV 
A ADRS 12 POS NOT RSV 
A ADRS-FLC 2 POS NOT CST/RSV 
A ADRS-CI 3 POS NOT CST/RSV 
B ADRS 12 Pos NOT CST/RSV 


Remainder of B ADRS field same as A, and 
C ADRS field same as B. 


d. If the 12-position A, B, or C Address Fields reference 
parameter N (and parameter N is blank), parameter M, if 
coded within the field immediately following parameter N, 


will be inserted to replace parameter N. 


e. Supplies each symbolic record to the assembler following 


parameter assignments. 


f. END operation code is replaced with the HDG operation code. 


ge. All switches are reset and the next symbolic record is 


restored to the input area. 


MACRO DEFINITIONS. 

The following macro formats define the syntax to be used in the con- 
struction of the multiprogramming macros. Included with each descrip- 
tion is a detailed listing of the symbolic code that is emitted from 
the Macro Library at the time of assembly. 


AXCE (ACCEPT SPO MESSAGE). 
This function is used in conjunction with the ACPT Macro. In order to 
pass the necessary information to the program, the operator will use 


the following format. 


>>>r>AXcCEidentmessage 

l1---+-+-+7 8 = = -12 13- - - - - 80 
where: 

a. ident - program identification. 


b. message - message to be passed to the specified program. 


A Display Macro (DISP) is usually implemented prior to ACPT so that 
the operator is aware of what programs are waiting for a message entry 
through the SPO. Three programs can be in operation, and all indepen- 
dently waiting for a different reply. Considering this possibility, 
the programmer should include the program identification with the 


display message to inform the operator which program needs action. 


ACPT (ACCEPT). 

The purpose of this macro is to obtain input data from the supervisory 
printer. The symbolic label to be agsigned to the accepted message is 
entered in the A Address Field, and the B Address contains the exit 
address. If the B Address is blank, the next address in sequence will 


be inserted. The C Address is always blank (figure 8-1). 


LINE A ADORESS B ADDRESS ee Trl SE 
SYMBOLIC 

profi] amen. [coor [wl ree a a 

hl [a3}aa] 
Dy 


eras FeebreperrrermeeEe 


Figure 8-1. ACPT Supervisory 
Printer Message 


Figure 8-2 illustrates an example of symbolic code emitted from the 


macro library at the time of assembly. 


ACCEPT MACRO 


YNG@ 2020 ACCEPT SUPERVISORY PRINTER MESSAGE 
TER 5XRBEGLB 4 * POSET WP PROGRAM I 2 
SPO * 1M PRINT ACCEPT MESSAGE 
CST 12+4AX% INENTe MESSAGE CONSTANT 

o/ TER SXADRTB Be XADRTB AL INK TO M/P 
TCB 20/ BXINTER XADRTB C CONTROLLER 
TCB 428366 %2%0 * 1NSTORE MESSAGE 

o X FaQU * 

“4 AST 48 MESSAGE STORAGE 

a7 FAU * 
FND 2020 wee END OF MACRO 


Figure 8-2. ACPT Listing 


BEGN (BEGUN RUN). 

The purpose of this two-card macro is to set up the I/O configuration 
needed to run a particular program, and to remove the required 1/O 
units from the Systems I/0 Table. This macro also sets up the neces- 
sary date linkage. The A Address contains the beginning execution 


address entry. 


The B Address specifies the I/O configuration needed to execute the 
object program, and the date codes are entered in the C Address Field. 
This macro is used whenever an object program run in a multiprogram- 


ming mode is required. 


The entry codes for 1/0 configuration are as follows: 


Column (B Address) 


33 


34 


35 


36 


37 


38 


39 


Contents 
Input reader l. 
1 - card reader required 


A - paper tape reader required. 


Blank - none required. 


Input reader 2. 
2 - card reader required. 
B - paper tape reader required. 


Blank ~- none required. 


Output punch. 
O = card punch required. 
+ - paper tape punch required. 


Blank - none required. 
Blank - Reserved for the system. 


Line printer 1. 
1 - line printer only. 
T - line printer or printer tape. 


Blank - none required. 


Line printer 2. 
2 - line printer only. 
T - line printer or printer tape. 


Blank - none required. 


Magnetic tape. 


1 thru 6 = number of units required. 


The coding for the dates is as follows: 


Column (C Address) Contents 


bs 
6 
47 
48 


49 


50 


Data pertaining to 


The A Address must 
B Address contains 
program blocks (to 
(figure 8-3). 


Must contain a + (plus zero). 
D if either date is required. 
Y if today's date is required. 
Y if report date is required. 
Today's date format. 


- alpha month, day, year. 

-~ day, alpha month, year. 

- abbreviated alpha month, day, year. 
day, abbreviated alpha month, year. 
- numeric month, day, year. 

- numeric day, month, year. 

- Julian YYDDD. 

- Julian DDDYY. 


FwWn rE RO Ww Pe 
i 


Report date format - same as the above 


Today's date. 
the BEGN Macro is entered as follows: 


contain a symbolic address for today's-date, 


the symbolic address for the Report-date, and the 


load and total) are entered in the C Address Field 
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vik i ia ee 


Lt 
—ltid tt 
Tr 
Lttit. 


RS, FPR, ADAMS, 


D RAGE 


Bas 


SUUULLUITIUTITOMOTO eT Te 


HEEEEELE 
FUEEEEEE 


| TW KSSEXSESISSSSISSEASS 


SYMBOLIC 
LABEL 
Boone 

ease 
Mitre | 
asad 
eee ie 
DATE 
aie 
START. 


BEGN I/O Macro with 
Data Linkage 


Figure 8-3. 


Figure 8-4 illustrates an example of BEGN symbolic code from the Macro 


Library at the time of assembly. 


HG 
HOG 
AVR 
Ost 
CST 
CST 
“$T 
est 
CST 
HOG 
XBEGLBCST 
CST 


SAD3 


HDG 
OST 


SAD3 


HG 
XINTERF QU 
KANRTREQU 
XEXT/OF QU 
XTOSEGFQU 
XERROREQU 
XSTDERFE QU 
XN EQFFQU 
xOVRWAFQU 
XSYITOTFQU 
XOVRNME QU 
XOVRCLE QU 
XOVRTSFEQU 
XBGCSTFEQU 
XROLDRE QU 
xP F/CEQU 
XxF/CAREQU 
XxPRLABEQU 
QOPFDKEFQU 
SW SPOFQU 
RETADREQU 
RETLNKEQU 

Hi)G 

PND 


RE STN RUN MACK) 


PROGRAM ADD RECORA 
REGIN RUN MACRO 
e750 
722>2PANN 
5%7 
2RN 
16%2 
6%6 
24 
2020 
4+BEG 
5%7 
%4 
2020 
6%3 
%4 
2020 
a030 
a@n4agd 
@450 
@366 
8600 
9700 
@780 
a270 
9290 
e019 
2330 
@363 
@304 
@670 
@020 
@356 
@804 
@100 
@260 
a399 
a540 
10) He eH Fe ree tT KK KK KK KR KE KKK EKER KKK KKK KK 
2020 kee END OF MACRO wee 


BEGIN RUN MACRO 


PROGRAM IDENTITY 
TYPE & BEG HALT CONES 
T/N CONFIGURATION 


PROGRAM ADM CARD 
PROGRAM LABEL 
LAREL 
PROGRAM TDENTITY 
BEGINNING EXECUTTON ADRS 
NATE CONSTANT 
NATE CONSTANT 
x5 NATE STORAGE ADDRESSES 
FQUATES FOR ASSEMBLER MACROS 


Figure 8-4. BEGN Listing 


CLOS (FILE CLOSE). 


This macro is used to close a file, 


mark, 


and rewinds the tape. 
the Program I/O Table. 
of the file to be closed. 


It writes the last block, 


This macro will return the T/O unit(s) to 


tape 


The A Address Field must contain the file-name 


The B and C Address Fields are blank 


(figure 8-5). 


These parameters are converted to the following: 


Ae 


b. 


G1 
2 
%3 
h4 
$5 


file-name. 
file-name 
file-name 
file-name 


file-name 


A ADORESS 


with CI 
with CI 
with CI 
with CI 


SS 


N 


WW SHY HK 


y 
ey 
tp 
“y 
A 
My, 
ZY, 
“te 
Y “YY 
Y Y 
gYyZ 
WY, 7 
’ Fecera 
Z 
Y 
Yep. mares 
BY 
2 Evileia | puep ea 


SSet 
1 | 
= | 
S| 


W 


Y 


SN 


of 2B. 
of 10. 
of 2A. 
of 60. 


B ADDRESS 


m 
r 
f 2) 


Cc ADORESS 


LCi INC 
1]s2)o3 soo eres s 


CLOS and.I/O Unit Placement 


to Program I/O Table 


Figure 8-6 illustrates an example of CLOS symbolic code emitted from 


the Macro Library at the time of assembly. 


FILE CLOSE MACRO 


HNG 2010 FILE CLOSE MACRO 

HOG LOPRHEREREREHAAPT HRA HA HEH AREA ERA ER ERR ERAEEREHRREAERER AH 
TFR 3x B@CLS XOVANM LINK TN EXEC CONTROLLER 
TER 2% ROO XNVRWA 

TCB 12% {OxNVRCL XOVRTS TO CALL FILE 

SAD3 * {N%2 CLOSE 

CST 6%1 ROUTINE. 

41) G LEI GIGI IG IG ISIS IG IGT IG IG II IG ITO IGIGE IE Rides 
Nf) 20 kee ENO) TIF MACRI kaw 


Figure 8-6. 


DISP (DISPLAY). 


This macro provides output data to the SPO. 


contains the address of the message to be displayed. 


CLOS Listing 


The A Address entry 
The B Address 


and C Address Fields are blank (figure 8-7). 


A ADDRESS B ADDRESS Cc AODRESS 


Tae | eT Fl 
ps|se Sia eee & 
‘ire 


REMARKS 


Figure 8-8 illustrates an example of DISP symbolic code emitted from 
the Macro Library at the time of assembly. 


keke REGIN DISPLAY MACRO kee 


HOG 1 1 

HG LOFHHECHHEEREEEHARHEHHRA EHH EAH HERRERA EP EERE RH HERE ERE Ree ee 
TCB 5xXPRLA * 2()* 17STORFE PROGRAM JOENT 

CST LINISP ITNENTs 

APMK 

SPQ «/ PROGRAM TDENT 

SPQ mi PROGRAM INFORMATION 

HG 1 I OI II III III III III I III III ITO II III II I ICH 
FND) 20 ee END DISPLAY MACRO wx 


Figure 8-8. DISP Listing 


FILE (FILE DESCRIPTOR). 

The macro provides the 1/O codes for the files used by the program. 
The file name is entered in the A Address Field (six positions) and 
the B Address contains the T/o codes. The C Address Field is blank 
(figure 8-9). 


LINE} symBoLic VARIANT A ADDRESS B ADDRESS Cc ADDRESS 


fi] LABen FAonm Uae Ra ve | feel we 
eae off osslnfeoeree alee a Ean 


Figure 8-9. File Code Entry 


The I/0 codes for the B Address Field are as follows: 


Code Information 


#0 Card reader input file. 

E2 Paper tape output file. 

Fl Paper tape input file. 

F2 Paper tape input file (direct). 

D1 Magnetic tape input. | 

K2 Disk input file. 

@0 Card punch output file (BCL). 

@1 Card punch output file (BULL). 

@2 Card punch output file (ICT). 

AO Printer file (120 positions). 

A+ Printer file (132 positions). 

D2 Magnetic tape output file. 

KO Disk output file. 

PO Printer tape output file (120 positions). 
P+ Printer tape output file (132 positions). 


Figure 8-10 illustrates an example of FILE symbolic code emitted from 


the Macro Library at the time of assembly. 


HG 
HDG 
CST 
RST 
CST 
SA03 
4G 
FND 


FYLE PESCRIPTOR MACRO. 


2010 FILE DESCRIPTOR MACRO 


LORAHHHRERERAHAH RARE REH RARER AERA ARR AAR REE 
1+ 
2%2 1/0 TYPE 
6% 1 FILE NAME 
% 4 FILE NAME 
1 0) ee i te KK KEK KEK KEKE HK KEKE KEAKERE KEKE KK KKK 
20 kee END OF MACRO exe 


Figure 8-10. FILE Listing 


LDRO (LOAD RELATIVE OVERLAY). 

This macro calls a multiprogramming routine to load a relative overlay 
into an available area. The A Address Field must contain the overlay 
name. The address of the first instruction to be executed in the 
overlay must be inserted in the B Address. If the B Address Field is 
blank, the first address of the overlay is inserted. The C Address is 
blank (figure 8-11). 


Eh prea eer SRE sss yap RE EER apne EERE 
"Gn GEER ATRETEVEERTTEGIOT 

fia | potii| 

AM 


Figure 8-11. LDRO Load 


LINE] sympovic | of {VARIANT} A ADDRESS SRE 
pofi| vaeet [cove [mw [= | as [ pet] oe | ae 
0 f ps i i55}56 
LD RO ; 


Figure 8-12 illustrates an example of LDRO symbolic code emitted from 
the Macro Library at the time of assembly. 


LOAD RELATIVE OVERLAY MACRO 


HNG 2010 LAAN RELATIVE OVERLAY MACRO 

HDG LOHMEHERHEAE HHH EAHE RRR EEH RAE MHRA RRRARE REPRE R RRA 
TFR 2xXREGLA xBGCST STORE ADM COUNTER 

TFR 3% RX 4 KBACST NSTORE OVERLAY ADDRESS 
TFR 2 BZ2%4 XANRTB ASET EXIT ADRS 

TFR 6x 1B XOVRTS LINK TO M/P CONTROLLER 
SAN)3 @61 xROLAR a1 TO CALL OVERLAY 

CST 341 

HG LO RRR K KRHA RK KK KER ROK RRR RR OK Ra RK Re 
END 20 kee END OF MACRO aoe 


Figure 8-12. LDRO Listing 


M/PI (MULTIPROGRAMMING INTERRUPT). 

The purpose of this macro is to transfer control from one program to 
another. M/PI is not required when I/O Macros are used. If there is 
little I/O activity in the object program, the Multiprogramming Inter- 
rupt Macro should be used to accomplish transfer control. The A, B, 


and C Address Fields are always blank (figure 8-13). 


A =a ke B ADDRESS 
in poe[GaR| ve | [rae BR 


CHAR, 
| vag iru! Guar pneans 


eb Fe Teoh spebsboh apa RBS ea le ea be a EEE 
ATR 77 ee ee it 3 
Yy YY 
‘ WA - Y 


Figure 8-13. Control Transfer 


Figure 8-14 illustrates an example of M/PI symbolic code emitted from 
the Macro Library at the time of assembly. 


MULTI@"PROCESSING INTERRUPT MACRO 


HONG 2010 MULTT*PROCESSING INTERRUPT MACRO 

HDG LOHERAHHERRAEHAHHAHERRAHEHAHAHRRARMAE HAA HERE RARER AEE RD 
TER 5xADRTA BY41%0 XANRTR ASHIFT TABLE OF RETURN 
TCR Dus Bx INTPR XANDRTB C ADDRESSES AND ADD THIS 
HIG 10) Fe eR ei II III III IIIT III IO TOIT IIIT TIO ITI 


Figure 8-14. M/PI Listing 


OPEN (OPEN). 

The purpose of this macro is to open a file by reading the first 
available record. The A Address contains the file-name, B Address the 
beginning disk address, and C Address contains the ending disk address 
of the file (figure 8-15). The B and C Address Fields are blank if a 


file other than disk is required. 


B ADDRESS ¢c ROBES 


ain Te 


os a 


_Lt 


Figure 8-15. File OPEN with the Reading 
of First Record 


The parameters are converted to: 


a. %1 - file-name. 

b. 2 - BEG disk file ADRS. 

c. %3 - END disk file ADRS 

d. 4 - file-name with CI of 2B. 


Figure 8-16 illustrates an example of OPEN symbolic code emitted from 
the Macro Library at the time of assembly. 


FILF MPEN MACRO 


UNG 2010 FILE OPEN MACRO 

UNG  LOPFARORERPERAEH ADEA AEA PEAR OM ETOREE RM RRA REAR MR REAM EAR ER EMERY 
TFR 3% B@NPN xOVRNM LINK TN EXEC CONTROLLER 

TFR 2s B08 XOVRWA 

TCR 27% 1OXOVRCL XOVRTS TO CALL FILE 

SAD3 * 30%4 NPEN ROUTINE 

AST 6%4 

GPMK 

CST 7%2 

CST 13%3 

ALC 0 

HDG LORE KK KKH KKH K KKK KEKE K KKK KR KKK KKK Kh Rk 
FND = 20 tee END OF MACRO oe 


Figure 8-16. OPEN Listing 


PF/C (PROGRAMMATIC FUNCTION CALL). 

This two-card macro sets up the linkage to call a function of MCP II 
for execution. The A Address contains the first 12 parameter posi- 
tions, B Address the second 12 parameter positions, and the third 12 


parameter positions are entered in the C Address Field (figure 8-17). 


LINE] sympoiic A ADDRESS B ADDRESS c ADDRESS 


N WW’ QV G 


Figure 8-17. Operating System Function 
to Print Disk from Segment 
1,000 thru 2,999 


If a second card is required, the A Address Field contains the last 11 


parameter positions, and the B and C Addresses are blank. 


Figure 8-18 illustrates an example of PF/C symbolic code emitted from 
the Macro Library at the time of assembly. 


PROGRAMMATIC FUNCTION CALL MACRO 


HNG 2010 PROGRAMMATIC FUNCTION CALL MACRO 

HDG LOHHKHARAAEE EERE ERAERARE EMEA HEA PR AREER ERE RRA RAE 
TFR 2* Re()4 @113 

TFR 3% Bx 7OXADRTB ASET EXIT ADDRESS 

TCB 54% 19xP F/C xF/CAR MOVE F/C & PARAMETERS 
CST 3222 

CST 4% 1 NAME 

CST 12%2 PARAMETERS 

“ST 12%3 

CST 12%4 

CST 11%5 

TFR. 2* B@630 9113 

HOG POISE SEARS SAS SERS SEE ERASER ER ERE SEER ERE SEER REE ERE ECE ESSE Eee ES 
END 20 wee END OF MACRO ae 


Figure 8-18. PF/C Listing 


POSN (POSITION). 

This macro is used to position the appropriate L/0 unit. The A 
Address contains the file name of the unit to be positioned, B Address 
the type of positioning required, and the C Address Field is blank 
(figure 8-19). 


SYMBOLIC | OP 


LABEL CODE 


Figure 8-19. Appropriate I/O 
Positioning 


Acceptable codes for positioning are as follows: 


a. R =- rewind tape. 

b. B - backspace tape. 

c. SS - single space printer. 

d. DS - double space printer. 

e. CN - skip to channel N after printing, where N is 1-@, 


Figure 8-20 illustrates an example of POSN symbolic code emitted from 
the Macro Library at the time of assembly. 


POSITION MAGNETIC TAPF FILE MACRO 


HDG 2010 PSI TION MAGNETIC TAPE FILE MACRO 

HNG LORMRREERE MERAH HEHEHE EEE REE EAA EERE REAR ERR ERRRRARA AHR 
TFR 36%8 XINSEG MOVE 170 SEGMENT 

TFR {* BZ6 XINSEG 1{TMONIFY M VARIANT 

TFR 6% 1B XITOSEG 3N0MODIFY RET & RETRY ADRS 

BRU xEXT/ =/ * 1NG0 TN EXECUTE 

HG LO we RK KKK KR aR EEE KKK KS 
END 20 xee END OF MACRI wae 


Figure 8-20. POSN Listing 
These parameters are converted to: 


a. %1 - file-name. 

b. 2 - not used. 

c. 3 - end-of-cutput address. 

d. 44 - file-name with CI of 2A. 

e. 5 - space/skip variants. 

f. 6 - position OP Code or variant. 
ge. 7 - file-name with CI of 60. 

h. %8 - file-name with CI of 2B. 


READ (READ). 

The purpose of this macro is to make the next record available for 
processing. The A Address contains the file-name, B Address the error 
address (if B Address is blank a standard address is assumed), and the 
End-of-Input return address is entered in the C Address Field 


(figure 8-21). 


Figure 8-21. Read Next Record Available 


The parameters are converted to: 


a. %1 - file-name. 

b. %2 - error-address. If blank, standard is inserted. 
c. %3 - end-of-input address. 

d. 4 - file-name with CI of 2A. 


Figure 8-22 illustrates an example of READ symbolic code emitted from 
the Macro Library at the time of assembly. 


REAN MACRI 
HDG 2010 READ MACR) 
HOG LOPEHAERHAA CHALE RHEE EMA CAMA ATHHKAE EKER RAE AERA RE 
TCB Rw 1A%1 Z4 LNK T9 RECORD ROUTINE 
NOP: * a? 10%2 43 TO GET NEXT RECORD 
HG 10 III I I III III III IOI III OIOII I III III IOI IIIT I IT I 
ENN 20 wwe END OF MACRO wee 


Figure 8-22. Read Listing 


RECD (RECORD DESCRIPTOR). 

The purpose of this two-card macro is to describe the records to be 
processed. It works in conjunction with the File Descriptor Macro to 
select the proper T/O routines, depending on whether the records are 
blocked or unblocked. 


The A Address on the first card contains the record name, B Address the 
record length (4 positions), and C Address the records per block (3 


positions). 


The A Address of the second card contains the I/O code to be used by 
the file. If the records are disk, the segment size is entered in the 
B Address and the segments per block in the C Address Field. The 
acceptable codes are 01-10 (figure 8-23). 


LINE] symaouic | oP [VARIANT Tea mee 
EEE PEE oy Seurae Tested ser teedsocce DoT SeccCTCooeCOCeCecone 
| eae 
rob Sia! 
whe Y Z 


1 
Pre aN irre x rien nrere 
elf ses fids. AMR AM 
Peewen eae Bodied 


Figure 8-23. Record Description 
and Selection of 
I/O Routine 


The parameters are converted tos: 
a. %1 - record name. 
b. 2 - record length (also used as M VAR/Record length). 
c. 3 - block length (RECD length x RECDS/BLK). 


d. 4 - block length plus excess disk area (excess DSK 
Area = SEG/BLK x SEG SZE). 


e. %5 - number of characters for last TFR (RECD SZE divided 


by 120. Zero remainder set to 120) four positions. 
f. %6 - record size less character size of last TFR. 


ge. %7 - number of characters for last ADM (preceded by #) 


four positions total. 
h. %8 - number of segments per block. 


ner %9 - last two positions of record length if unit records 


or last two positions of last TFR are blocked records. 


This macro will automatically insert the proper routines to 
effectively handle the blocking and unblocking of records. The 


routines are provided as part of the Advanced Assembler II Macros. 


ROVR (RELATIVE OVERLAY). 

This macro assigns codes to the auto-load output listing (columns 
67-71). The codes are used to relocate the program at object time. 
The A Address contains the overlay name (three significant positions), 
B Address the number of program blocks in the overlay, and the 

C Address Field is blank (figure 8-24). 


LINE] symBoLic oP VARIAN A ADDRESS B AODRESS | Cc ADDRESS newawe 
LABEL CODE te twens || TAG | eacl ae 


Lee BS | 
ee reteese 
ee CALL: OVERLAY, 


hd | jt) i § 1} Putt p te bt ptt dbp pe tidveirltsy 
LLoblap, | E, OVIEF AN: PIDEAM sprit tr tr atid 


o1 


f A LT i@ ia | ji 
D, BiRlanlet, To, Bock PD. Rei LIF, Ties 


3 p | 4 DELI, VS rrr rrr trrrrratiris 
BLANK, | Al BRANCH ITH iy AIT Lik; MckKwWRer rs frp rrp ar ritrtritrritiriis 
Hp é ritiviiit je ee Pe es eh a is 
Lee Lid pforii tt Pottppet eta epee per ires 


Figure 8-24. Auto-Load Output Codes 
The parameters are converted tos: 


a. %1 - overlay name. 
b. 2 - number of blocks. 


Ce %3 - overlay base address. 


Figure 8-25 illustrates an example of ROVR symbolic code from the 


Macro Library at the time of assembly. 


8-20 


RELATIVE OVERLAY MACRO 


AVR %3 

HWNG 2010 RELATIVE OVERLAY MACRO 

HOG LOMHHRRERERL EHH HEHE RARKEER RHEE ARA RHEE KERR HERRERA 
Ost 6+2NVR> AVERLAY 

ST “%4 

est Qhe LABEL 

MG 1 Ow wR RAK RK HR KEK KK RK KR KKK RK eK 
PAIN 20 **e END OF MACRD wae 


Figure 8-25. ROVR Listing 


STOP (END RUN). 

This macro ends processing, removes a program from the programs in 

the Program Table, returns the r/o units to the Systems T/O Table, 

and updates the Available Memory Table. Control is returned to the 


Executive Routine, and the A, B, and C Address Fields are blank 


(figure 8-26). 


LINE] symBo.uic oP VARIANT, A AODRESS 8 Te c =e eae anaes 


pel cae” | coe oT Tega] ee 
jes fe} Pepe fof spaf sft afe suche 7 Sus pearaea esis EEaEaEte ‘ee eer 


Pittipyttrattpprpdetetiin 


Figure 8-26. Termination of Processing 


Figure 8-27 illustrates an example of STOP symbolic code emitted from 
the Macro Library at the time of assembly. 


STIP RUN MACRO 


HOG 2010 STOP MACRO 

4G LOAHHHHEREHEAPHRHHAHEREHEERH ERR AHRRAE HARARE RRR RRR ERR RES 
TFR 3 R@EOP X(VVRNM LINK TN EXEC CONTROLLER 
TER o* B@15 XOVRWA TO CALL THE END OF 

ToB 24xKBEGLS8 KOVRCOL KOVRTS C PROGRAM ROUTINE 

HAG 10) ee Re te tte tee IOI ROR ROI ROT tt RIO IORI IO RIOR Kotte 
Fay yao) kee END OF MACRO «ew 


Figure 8-27. Stop Run Macro 


WRIT (WRITE). 

The purpose of this macro is to provide a means of moving records to 
an output area. If blocked records are written, an appropriate block- 
ing sub-routine is automatically provided, but if unblocked records 
are used they will be written on the appropriate output device. This 
is a two-card macro (figure 8-28). The first card contains the file 
name in the A Address Field, B Address the error address (a standard 
address is assumed if this field is blank), and the C Address contains 
the End-of-File Branch Address entry (a standard address is assumed if 
this field is blank). 


LINE! symBOLic VARIAN A ADDRESS S.ADERESS po cbechadacoie REMARKS 
pos] wawee [come Pw l= | vo | Foe SE] ve | ee] oe | Pe SE 


poi] canes | coon [a Ta | oe rela oe ea anna SE RSE coo ee EEE 
SiN WRN cre PN | LE | aie eee er eae eS 
Carer Geeaer no meeeee . a Parti Bib ANK pp ta 

ost tii Wiel 1, MDGS bl | | el eaa lit pris Guat ele aan wie ema 

04 PeaaT a RanAEG ea anata naa ar ceaa an tppitett ty trpt tipi tt ttt yp tt 
Mielreres seen L i} paid 3 tt toe A ote td Po 
eel cers axl pig ek wanes FF si & eae! ee pace betel ob Litlipyittit it pitt ti tit it ti t 


Figure 8-28. Heading Write Followed 
by Double Space on 
Line Printer 


A second card contains the printer spacing (printer files) in the 


A Address Field. The B and C Address Fields are blank. 
Acceptable codes are; 


a. SS - single space after printing. 
b. DS - double space after printing. 
c. NS = no space after printing. 


d. CN - skip to channel N after printing, where N is 1-@. 
The following parameters are converted to: 


a. %1 - file-name. 
b. %2 - error ADRS. If blank standard is used. 
Ce %3 - end of output. If blank standard is used. 


d. 64 - file-name with CI of 2A. 
e. 5 - space/skip variants, 

£. £6 - printer of code-A. 

ge. %7 - file-name with CI of 60. 


Figures 8-29 and 8-30 illustrate examples of the WRIT symbolic code 


emitted from the Macro Library at the time of assembly. 


WRITE OR POSTTTON PRINTER FILE MACRO 


HNG 2010 WRITE OR POSITION PRINTER FILE MACRO 

HOG LOMRFERERER ERATE RES RARER HEHEHE AEHR EAA REPRE RHEERERAR ARERR 
TFR 3* 20 47 SET PRINT OR SPACE OPCDE 
TCB Bw 1A41 m4 LINK TO RECORD ROUTINE 
est 1%6 TO 4RITE OR 

ST 245 POSITION 

SAN3 * 1N%2 43 PRINTER FILE 

HAG 1 0) ee ee eh ee RR RIK eR EK KEKE KEK RK 
PND 20 wae END OF MACRO wae 


Figure 8-29. Write or Position Printer 
File Macro Listing 


WRITE MACRO 


HNG 2010 WRITE MACRO 

HDG LOHHAHEHRHEEMERAHAEKREREHE ARH ERA AERRRRAAAAR EA LHA HERRERA REE EE 
TRR Bx {A%1 %4 LINK TO RECORD ROUTINE 
MUP * 1N%2 %3 TO WRITE RECORD 

HIdG ORR RE REP R CRESS E ERS ERE RRR RRR RARER RRR RRR RARER ee 
END 20 tee END OF MACRO «xe 


Figure 8-30. Write Macro Listing 


ZIP (STOP ONE PROGRAM - START ANOTHER). | 

The purpose of this macro is to provide the capability to program- 

matically stop and/or start a program. The A Address entry for the 
End Run/Zip to next program card, contains the identity of the pro- 
gram to be called (columns 21 thru 25). The B and C Address Fields 
are blank (figure 8-31). 


Figure 8-31. Program/Start Zip Stop 


Figure 8-32 illustrates an example of ZIP symbolic code emitted from 


the Macro Library at the time of assembly. 


7IP MACRO == STUP & CALL ANOTHER PROGRAM 


HG 2020 ZIP MACRO == STOP & CALL? ANOTHER PROGRAM 

TFR 13% 4n KF /CAR SET Z2TP CALL 

TFR 3* RaEDP XOVRNM LINK TON EXEC CONTROLLER 
TFR o* Be15 KOVRWA TO CALL THE END OF 
TcB 24xBEGIB KOVRCL. xOVRTS @ PROGRAM ROUTINE 
C$T 7ZIPPADN ZIP CALL CONSTANT 

CST 541 ZIP PROGRAM IDENTITY 
GPMK 

“ST 11 TO EVEN OUT MACRO 

FQU * SET FOR FALL THRU ADRS 
FND 2020 kee END OF MACRO) wee 


Figure 8-32. ZIP Listing 


The program points within a macro entry do not interfere with the 
program points used by the programmer; because program points are 


always local to the library level in which they occur, 


A macro instruction can refer to other macro instructions (e.g., a 
macro instruction inside a macro instruction, inside a macro instruc- 
tion, within the main program) and also the CALL pseudo entry. The 
only pseudo operation not allowed inside a macro routine is OVR. A 
programmer need not be concerned about the length of included macro 


instructions for entry increment purposes, or if any of the included 


sub-routines contain program points, 


The calling strings of the included macro routine may contain refer- 
ences to the calling string of the next higher level macro instruction 


(i.e., percent references are permissible in the calling string of a 


macro routine). 
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LIBRARY ROUTINES (MACRO AND CALL ROUTINES ).. 

Library routines are written the same as other sections of coding, 
except it allows program control to return to the parameters of the 
calling string (line or lines of code that call the macro). The addi- 
tional type of, addressing (called Percent Addressing) is provided for 


this purpose. 


Percent Addressing is coded as % followed by a number from O through 
9. This coding corresponds to the parameters reflected in the A, B, 
and C Address Fields of the calling string. For example, the unit 
number in the Macro Tape Read entry would be referred to as 3. <A %O 
entry refers to the address for the line of code following the macro 
entry. Percent Addresses may be included in any or all of the 


following positions: 


a. High-order position of the symbolic label field. Percent 
Addressing will use the first six characters from the calling 


string and insert them as a symbolic label. 


b. M or N Variants. In either position, Percent Addressing will 
take the first two characters from the calling string and 


insert them into the variant field of the symbolic command. 


c. High-order position of an address field. The full 12- 
character symbolic address from the calling string will be 


inserted into the address field. 


d. Entry increment field (positions directly following the sign 
position). The first two characters from the calling string 


will replace the percent reference. 


A second or third percent address may be written directly following 
the first. In essence this construct says that if the left~most 


Percent Address Field is blank use the one to the immediate right. 


Macro routines are to be used by the programmer as though they were 


a single special purpose instruction. The number of lines to be 


inserted by the macro routine counts for only as many entries as it 
takes the programmer to declare it (usually one). An example of this 
is the READ Macro. The programmer may consider this as a special com- 
mand with three address fields. The fact that it provides for error 
checking in addition to reading a tape is unimportant (as far as 
coding is concerned). The programmer can treat it as one line of 


entry, or just as he would an actual machine language instruction. 


LIBRARY MACRO REQUIREMENTS. The coding of macro routines is the same 


as regular coding with the following differences: 


a. Absolute symbolic labels (as opposed to program points) 
should never be used, because it causes duplicate labels 
whenever a specific macro is used more than once ina 


program. 


b. When writing a macro routine, it must be possible to make 
use of the parameters furnished by the programmer when 


calling for the routine. 


In order to accomplish item b, an address composed of a % followed by 
a number from 0-9 is used. %1 through %9 refers to the nine possible 
parameters that may be used by the person requesting a macro insertion. 
The %O entry is the address assigned to the entry directly following 
the macro routine in the calling program. The % references may be 
used in many places within a macro, and in all cases it will result in 
the appropriate number of characters to replace the % reference. The 


locations where these references may appear are as follows: 


a. Symbolic label - the first six characters from the 


appropriate parameter field becomes the symbolic address. 


b. M and N variants - the first two characters of the 


appropriate parameter are used. 


c. <A, B, and C Addresses - the complete 12-character 


parameter is used. 


NOTE 
Refer to the Advanced Assembler 
II Reference Manual (1042769) for 
additional information concerning 


the CALL or Macro routines. 


SECTION 9 
B 500 COBOL COMPILER 


GENERAL. 
MCP IIT has the capability of storing the COBOL Compiler on disk and 


making it callable as a MCP II Function. 


MCP IT also contains the COBOL Compiler maintenance and start-up 


programs that are available to the user as function calls. 


By coding OP-SYSTEM under the OBJECT-COMPUTER paragraph, the source 
program is compiled at base machine location 800, and an execution 
under MCP IT control is achieved. If MULTIPROGRAMMING is specified 
under the OBJECT-COMPUTER paragraph, the resultant object program 


will automatically contain float codes for multiprogramming. 


COBOL COMPILATION FOR OPERATING SYSTEM. 
The following must be observed within the ENVIRONMENT DIVISION of 
the source program so that the object) program can be added to the 


program library (figure 9-1). 


ne A 8 

4 6 12 sa a ed 
ENw.tird N DIVISION. 1 ls Wes Een et Ma een 
CONFIGURATION SECTTONe s copter 
| S.@6.URCE- COMPUTER. , .B500,. fF dadets Gani 
BW ect - COMPUTER. B500, , | 


(11 P-SYSTE | 

1 MEMORY, SIZE 192.00, CHARACTERS pi... 14, 
ASSIGN, OBJECT-PROGRAM TO, LINE PRINTER 
1. ASSIGN OBJECT PROGRAM TO TAPE... iii, 


°o D 
: 7 
eae ae Sas ee 


Figure 9-1. COBOL ENVIRONMENT 
DIVISION Example 


The OP-SYSTEM statement will cause source program output to be com- 
piled at base 800. If MULTIPROGRAMMING is specified the program will 
contain float codes for multiprogramming. The resultant Collector 
Tape may contain several object programs that will be subsequently 


loaded to the User Program Library. 


COBOL programs must be loaded into the User Program Library from the 
Collector Tape using the CPAT Function, Specifications for CPAT are 


the same as LPAT and may be found in Section Four of this manual. 


After the COBOL program is loaded to the User Program Library and a 
program delete (DPDL) is executed, the output from the DPDL Function 
(back-up library tape) must be reloaded using LPAT. 


CPAT is only used to initially load COBOL object programs from a 
Collector Tape. 


The COPR Function of MCP II is used to load the B 500 COBOL Compiler 
to disk. The COBOL Binary Card Image Tape must be mounted on TSU #1 
with scratch tape on TSU #2. 


The format of this function is3 


> ae Go oO. PR fa. bo “b- .b .c- od) -e@: -£ 
Loe ee PB Oe De a AS 
where: 
1 = 480-character segments 
a. a- disk segment size 2 = 240-character segments 


96-character segments 


3 


b. bbb - base disk address where the compiler is to be loaded 
onto disk. The address must be expressed in thousands. An 


electronic unit zero is assumed and cannot be changed. 
Examples: 
O15 indicates a disk address of 0015000. 


ji = object program to run with MCP II. 


Ce e - MCP It indicator 0 object program is not to run with 


MCP II. 


132-print positions. 
120-print positions. 


d. d- line printer #1 size Fs 


( same as printer #1. Must be 
e. e - line printer #2 size ) coded even though two line 


| printers may not be available. 


O = create base tape and load tape 
fy f - maintenance type to disk. 
1 = load base or intermediate tape. 


An example of a > > > COPR entry is as follows; 


> > > COPR20201110 


This example will create a COBOL Base Tape, and load it to 240-char- 
acter disk segments starting at 20,000. The object programs will 
run with MCP II. 


If system memory is used, the compiler should be loaded no lower than 
segment 6,000. The resident compiler requires approximately 1400 
segments of 240-character disk. The 2,000 segments immediately pre- 
ceding the compiler, and the area from segment address OOOOOOO to N-1 
(depending on the size of the source program) will be used as an T/O 


work area. 


BLANK EXECUTIVE ROUTINE SAVE AREA (= ae BLNK ). 
The BLNK Routine is an automatic function called by COPR to save the 


Executive Routine, while the COPR Function is being executed. 


SET-UP COBOL COMPILER LOADER (> aa SCCL). 
This function is automatically called at the conclusion of the COPR 


Function to pass parameters from COPR to the CMPL Function. 


It is necessary to reload the compiler with COPR whenever the Oper- 
ating System is initially loaded to disk; otherwise, COBOL 


compilations will not be processed under MCP II Control. 


>>> CMPL 
COMPILE COBOL SOURCE PROGRAM FUNCTION (> > > CMPL). 


This function will save the Executive Routine in the area called 
BLNK, pass any changes in printer size and/or the MCP II indicator 
to the COBOL Compiler, load the compiler into memory, and execute 


the compilation of a COBOL source program. 
The operating instructions are as follows: 
a. Mount a scratch tape on MTU-1. 


b. Mount a scratch tape on MTU-2 for the object program 
Collector Tape. 


c. Ready the line printer. 
d. Enter CMPL via card reader 1 or the SPO. 


The format for the CMPL Function is as follows: 


> > > CMPLa b c da 
1 - - ---7 8 9 1011 
wheres: 
1 - object program to run with the 
a. a=- MCP II indicator. MOB the 
O - object program not to run with 


the MCP II. 


- 132 print positions. 


; : i 
b. b =- Line Printer #1 size. F J APOt print: cosa tions: 


c. c- Line Printer #2 size. Same as printer #1. 


1 - compile for syntax only. 


d. d- Syntax only. | Blank - compile with object code. 


NOTE 


If any of the parameters are changed, 


all the parameters must be re-entered. 
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The following message may be displayed on the SPO. 


Message? 


PARAMETERS NOT CORRECT 


The parameters entered with the 


restart is required. 


function call were not correct. A 


Figure 9-2 illustrates the position of assembler information. 


+>OVR>ASIG 


LOADER 


lst 2h0 


2nd 2ho0 


OBJECT CODE 3rd 240 


Figure 9-2. 


Assembler Program in 


the User Library 


COBOL MULTIPROGRAMMING. 


The COBOL programs are loaded to the User Program Library in an 


auto-load format. 


The first block of the program (an assigner) is 


read into machine location 400 with control transferring to machine 


location 400. 
from the Executive, 
tion, and read the second block 
location O00. The loader reads 
address as required, 


at its new execution address. 


An ASG block follows each overlay section, 


recognized, 


tine will test for subscript 61Axxx in the object program. 


control will transfer to the ASG Routine. 


The COBOL Assigner Routine will select information 
store the Executive in the reserve memory loca- 


‘of the program (loader) into machine 


the object program block to the 


and then transfers the object code to main core 


When the ASG block is 
The ASG Rou- 
Tf 61Axxx 


is found, the four position field (Axxx) is added to decimally, and a 


test for +BEG in the first word 
If no +BEG in the first word of 
if no +BEG is found, the object 
be written onto the disk at the 


of the object program is performed. 
the object program is performed, and 
code is considered an overlay and will 


location specified by the file limits 


of the source statement. After the overlay has been written, control 
is returned to the loader to read the next block(s) of object code. 
If +BEG is found, the Executive will be restored and updated with 
I/O requirements, the next program start address etc., after which 


control will pass to the Executive (figure 9-3). 


ASIG 


LOADER 


OBJECT CODE 
(Autoloads) 


-ASG 


+BEG 
OBJECT CODE 


(Autoloads) 


Pigure 9-3. Segmented COBOL in 
the Disk Library 


SECTION 10 
PROGRAMMING SPECIFICATIONS 


GENERAL. 

This section emphasizes some MCP II programming techniques. Most of 
the examples use the Operating System Assembler (ASOP ) format and a 

few COBOL techniques. The programmer can use either Basic or Auto- 

load formatted programs (provided they have the necessary linkage to 


the Executive Routine for execution). 


Tn order to use MCP IIT in a multiprogramming environment, the 


following multiprogramming specifications must be used. 


The Operating System execution of a relative user program is presented 


in the following format. 


MULTIPROGRAMMING SPECIFICATIONS. 
In order to effectively use MCP II as a multiprogramming system, the 


following programming specifications must be followed: 


a. Programs may be written in ASOP (Advanced Assembler 
language), or B 500 COBOL. 


b. All addressing must be symbolic except for the Set 


Location Counter and Overlay entries. 
c. The use of SAD2 is not allowed. 


Gs SAD3 may be used for address tables in a normal address 


position of a word (OP, A, B, or C). 
e. MCP II Multiprogramming Macros must be used for input/output. 


f. If input/output operations are infrequent or non-existent 
in a program, the Multiprogramming Interrupt Macro should 


be placed within each execution cycle of the program. 
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ge. The sequence of a user program is relatively unrestricted 


following the initial entries. The initial entries must be 


in the following sequence. 


1) The 
2) All 
the 


3) <All 
the 


Begin Run Macro must: be the first entry. 


files must be described immediately following 


Begin Run Macro. 


records must be described immediately following 


File Descriptor Macros. 


4) Constants should be placed after file and record 


descriptors. 


h. Files must be OPENed prior to the execution of a READ or 
WRITE Macro. 


i. If the initial positioning of the file is required, the 


Position Macro must be executed. 


j. Files must be CLOSEd prior to the execution of the STOP-RUN 


Macro if the units are to be returned to the Systems I/0 


Table at end-of-job time. 


k,. After the execution of the file CLOSE Macro, files cannot 


be accessed by the execution of another file OPEN Macro. 


INITIALIZING THE SYSTEM. 


The following steps are used by MCP II to execute a multiprogramming 


program. 


The program call is initiated via the card reader or SPO. 


a. An interrupt occurs. 


b. The Executive branches to machine location 260 and 


sets the SPO initialize flag (a one (1) in machine 


location 179), and branches to 050 in the Executive. 
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c. IFCC (Interrupting Function Call Check) is called 


to determine the following: 
1) Type of input (Function CALL or user program CALL). 
2) Checks to see if Save Memory is required. 


3) Sets the Program/Function Switch at machine 


Location 028 to P. 


4) Checks machine location 318 to determine if the 


system is in a multiprogramming mode. 


5) Transfers the disk address of the User Program 
Library from 11# to 144 in the Executive Routine. 


EXECUTIVE. 
The Executive reads the User Program Directory Library Record, and 


transfers control to the Directory. 


CALL RECORD BLOCK. 
The Directory Record transfers three words from the program to the 


function call input area (location @ 370). 
The three words consist of: 


a. Program disk address. 

b. Program identification. 

c. Program input/output requirements. 

d. Program MODE (Relative COBOL segmented, etc.). 


e. Program blocks. 
Program IDENT is compared, and the MODE checked. 


The input/output requirements are transferred to the multiprogramming 
CALL work area at machine location 270, and control is transferred to 


machine location 330 in the Executive. 
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MULTIPROGRAMMING CONTROL OVERLAY LOADER. 
Ae Calculates the relative address. 
b. Adds the relative address to the base. 


c. Branches to machine location 060 which 


loads the Memory Check Function. 
MEMORY CHECK FUNCTION. 


ae Tests the multiprogramming flag at machine location 


318 for MODE. 


b. Checks machine location 31@ for the number of programs 


in process. 


c. Determines if enough memory is available to execute 


the program. 


d. The linkage is set in the Executive Routine to call 


the Input/Output Check Routine. 
INPUT/OUTPUT CHECK ROUTINE. 


a. Stores the I/O Table located at machine location 290 


to machine location 400. 


b. Program T/O requirements are checked against the Systems 


I/O Table for available units. 


c. Assigns the I/O units to the program and then removes the 


I/O units from the Systems I/O Table. 


d. Linkage for loading the Memory Assigner Routine is set, 


and the linkage accomplishes the following: 


1) Transfers the Revised System I/O Table from machine 
location 400 to 290. 
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ASSIGNER 


DATE 


2) 


Transfers Revised Program Table to Executive Program 


Table at machine location 280. 


3) Transfers the ADM counter from machine location %304 
to 356. 

4) Transfers the beginning disk address from machine 
location 309 to 306, 

5) Increments the program counter at machine location 31@. 

6) Branches to machine location 060 to load the Assigner 
Routine. 

ROUTINE. 


Tests the ADM counter for OO. (00 identifies the first 


multiprogramming program in the mix. ) 


Sets the transfer to ADDRESS. 


ADM's beginning address. 


Transfers the first 10 words of the program into memory. 


Decreases the program block counter at machine location 396. 


Performs steps b thru e, until all the program blocks are 


loaded, and the linkage for loading the Date Check Function. 


CHECK FUNCTION. 


Ae 


Tests for relative overlay, if the relative overlay recalls 


the multiprogramming loader. 


Tests for DATE. (Second word of object program. ) 


Checks program type at machine location 380 for an "RR." 


Transfers the first two words of the program to 35#. 
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e. Tests for TODAY's and REPORT dates. 
f. Prints BEGIN RUN message on the SPO. 


ge. Sets linkage for loading Input/Output File Declaration 


Function. 


INPUT/OUTPUT FILE DECLARATION FUNCTION. 


This function stores the following items in the I/O Control Segment. 
a. Interrogate, OP CODE, M-VAR. 
b. Table position length. 
c. Program I/O Table position. 
d. 1/0 command (OP CODE & M-VAR). 


e. Sets the linkage for loading the second T/O 


File Declaration Function. 
INPUT/OUTPUT FILE DECLARATION #2 FUNCTION. 


a. Tests for error flag (2) at machine location 382, and sets 


a discontinue if equal. The error flag will be set by IOFD. 


b. Assigns the printer or tape to the file requesting the line 


printer with tape backup. 
c. Prints the file name and the type of I/O assigned on the SPO. 


d. Sets up the user program return address linkage table 


(machine location O49). 


e. Branches to the Executive which will load the 


_multiprogramming controller. 


f. Control will transfer to the user program to begin execution. 
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FILE OPEN FUNCTION (OPNF). 


FILE 


ae 


The OPNF Function will store the file name and disk file 


address for the open message. 
Sets the address of the I/O Control Segment. 
Determines the type of I/O device. 


Assigns the I/O unit number (inserted into the I/O Control 
Segment by the I/O File Declaration Routine). 


Deletes the I/O unit from the Program I/O Table. 


Restores the updated I/O Control Segment and Program 1/0 
Table. 


Prints: the file OPEN message on the SPO. 
Sets the linkage to recall the Multiprogramming Controller. 


NOTE 
When an end-of-file condition 
occurs, the user program will 
set the linkage (Close Macros) 
to call the File Close Function. 


CLOSE FUNCTION. 


Ae 


Saves the file name. 

Tests the type of file. 

Restores the unit to the Program I/O Table. 
Removes the unit from the I/O Control Segment. 
Sets the programs return address. 

Prints the file CLOSE message on the SPO. 


Sets the linkage and recalls the Multiprogramming Controller. 
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END-OF-PROGRAM FUNCTION. 


Jj. 


Turns the Call Record Switch on, and transfers A "#4" 


to machine location O15. 


Returns the I/O units (from the Program I/O Table) 
to the Systems I/O Table. 


Eliminates the program from the Return Linkage Table. 
Restores memory space to the system. 

Prints the End-of-Program message on the SPO. 

Reduces the program count. 

Tests for ZIP. 

Tests for more than one program in the mix. 

Tests program TANK. 


Recalls Multiprogramming Controller. 


MCP II CAPABILITIES. 
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The capability of customizing the Disk Operating System to 


utilize it to its fullest intent. 


Maintains a User Program Library containing Basic, Advanced, 
or COBOL programs, and the capability of loading a program 


with minimum effort. 
Assigning of dates through the Operating System. 
The ability to call program overlays. 


The automatic handling of End-of-Job or discontinue routines 


for return to the Executive Controller. 


£. Allows serial jobs to be interrupted so that the execution 
of other programs can be accomplished, and automatically re- 


stores and restarts the program that was interrupted. 


ge. The capability to programmatically call another program or 


function. 
MULTIPROGRAMMING GENERAL SYSTEM FEATURES. 
a. Multiprogramming of a maximum of three user programs. 
b. MCP II Macros to automatically handle I/o. 
c. Discontinue of one or all programs in the mix. 


d. Available core query and/or what programs are presently 


in the mix and their core requirements. 


e. Automatic assignment of peripheral units and control of 


the I/O Table. 
f. Automatic relocation of programs at the time of execution. 


CUSTOMIZING THE OPERATING SYSTEM. 

This feature is accomplished with the Delete (DELF) and Add (ADDR) 
Functions: Both functions are on the Tape Operating System. The DELF 
Function provides the capability of deleting any function(s) that are 
not required, and the ADDR Function provides a means of adding func- 
tions to the Disk Operating System. These functions are used to free 
library space and to minimize the time needed to load a program and 


repack the User Program Library. 


PROGRAM LIBRARY. 

In order to load a user program into the User Program Library, a pro- 
gram PADD record must be furnished each object program. This record 
is automatically provided when the Begin Run Macro or OP-SYSTEM 

is used. For other types of programs the user can insert a SLC at 


machine location 750 followed by the PADD record specification 
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described as constants. This entry will create a PADD Record during 
assembly. The Object Program must be assigned with the first word 
residing at machine location 800. The first two words at machine 
location 800 and 810 are reserved for the Operating System. Machine 


location 800 must contain the following BEGIN Program Label. 
a. Position 1-4 +BEG-positions. 
b. Positions 5-9 Program identity. 


C-< Positions 10-12 Address of first instruction 


to be executed in object program. 


The second reserved word at machine location 810 is used for Date 
Assignment Codes. This field is blank if date assignments are not 
used. The following data represents the necessary coding for the 


date assignment. 
a. (position 1) +. 
b. (position 2) D if either Today's or Report is required. 
C. (Sestiion 3) Y if Today's date is required. 
d. (position 4) Y if Report date is required. 
e. (position 5) Today's date type code or blank. 
f. (position 6) Report date type code or blank. 


&- (positions 7-9) the address in the user program used 


to store today's date. 


h. (positions 10-12) the address in the user program used 


to store report date. 
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The following are acceptable types of date format codes, 


Type Code 
A 


B 


J 


3 
mn 


The dates supplied to the user-specified area are left-justified. 


Format Type of Date 

Alpha-month DD, YYYY Month-day-year 

DD Alpha-month YYYY Day-month-year 

Alpha-month DD, YYYY Abbreviated month-day-year 
DD Alpha-month YYYY Day-abbreviated month-year 
MM-DD-YY Month-day-year 

DD-MM-YY Day-month-year 

YYDDD Year-Julian day 

DDDYY Julian day-year 


following are several examples of date formatted output, 


> 


January 31, 1970 (alpha: month, day, year) 


B O1 April 1970 (alpha: day, month, year) 


FWwWneE RG 


SEPT 05 1970 (abbreviated alpha: month, day, year) 
10 JUN 1970 (abbreviated alpha: day, month, year) 
01-15-70 (numeric: month, day, year) 

31-03-70 (numeric: day, month, year) 

70150 (numeric: year, Julian day) 

36570 (numeric: Julian day, year) 


Figure 10-1 illustrates the date assignment format. 


DATE 
ADDRESS. 


R. 


n 
7) 
- 
fe, 
Q 
i 
<q 


T. 


Figure 10-1. Date Assignment Format 


The 


TLO=21 
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ee 


5 KAAS ASA 


gc) 2 


Program Beginning 


Figure 10-2. 


Figure 10-2 illustrates the symbolic entries required to start an 


Assembler program. 


OVERLAY CALLS. 

MCP II has provisions for locating and loading user program overlays. 
The overlays are located by the names specified within the overlay 
label (see figure 10-3). A program may call any overlay within the 
User Program Library, but a multiprogramming program may not call an 


overlay that does not contain relative address codes. 


After the Executive receives the parameters to call an overlay, it 
searches the Overlay Table to locate the correct disk address segment. 
The overlay is loaded one block at a time, starting at the address 
specified in the overlay label. After the completion of the load 


operation, control transfers to the first word of the overlay. 


When an overlay is called, MCP II makes no provisions to save memory 
before loading, or to restore memory after the overlay has been com- 
pleted, Tf these functions are required, the user must make the 


necessary provisions to call them. 


The first overlay instruction must be an overlay label using the 


following formats 
a. (positions 1-6) +>OVR>. 


bo (positions 7-10) unique overlay name (positions 7-9 


must be unique). 


Ce (positions 11-12) number of blocks in the overlay 


(each block contains 480 characters). 


CHAR. REMARKS 
eafe ofa] fz} s]a4]s s]s6)s7]>4 


iC |e Fa 
NEROEC OOO TASSe 
7 : i 


\G 
re fe 
lo 

oO 
; 

> 

o 

n 
H 

2 
‘ 

> 

o 
ree 

nn 

cs 

Oo 

2 

a 

Fag 


EE 


Figure 10-3. Specific Overlay Identification 
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NON-MULTIPROGRAMMING OVERLAYS. The linkage must be supplied to the 
Executive to programmatically call the desired overlay. This is 
accomplished by transferring the name of the overlay into machine 
location O19, and the address of where the overlay is to be loaded 


into machine location 016 (see figure 10-4). 


LINE] sympocic | op {VARIAN A ADDRESS B ADDRESS Cc ADDRESS 


nme) Eatin rac | fee} inon:| tas __| [evel inc, | ras | frac! inc anes 
Jefe Tee ae fe fof ose eles fe seo fools fefs]r ooo aff fefffflffealfleop of abl oPsheb oP ooo 


TPR 6 ARC mF BON. (OF TN KAGE Td CALL d 
02 pew 16 Ol 1O1 + . rio BGewin Bipikisis 2 ldvik A ME), BRANCH TO GALL OVERLAY 
03 L rtit L om oe ee 1 eon Ot a Tl ds Fa 
04 oa a i ed al el ee TM RO nt WE Wa ml Oy tr es ry a 


Figure 10-4. Non-Multiprogramming 
Overlay Linkage 


After passing the required information, the user program will branch 


to location OLO. 


MULTIPROGRAMMING OVERLAY CALLS. Programs awaiting execution in the 
multiprogramming mode may call those overlays that have been assem- 
bled with relative address codes. The macro call for this setting 
is LDRO. This call requires that the overlay ident and block count 
(parameter entries) have been established by the ROVR Macro. For 


additional information refer to the Advanced Assembler II Reference 


Manual (1042769). 


COBOL SEGMENTATION. 

COBOL program overlays can be obtained by using segmentation. Over- 
lays are useful whenever memory is exceeded during compilation, or to 
limit the size of main core. Segmentation is assigning priority num- 
bers to section names. The priority number determines whether the 
section is resident or an overlayable section. For additional 


information refer to the COBOL Reference Manual (1045226). 


DISCONTINUE (Non-Multiprogramming). 
The discontinue of a non-multiprogramming program because of error 


conditions determined programmatically, can be accomplished by storing 
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a B-bit in machine location O05 and exiting to machine location OOO. 
The Executive Controller automatically restores this bit after the 


program is discontinued (see figure 10-5). 


LINE| symBOLIC | OP [VARIAN A ADDRESS B ADDRESS S ADURES®. REMARKS 
LABEL CODE TAG | |e. Lc. See TAG aa Lc] TAG | ie. Relocn: 


pifainbat-lipes thts ftp ttt fame afofeele7[eele |» ofr s]72fyafra}rsfrel> 7) or sfao] 


01 ERROR, | F if Latha pa B SiT.OR DI SiQanTrnue, ArT, 
02 BRw |. 1, Boo Ppa] ee caeges eee BRANCH, TO EK ECVE 
085 lst | e Prere -i cha he 


Figure 10-5. Non-Multiprogramming Discontinue 


DISCONTINUE (Multiprogramming). 
To programmatically discontinue a multiprogramming program, it is 
necessary to pass the parameters to the disk Executive and call the 


Discontinue Function (see figure 10-6), 


LINE] sympoLic | op [VARIAN A ADDRESS B ADDRESS Cc ADDRESS 


off tamer | cove [uu [ime [olga] oe [fre 
Esfep aye) Cone We On 


Be oeeeen 


REMARKS 


lelstls [+8]+9[59) ete [s1[sz[s.[s4}osfeele es}e ofr 0]? 1]72]73]74]75[76]77]7 9]7 o]00 
GER, Dr Sic, iF, AIN DD, BIRIAW ICH 


aaa 
|| leARAME TERS, (FOR, D 
Rue 


END-OF-JOB. 


The End-of-Job Routine is called after the completion of each user 


program, and to return control to the Operating System (see figure 


figure 10-7). 


A ADDRESS 8B AODRESS Cc ADDRESS 


rac | uel'nen| 46 | [ewcliner, | tas | pac! iwen. | 
A Phe Pl essen oP ae lee fe eee eb eo 


a 
s9 
i 3h BRANCH, 111) EXEC UiT] 
arn otic tivi 
RG es: Pe ee 


Figure 10-7. Branch to Executive Controller 
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STOP RUN. 
The COBOL STOP-RUN construct generates a branch to machine location 


OOO and returns control to the disk Executive. 


DATA COMMUNICATION INTERRUPTS. 

Data Communication Interrupts are somewhat restricted by the specific 
requirements that must be met. The user must provide two one-block 
overlays residing in the User Program Library. The overlays are used 
to control the inquiries for determining I/O replies. The names and 
location are reserved, and each overlay must be assembled at machine 
location 400. with the input ready conditions, the DFI (reserved 
overlay name ) overlay is used to process data communication input 


messages on input ready conditions. 


The overlays must provide the readying of input messages by proces- 
sing or programmatically calling the program to process the input mes- 
sage, and for transmitting additional replies for multiple buffer load 


messages. 


After detecting a data communication interrupt the Operating System 


performs only the following functions: 


a. Interrogates all the terminals for an input or output 


ready condition. 


b. Upon detection of a ready condition, the executive will 
store the terminal unit number at machine location 108 
and call either the DFI or DFO overlay, and transfer 


control to that overlay. 


If an additional program is brought into memory the DFI or DFO overlay 
is destroyed. Therefore if the message and/or any additional infor- 
mation from DFI or DFO is required for the execution of the program, 
the data must be stored below the area that will be used by the 


program to be called. 


For example if the inquiry program is eight blocks long, the informa- 


tion to be retained can be stored in the area between OXO and the End- 
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of-Memory will automatically be saved before loading the inquiry 

program (unless the overlay was entered from the End-of-Job Routine). 
After the processing of the inquiry has been completed, the user may 
branch to machine location O30. The saved contents will be restored 
automatically, and control will return to the point originally speci- 


fied by the interrupt linkage. 


PROGRAMMED INTERRUPTS NON-MULTIPROGRAMMING. At some point(s) during 
processing the programmer may want to interrupt a non-multiprogramming 
program and have the Operating System interrogate the supervisory 
printer, data communications terminals, and/or card reader for an 
inquiry or function call (see figure 10-8). The following information 


must be furnished to the OP/System. 


a. The address within the program where control should be 
returned after the interrupt has been completed. This 


address must be stored at machine location O43. 


b. Branch to machine Location 030. 


| A ADDRESS B ADDRESS © ADDRESS 
HAR 


LAGEL. TAG F.L.C. 


goggooc9 


REMARKS 


Figure 10-8. Return Address Branch 
for Interrupt Test 


MULTIPROGRAMMING INTERRUPTS. Multiprogramming Interrupts are supplied 
to a user program by Macro routine(s), and after each I/O operation. 
For those programs that require very few r/o operations, the Interrupt 
Macro (M/PI) should be used. The Interrupt Macro will store the 


necessary program return linkage, and release control to the Executive. 


COBOL INTERRUPTS. The INTERRUPT Verb generates the linkage to the 
Operating System for a test of the input requests. If an input re- 


quest has been made, the Pxecutive will call the Save/Restore Memory 
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Function (if required), call the function or program requested, and 

release control to the requested function or program. At End-of-Job 
the Executive Controller will restore memory (if it had been saved) 

and control will return to the program issuing the interrupt. If an 
input request is not detected, control returns to the instruction 


immediately following the interrupt. 


Maximum multiprogramming benefits can be derived through the use of 


this verb whenever a few T/oO routines are used by the program. 


PROGRAMMATIC FUNCTION CALL. 
A user program can call for the execution of any function within the 


Operating System. 


If a program calls a function, the following linkage to the Operating 


System must be furnished by the programmer. 


a. The address from the program where control will return 
after the function has been executed. The return address 
must be stored in machine location O43. If the user does 
not want to return to this program after execution of the 


function, the word END must be stored at machine location 


O43. 


If required, the disk Executive will automatically save 


memory on the reserved area of disk. 


b. When the tape Executive has control, and the user wants 
control returned to his program, the Save and Memory Unit 


Code must be stored at location O45. 
The Codes are as follows: 


1) 1 through 5 - tape unit 1 through 5 where memory 


will be written. 


2) # - cards. 
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Ce Three tape marks (> SS) must be stored at location 356. 
d. The four-digit function ID must be stored at location 359. 


e. The parameters required by the function must be saved 


starting at machine location 361. 
is A branch to machine location O20 must be executed. 


For example, assume that the program wants to clear an area of disk 
programmatically and return. The following linkage within the pro- 
gram will clear an area of 240-character disk segments from 0010000 


through 0010999 with the CLEAR character "A" (figure 10-9). 


LINE! symBoLic | oP  |VARIAN 


LABEL | CODE 


B ADDRESS Cc ADDRESS 


wer aT Sorry psoas pip} cease no amis 


rae RET WU RINEZ 1 {210431 1 bi LEISTORE RETURN ADDRESS: 11 3 


=o. 2319161 1 a af JA AD BR TO EMEC 1 
11 PARAMETERS opts tt rar rtd 
t} i JCONTINUE ROCESS TING 11 


At f py t tb gt tt a 


1 
tifiririsrr FY 


. 
= 
foot SESS 


PERE fi 
aT 
o 
) 
) 
is 
yes 
foot Ra 
} 
=> 
it 
i" 


Figure 10-9. Stores Return Address 


COBOL FUNCTION or PROGRAM CALL. 

The COBOL verb ZIP will programmatically call another program or 
function. The execution of a program or function is performed by 
ZiIPing to a data-name. The data-name must contain the program or 
function call parameters. After the completion of the program or 
function, control will return to the next instruction in the seq- 
uence. Reference COBOL Manual (1045226) for additional information 
related to ZIP. 
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